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			 Related Part Number
	
					PART	Description	Maker
	HCM0603B HCM06B 	Value applying Rated Voltage
	JL World Company Limite...

	HCM1203F HCM1205F 	Value applying Rated Voltage
	JL World Company Limite...

	HCS05C HCS0503C 	Value applying Rated Voltage
	JL World Company Limite...

	HCS1405C 	Value Applying Rated Voltage
	JL World Company Limite...

	B82500-C-A8 B82500 B82500-C-A10 B82500-C-A2 B82500	VHF chokes with ferrite core Rated voltage 250 V dc/ac Rated current 0,2 to 2 A Rated inductance 120 to 3900 mH
	EPCOS[EPCOS]

	C62122-A132-B95 B84115-E-A110 B84115-E-A30 B84115-	SIFI-E for high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 3 A to 10 A
	EPCOS AG
EPCOS[EPCOS]

	B84110-B-A14 B84110-B 	Power line filter for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 1,4 A
	EPCOS[EPCOS]

	B84110-A-A60 B84110-A B84110-A-A10 B84110-A-A20 B8	Power line filters for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 0,5 A to 6 A
	EPCOS[EPCOS]

	B84102-K50 B84102-K B84102-K160 B84102-K30 B84102-	Power line filters for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 1 to 6 A
	EPCOS[EPCOS]

	B84111-A-K60 B84111-A-B120 B84111-A-K10 B84111-A-L	SIFI-A for normal insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 1 A to 20 A 推出SIFI -阿正常插入额定电50损失0/60赫兹额定电流1 A0
SIFI-A for normal insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 1 A to 20 A 推出SIFI -阿正常插入额定电50损失0/60赫兹额定电流1 A20
	EPCOS AG

	HPR2XX HPR203 HPR204 HPR205 HPR210 HPR211 HPR216 H	3.0 Watt miniature DC/DC converter. Nom.input voltage 15VDC, rated output voltage  -15VDC, rated output current  -25mA.
3.0 Watt miniature DC/DC converter. Nom.input voltage 24VDC, rated output voltage  -15VDC, rated output current  -25mA.
3.0 WATT MINIATURE SIP DC/DC CONVERTER
	CANDD[C&D Technologies]
C&D TECHNOLOGIES INC



				
	 
	 Related keyword From Full Text Search System
	

					
						HCM1601X single	
						HCM1601X enhancement	
						HCM1601X Vout	
						HCM1601X Step	
						HCM1601X complimentary against
	
						HCM1601X prezzo baumer	
						HCM1601X Filter	
						HCM1601X noise	
						HCM1601X datasheet pdf	
						HCM1601X informacion de


				
	 



		 


	
		
Price & Availability of HCM1601X 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.1780948638916















