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			 Related Part Number
	
					PART	Description	Maker
	XRT94L55 	SONET/SDH OC-48/STM-16, 4XOC-12/STM-4, 16XOC-3/STM-1 FRAMER/CONCENTRATOR WITH INTEGRATED CDR’S
	http://

	LCP-200A4HSR LCP-200A4HSRH LCP-200A4HSRT 	RoHS Compliant Small Form Factor Pluggable Transceiver RoHS Compliant for ESCON, Fast Ethernet, ATM, SONET OC-3/SDH STM-1
	Delta Electronics, Inc.

	FTLF1322P1BTR FTLF1322P1WTR 	OC-12 IR-1/STM S-4.1 RoHS Compliant Pluggable SFP Transceiver
	Finisar Corporation.

	FTLF1521P1BCL FTLF1521P1WCL FTLF1521P1XCL FTLF1521	OC-48 IR-2/STM S-16.2 RoHS Compliant Pluggable SFP Transceiver
	Finisar Corporation.

	FTLF1323P1BTR FTLF1323P1WTR 	OC-3 IR-1/STM S-1.1 RoHS Compliant Pluggable SFP Transceiver
	Finisar Corporation.

	FTLF1422P1BTL FTLF1422P1WTL FTLF1422P1XTL FTLF1422	OC-12 LR-1/STM L-4.1 RoHS Compliant Pluggable SFP Transceiver
	Finisar Corporation.

	FTLF1323F2GTR FTLF1323F2HTR FTLF1323F2KTR FTLF1323	OC-3 SR-1/STM I-1 or OC-3 IR-1/STM S-1.1 2x5 SFF Transceiver
	Finisar Corporation.

	LCP-155A4HSR LCP-155A4HSRH LCP-155A4HSRT 	RoHS compliant Small Form Factor Pluggable Transceiver for Fast Ethernet, ATM, SONET OC-3/SDH STM-1
	Delta Electronics, Inc.

	1345TAPC 1345TMPC 1345TNPC 1345 1345CAPC 1345CBPC 	1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: no internal connections. Connector SC.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector FC-PC.
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: no internal connections. Connector FC-PC.
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector ST.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: no internal connections. Connector FC-PC.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector SC.
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector SC.
Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:10; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Approval Categories:Low Loss UL AWM Style 1354; Capacitance:24.80pF RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:10; No. Strands x Strand Size:7 x 19; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Matte Black RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:10; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
1345-Type Receiver with Clock Recovery and Data Retiming
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: no internal connections. Connector ST.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: no internal connections. Connector SC.
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector FC-PC.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector ST.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: no internal connections. Connector ST.
	AGERE[Agere Systems]

	XRT91L30IQ XRT91L30 	STS-12/STM-4 OR STS-3/STM-1 SONET/SDH TRANSCEIVER
	EXAR[Exar Corporation]

	FTLF1721P1BCL FTLF1721P1CL FTLF1721P1XCL 	FIBER OPTIC TRANSCEIVER, 1280-1335nm, 2667Mbps(Tx), 2667Mbps(Rx), SURFACE MOUNT, LC CONNECTOR
OC-48 LR-1/STM L-16.1 RoHS Compliant Pluggable SFP Transceiver
	Finisar Corporation.

	HFCT-5205M 	155 Mb/s Single Mode Fiber Transceiver for ATM, SONET OC-3/SDH STM-1(应用于ATM, SONET OC-3/SDH STM-155 Mb/s单模式光收发
	Agilent(Hewlett-Packard)



				
	 
	 Related keyword From Full Text Search System
	

					
						FTLF1621P1CL Processors	
						FTLF1621P1CL capacitors	
						FTLF1621P1CL found	
						FTLF1621P1CL fairchild	
						FTLF1621P1CL Command
	
						FTLF1621P1CL state	
						FTLF1621P1CL Transistor	
						FTLF1621P1CL configuration	
						FTLF1621P1CL cmos	
						FTLF1621P1CL file


				
	 



		 


	
		
Price & Availability of FTLF1621P1CL 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.18840289115906















