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			 Related Part Number
	
					PART	Description	Maker
	CECWP2G272M2-L22 CECWP2G392M3-L22 CECWP2G102M1-L22	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 2700 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 3900 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 1000 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 330 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 2200 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 1200 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 5600 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 1800 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 3300 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 560 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 470 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 1500 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 390 uF, CHASSIS MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 4700 uF, CHASSIS MOUNT
	Nippon Chemi-con, Corp.

	PTVS13VS1UR PTVS10VS1UR-115 TVS51VS1UR PTVS7V0S1UR	400 W Transient Voltage Suppressor 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE
	NXP Semiconductors N.V.

	1SMA17AT3G 	400 Watt Peak Power Zener Transient Voltage Suppressors 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE
	ON Semiconductor

	DS-113 	Two-Way Power Divider 400 kHz - 400 MHz
	Tyco Electronics

	SXA-3318B 	400-2500兆赫平衡1 / 2瓦中功率GaAs HBT的功放音箱，有源偏置
400-2500 MHz Balanced 1/2 W Medium Power GaAs HBT Amplifier with Active Bias
	ETC[ETC]
http://

	BCR6AM-12 BCR6AM-12L BCR6AM-8L BCR6 BCR6AM BCR6AM-	Triac 6 Amperes/400-600 Volts 400 V, 6 A, TRIAC, TO-220
SPDT SUBMINIATURE POWER RELAY
	Powerex Power Semicondu...
Powerex, Inc.
POWEREX[Powerex Power Semiconductors]

	SF164C SF163C SF165C SF166C SF161C SF162C 	GLASS PASSIVATED SUPER FAST RECTIFIER (VOLTAGE RANGE 50 to 400 Volts CURRENT 16 Amperes) 16 A, 400 V, SILICON, RECTIFIER DIODE, TO-220AB
	RECTRON[Rectron Semiconductor]

	CM400DU-24F 	Dual IGBTMOD 400 Amperes/1200 Volts 400 A, 1200 V, N-CHANNEL IGBT
	Powerex Power Semiconductor...
Powerex Power Semiconductors
Powerex, Inc.

	2SA1971 	High voltage: VCE = -400 V Collector-base voltage VCBO -400 V
	TY Semiconductor Co., Ltd

	APT4012BVFR APT4012SVFR APT4012BVFRG 	Power FREDFET; Package: TO-247 [B]; ID (A): 37; RDS(on) (Ohms): 0.12; BVDSS (V): 400; 37 A, 400 V, 0.12 ohm, N-CHANNEL, Si, POWER, MOSFET, TO-247AD
POWER MOS V FREDFET
	Microsemi, Corp.
Advanced Power Technology

	C961U101MVSDBA7317 C961U101JVVDAA7317 C961U101KVSD	   Safety Standard Recognized, 900 Series, Encapsulated, AH Type, X1 400 VAC/Y1 400 VAC (Industrial Grade)
	Kemet Corporation
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