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			 Related Part Number
	
					PART	Description	Maker
	5962-8978501YA 5962-8978501PC 5962-8978501YC 5962-	5962-8978501YA · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
5962-8978501PC · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
5962-8978501YC · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
5962-89785022A · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
5962-8978501ZA · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
5962-8978503KPC · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
5962-8978503KYA · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
5962-8978503KPA · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
5962-8978503KZA · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
5962-8978501PA · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
5962-9800201KFC · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
5962-8981001PA · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
6N140A/883B · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
8302401FC · Hermetically Sealed Low IF Wide Vcc High Gain Optocouplers
	Agilent (Hewlett-Packard)

	M38230G4-XXXFP M38230G4-XXXHP M38231G4-XXXHP M3823	18-Mbit (512K x 36/1M x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  18 Mb;  Organization:  512Kb x 36;  Vcc (V):  3.1 to 3.6 V
36-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
36-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  2.4 to 2.6 V
72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  3.1 to 3.6 V
18-Mbit (512K x 36/1M x 18) Pipelined SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V
72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V
18-Mbit (512K x 36/1M x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V
36-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2 M x 18/512K x 72) Flow-Through SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Flow-through;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  1Mb x 72;  Vcc (V):  2.4 to 2.6 V
72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  3.1 to 3.6 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  512Kb x 72;  Vcc (V):  3.1 to 3.6 V
72-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
Sync SRAM;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
36-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  2.4 to 2.6 V
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  2.4 to 2.6 V
72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  1Mb x 72;  Vcc (V):  3.1 to 3.6 V
72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  2.4 to 2.6 V
72-Mbit QDR(TM)-II  SRAM 4-Word Burst Architecture (2.5 Cycle Read Latency);  Architecture:  QDR-II , 4 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
72-Mbit DDR-II  SRAM 2-Word Burst Architecture (2.0 Cycle Read Latency);  Architecture:  DDR-II  CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM; Architecture: Standard Sync, Pipeline SCD; Density: 36 Mb; Organization: 1Mb x 36; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机
72-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
18-Mbit (512K x 36/1M x 18) Flow-Through SRAM; Architecture: Standard Sync, Flow-through; Density: 18 Mb; Organization: 1Mb x 18; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 2.4 to 2.6 V 单芯位CMOS微机
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 2.4 to 2.6 V 单芯位CMOS微机
72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture; Architecture: QDR-II, 2 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
36-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 36 Mb; Organization: 2Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯8位CMOS微机
Sync SRAM; Architecture: QDR-II, 2 Word Burst; Density: 36 Mb; Organization: 2Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
36-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 36 Mb; Organization: 1Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
72-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
	Renesas Electronics Corporation.
Renesas Electronics, Corp.

	28F002BV-T E28F002BV-B80 	2-MBIT (128K X 16, 256K X 8) SmartVoltage BOOT BLOCK FLASH MEMORY FAMILY
2-Mbit (128K x 16, 256K x 8) SmartVoltage boot block flash memory family. Access speed Vcc=5V, voltage options (Vpp/Vcc) V=(5 or 12 / 3.3 or 5)
	Intel

	PMO-4015MN-42HXQ 	Sensitivity Range -42 ± 2 dB RL = 2.2 k Vcc = 2.0v (1 kHz 0 dB = 1 v/Pa)
	Mallory performance clu...

	MX25R1635F 	Wide Vcc Range, 16M-BIT
	Macronix International

	HCPL-2201 HCPL2232 HCPL-0201 HCPL-2232 HCNW2201 HC	Very High CMR, Wide VCC Logic Gate Optocouplers
Very High CMR Wide VCC Logic Gate Optocouplers
Low Input Current Logic Gate Optocouplers
	Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]

	LTC1471CS 	Single and Dual PCMCIA Protected 3.3V/5V VCC Switches
	Linear Technology

	LTC14701 	Single and Dual PCMCIA Protected 3.3V/5V VCC Switches
	Linear Technology

	S34ML08G2 	8 Gb, 4-bit ECC, x8 I/O and 3 V VCC NAND Flash Memory for Embedded
	Cypress Semiconductor

	S34MS08G2 	8 Gb, 4-Bit ECC, x8 I/O and 1.8 V VCC NAND Flash Memory for Embedded
	Cypress Semiconductor
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