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			 Related Part Number
	
					PART	Description	Maker
	FS1UM-16A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
Mitsubishi Electric Semiconductor

	FS1UM-16A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	Powerex Power Semiconductors
Mitsubishi Electric Corporation

	1N5946B 1N5924B 1N5925B 1N5956B 1N5913B 1N5938B 1N	   1.5W SILICON ZENER DIODE
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 120 V. Test current 3.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 39V. Test current 9.6 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 9.1V. Test current 41.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 91 V. Test current 4.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.7V. Test current 79.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.9V. Test current 96.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 11V. Test current 34.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.2V. Test current 60.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 13V. Test current 28.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 91 V. Test current 4.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.8V. Test current 55.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 51 V. Test current 7.3 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.3V. Test current 87.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 18V. Test current 20.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.3V. Test current 113.6 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 16V. Test current 23.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 16V. Test current 23.4 mA.  -2% tolerance.
surface mount silicon Zener diodes
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.3V. Test current 113.6 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 18V. Test current 20.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 200 V. Test current 1.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 62 V. Test current 6.0 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 13V. Test current 28.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.3V. Test current 87.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.8V. Test current 55.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.9V. Test current 96.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 75 V. Test current 5.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 180 V. Test current 2.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 62 V. Test current 6.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 160 V. Test current 2.3 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 200 V. Test current 1.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 110 V. Test current 3.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 51 V. Test current 7.3 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 180 V. Test current 2.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 7.5V. Test current 50 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 160 V. Test current 2.3 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.2V. Test current 60.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 11V. Test current 34.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.7V. Test current 79.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 9.1V. Test current 41.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 120 V. Test current 3.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -1% tolerance.
	Jinan Gude Electronic D...
JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
娴???洪??靛??ㄤ欢??????

	SKIIP04ACB066V1 	Large Current 300mA CMOS LDO Regulators; Output voltage (V): 3.1; Output current (mA): 300; Supply voltage (V): 2.5 to 5.5; I/O voltage difference (mV): 60; Ripple rejection (dB): 60; Circuit current (µA): 65; Package: HVSOF6
3-phase bridge inverter
	Semikron International

	STIP4006 STI2006 STIP3006 STI2506 STIP2506 STIP150	Triac; Triac Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:25mA; Package/Case:3-TO-220; Current, It av:6A; Holding Current:50mA
Transient Surge Protection Thyristor; Package/Case:DO-214AA; Repetitive Reverse Voltage Max, Vrrm:320V; Capacitance:60pF; Holding Current:50mA; Leakage Current:5uA; Mounting Type:Through Hole; On-State Saturation Voltage:4V
Triac; Triac Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:25mA; Package/Case:3-TO-202; Current, It av:6A; Holding Current:50mA
TRANSISTOR | BJT | NPN | 250V V(BR)CEO | 1A I(C) | TO-66
Triac; Triac Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):4A; Gate Trigger Current (QI), Igt:10mA; Package/Case:V-PAK; Current, It av:4A; Holding Current:20mA
TRANSISTOR | BJT | PNP | 150V V(BR)CEO | 1A I(C) | TO-66
	

	1N974B 1N963B 1N965B 1N962B 1N970B 1N960B 1N968D 1	0.5W, silicon zener diode. Zener voltage 56V. Test current 2.2mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 30V. Test current 4.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 62V. Test current 2.0mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 120V. Test current 1.0mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 120V. Test current 1.0mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 75V. Test current 1.7mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 22V. Test current 5.6mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 39V. Test current 3.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 68V. Test current 1.8mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 160V. Test current 0.80mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 150V. Test current 0.85mA.  -20% tolerance.
0.5W SILICON ZENER DIODES
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
PC 4/ 5-ST-7,62 .5W硅稳压二极管
Low Current Operation at 250?录A茂录?Low Reverse Leakage,Low Noise Zener Diode(250?录A氓路楼盲陆?莽?碌忙碌?茫??氓掳?氓??氓??忙录?莽?碌忙碌?茫??盲陆?氓?陋氓拢掳茫??茅陆?莽潞鲁盲潞?忙??莽庐隆)
0.5W, silicon zener diode. Zener voltage 180V. Test current 0.68mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 180V. Test current 0.68mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 200V. Test current 0.65mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 150V. Test current 0.85mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 68V. Test current 1.8mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 22V. Test current 5.6mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 7.5V. Test current 16.5mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 130V. Test current 0.95mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 51V. Test current 2.5mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 62V. Test current 2.0mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 56V. Test current 2.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 47V. Test current 2.7mA.  -10% tolerance.
	JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
Jinan Gude Electronic Device Co., Ltd.
Semtech, Corp.
娴???洪??靛??ㄤ欢??????
Jinan Gude Electronic D...

	74AHCT259D 74AHC259D 74AHC259PW 74AHCT259PW HCT259	Zener Diode; Zener Voltage Typ, Vz:2.7V; Vz Test Current, Izt:20mA; Power Dissipation, Pd:500mW; Package/Case:DO-35; Breakdown Voltage Max:2.7V; Forward Current:200A; Leakage Current Max:100uA; Mounting Type:Through Hole 8位可寻址锁存
8-bit addressable latch
	NXP Semiconductors N.V.

	PWR4412-2S PWR4412-2SBR0300J PWR4412-2SDR0100J PWR	Bare Metal Element Resistor
RES CURRENT SENSE .01 OHM 5W 5% RESISTOR, CURRENT SENSE, 5 W, 5 %, 20 ppm, 0.01 ohm, THROUGH HOLE MOUNT
RES CURRENT SENSE .01 OHM 1W 1% RESISTOR, CURRENT SENSE, 1 W, 1 %, 20 ppm, 0.01 ohm, THROUGH HOLE MOUNT
RES CURRENT SENSE .01 OHM 3W 5% RESISTOR, CURRENT SENSE, 3 W, 5 %, 20 ppm, 0.01 ohm, THROUGH HOLE MOUNT
RES CURRENT SENSE .01 OHM 1W 5% RESISTOR, CURRENT SENSE, 1 W, 5 %, 20 ppm, 0.01 ohm, THROUGH HOLE MOUNT
RES CURRENT SENSE .01 OHM 3W 1% RESISTOR, CURRENT SENSE, 3 W, 1 %, 20 ppm, 0.01 ohm, THROUGH HOLE MOUNT
RES CURRENT SENSE .01 OHM 5W 1% RESISTOR, CURRENT SENSE, 5 W, 1 %, 20 ppm, 0.01 ohm, THROUGH HOLE MOUNT
Power Resistors 0.015ohm 3watt 1% RESISTOR, CURRENT SENSE, 3 W, 1 %, 20 ppm, 0.015 ohm, THROUGH HOLE MOUNT
Power Resistors 0.005ohm 5watt 1% RESISTOR, CURRENT SENSE, 5 W, 1 %, 20 ppm, 0.005 ohm, THROUGH HOLE MOUNT
Power Resistors 0.015ohm 5watt 1% RESISTOR, CURRENT SENSE, 5 W, 1 %, 20 ppm, 0.015 ohm, THROUGH HOLE MOUNT
RESISTOR, FIXED, POWER RESISTOR, CURRENT SENSE, 5 W, 5 %, 20 ppm, 0.005 ohm, THROUGH HOLE MOUNT
Power Resistors 0.025ohm 1watt 1% RESISTOR, CURRENT SENSE, 1 W, 1 %, 20 ppm, 0.025 ohm, THROUGH HOLE MOUNT
	Bourns Electronic Solutions
Bourns, Inc.

	XL6001 	400KHz 32V 2A Switching Current Boost LED Constant Current Driver
	XLSEMI

	XL6003 	400KHz 60V 2A Switching Current Boost LED Constant Current Driver
	XLSEMI
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