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			C1206C105K5RACAUTO - Ceramic, AUTO-(CxxxxC-AUTO), 1 uF, 10%, 50 V, 1206, X7R, SMD, MLCC, Temperature Stable, Automotive Grade 



		
			
					
						
						



					
				
					 		
	Part No.	C1206C105K5RACAUTO   

	Description	Ceramic, AUTO-(CxxxxC-AUTO), 1 uF, 10%, 50 V, 1206, X7R, SMD, MLCC, Temperature Stable, Automotive Grade 
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			 Related Part Number
	
					PART	Description	Maker
	C1206C105K5RACAUTO 	Ceramic, AUTO-(CxxxxC-AUTO), 1 uF, 10%, 50 V, 1206, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C1206C105K3RACAUTO 	Ceramic, AUTO-(CxxxxC-AUTO), 1 uF, 10%, 25 V, 1206, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C0402C102K5RACAUTO-17 	Ceramic, AUTO-(CxxxxC-AUTO), 1000 pF, 10%, 50 V, 0402, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C0603C223K3RACAUTO-17 	Ceramic, AUTO-(CxxxxC-AUTO), 0.022 uF, 10%, 25 V, 0603, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C1210C225K1RACAUTO-17 	Ceramic, AUTO-(CxxxxC-AUTO), 2.2 uF, 10%, 100 V, 1210, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C0603C330J5GACAUTO 	Ceramic, AUTO-(CxxxxC-AUTO), 33 pF, 5%, 50 V, 0603, C0G, SMD, MLCC, Ultra-Stable, Low Loss, Automotive Grade
	Kemet Corporation

	C0805C470J5GACAUTO 	   Ceramic, AUTO-(CxxxxC-AUTO), 47 pF, 5%, 50 V, 0805, C0G, SMD, MLCC, Ultra-Stable, Low Loss, Automotive Grade
	Kemet Corporation

	C0603C220J5GACAUTO 	   Ceramic, AUTO-(CxxxxC-AUTO), 22 pF, 5%, 50 V, 0603, C0G, SMD, MLCC, Ultra-Stable, Low Loss, Automotive Grade
	Kemet Corporation

	C0402C180J3GACAUTO 	   Ceramic, AUTO-(CxxxxC-AUTO), 18 pF, 5%, 25 V, 0402, C0G, SMD, MLCC, Ultra-Stable, Low Loss, Automotive Grade
	Kemet Corporation

	C0603C101K5GACAUTO 	   Ceramic, AUTO-(CxxxxC-AUTO), 100 pF, 10%, 50 V, 0603, C0G, SMD, MLCC, Ultra-Stable, Low Loss, Automotive Grade
	Kemet Corporation
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