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			 Related Part Number
	
					PART	Description	Maker
	H7422 H7422-01 H7422P-50 H7422-02 H7422-20 H7422-4	Jack Screw; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
OSC 5V SMT PLAS 14X9 CMOS
Slidelock; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Photosensor Modules
	Hamamatsu Photonics
HAMAMATSU[Hamamatsu Corporation]

	KMZ10 KMZ10A 	Speaker; Current Rating:14A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Magnetic field sensor
	PHILIPS[Philips Semiconductors]
NXP Semiconductors

	GPPC4IG5B 	Connector assemblies, Network cables; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No INTERCONNECTION DEVICE
	Panduit, Corp.

	ISPPAC-CLK5610V-01T48C ISPPAC-CLK5610V-01T48I ISPP	LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:525nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
Spot Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:470nm 5600 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:470nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
In-System Programmable, Zero-Delay Clock Generator with Universal Fan-Out Buffer 在系统可编程，零延迟时钟发生器通用扇出缓冲
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No
Spot Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:530nm
Backlight LED; Color:Red; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED On-Axis Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:100x100mm; Peak Reflow Compatible (260 C):No; Supply Current:500mA; Supply Voltage:24VDC; Wavelength:520nm
LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
Backlight LED; Color:Red; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:530nm
LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:525nm
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	0033.4501 	Rotary Cam Switch; No. of Switch Positions:2; Contact Current Max:6.3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
	SCHURTER INC

	P50E-100S-TG 	Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 100 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC, SOCKET
	Integrated Device Technology, Inc.
ROBINSON NUGENT INC

	057-010-155A 	Multipole Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 10 CONTACT(S), MALE, TWO PART EURO CONNECTOR, IDC
	ITW Pancon

	UFT200 UFT20005 UFT20010 UFT20015 UFT20020 UFT2012	Desolder Braid; Roll Length:10ft; Width:0.075"; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 100 A, 50 V, SILICON, RECTIFIER DIODE
ULTRA FAST RECOVERY MODULES
	Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	UM9203 UM9204 	Flash Memory IC; Memory Size:8Mbit; Supply Voltage Max:3V; Package/Case:48-TSOP; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
DTMF Receiver
	Electronic Theatre Controls, Inc.
UMC

	507-3917-0971-600 507-3917-1471-600 507-3917-0972-	Indicator Lamp; Supply Voltage:10VDC; Color:Amber; Current Rating:40mA; Luminous Intensity:0.08cd; Average Rated Bulb Life:10000h RoHS Compliant: Yes
Indicator Lamp; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No SINGLE COLOR LED, RED, 7.14 mm
INCANDESCENT PANEL MOUNT INDICATORS, Stovepipe Red
Indicator Lamp; Supply Voltage:28VDC; Color:White; Current Rating:40mA; Luminous Intensity:0.34cd; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	Dialight PLC
Dialight Corp.

	IDT74FCT825BTSOB IDT74FCT825BTSO IDT74FCT825BTQB I	Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:60V; Package/Case:A; Terminal Type:Axial Leaded; ESR:15ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:A; Terminal Type:Axial Leaded; ESR:14ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:A; Terminal Type:Axial Leaded; ESR:14ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:50V; Package/Case:A; Terminal Type:Axial Leaded; ESR:15ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 0.82UF 50V 10% X7R SMD-1210 TR-7-PL SN-NIBAR
CAP 0.1UF 50V 10% X7R SMD-1805 TR-7-PL SN-NIBAR
HIGH-PERFORMANCE CMOS BUS INTERFACE REGISTERS FCT SERIES, 9-BIT DRIVER, TRUE OUTPUT, CDFP24
	IDT[Integrated Device Technology]
Integrated Device Technology, Inc.
INTEGRATED DEVICE TECHNOLOGY INC
Integrated Device Techn...
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