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	Part No.	P-MUSB-AA11-XX   

	Description	FLAMMABILITY RATING UL94V-0 BLACK 
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			 Related Part Number
	
					PART	Description	Maker
	CLC1001IST6X 	Flammability rating of UL 94┸V0
	Exar Corporation

	CLC2000ISO8X 	Flammability rating of UL 94┸V0
	Exar Corporation

	1059100000 	UL 94 flammability rating of insulation meterial
	Weidmuller

	39-53-2194 39-53-2234 39-53-2044 	1.25 FFC ZIF Hsg Assy 19Ckt 19 CONTACT(S), FEMALE, RIGHT ANGLE FFC/FPC CONNECTOR, SOLDER
1.25 FFC ZIF Hsg Assy 23Ckt 23 CONTACT(S), FEMALE, RIGHT ANGLE FFC/FPC CONNECTOR, SOLDER
SOCKET, FFC/FPC 1.25MM ZIF 4WAYSOCKET, FFC/FPC 1.25MM ZIF 4WAY; Ways, No. of:4; Pitch:1.25mm; Current rating:1A; Flammability rating:UL94V-0; Material, contact:Phosphor Bronze Alloy; Plating, contact:Tin-Lead; Poles, No. of:4;
	Molex, Inc.
MOLEX INC

	1N5340B 	5 Watt Zener Diode 5.1 to 51 Volts Epoxy meets UL 94 V-0 flammability rating
	Micro Commercial Components

	S89R11APP1-120 S89R11DBD1-12 S89R5DBD1-12 S89R11AB	Bistable, Impulse Relay 15 and 20 Amp Industrial Rating Continuous Coil Rating
	Tyco Electronics

	Z8681AB1YN 	Leaded Cartridge Fuse; Current Rating:2A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Fast Acting; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes 8位微控制
	东电?中国)投资有限公司

	P-U77-A1110-8000P 	flammability ul 94 v-0
	Amphenol Corporation

	5500.2029 5500.2028 5500.2027 5500.2026 5500.2030 	AC Filter Cost Optimized
Single Phase RFI Line Filter; Mounting Type: Chassis Module; Voltage Rating: 250V; Current Rating: 4A; Leakage Current Rating: 0.1 mA 250 V, 50 HZ, SINGLE PHASE EMI FILTER
	Schurter Inc.
SCHURTER AG

	6202.2100 	Power Entry Module; IEC; Voltage Rating: 250V; Current Rating: 10A; Terminal Type: Solder Tabs; Protection class II; blackThermoplastic housing
	SCHURTER INC
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