

	
			
			
				

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						UF3007			T6100915			12150			KT816			LTC4354			113ZUA			32M50			C1145HSE			

			
	
	Product Description

			
	
	Full Text Search




				


		












			P-MUSBR-2M5C-0X4BP - OPERATING TEMPERATURE 



		
			
					
						
						



					
				
					 		
	Part No.	P-MUSBR-2M5C-0X4BP   

	Description	OPERATING TEMPERATURE 
 

	File Size	41.26K  / 
						1 Page	 
	

						Maker	
						


						 Amphenol Corporation 
  
						










	
						
						




						

	Homepage	
						http://www.amphenol.com/
	Download	[ 
						P-MUSBR-2M5C-0X4BP  Datasheet PDF Downlaod from IC-ON-LINE.CN ]

                                                 [ 
						P-MUSBR-2M5C-0X4BP  Datasheet PDF Downlaod from Datasheet.HK ]

						[P-MUSBR-2M5C-0X4BP  Datasheet PDF Downlaod from Maxim4U.com ] :-)


						

						[ View it Online ]
					  [ Search more for P-MUSBR-2M5C-0X4BP ] 


					[ Price & Availability of P-MUSBR-2M5C-0X4BP by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : OPERATING TEMPERATURE   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	DN8899S DN8899TE DN8899SE 	Hall IC (Operating Temperature Range Topr=-40 to  100C, Operating in Alternative Magnetic Field)
	Panasonic

	DN6849TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100C, Operating in Alternative Magnetic Field)
	Panasonic

	PS2561BL2-1-A PS2561BL2-1-E3 PS2561BL2-1-E3-A PS25	DIP PHOTOCOUPLER OPERATING AMBIENT TEMPERATURE 110隆?C
DIP PHOTOCOUPLER OPERATING AMBIENT TEMPERATURE 110°C
1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
	NEC

	DN6848TE DN6848SE DN6848S DN6848 	Hall IC(Operating Temperature Range Topr = - 40 to -100°C, Operating in Alternative Magnetic Field)
Hall IC(Operating Temperature Range Topr = - 40 to -100C Operating in Alternative Magnetic Field)
Hall IC(Operating Temperature Range Topr = - 40 to -100∑C, Operating in Alternative Magnetic Field)
	http://
PANASONIC[Panasonic Semiconductor]

	P1402AAL P1602ACL P3002AAL P0602ACL P2202AAL P2702	Execution Time (ns): 41.7 (@24MHz); Operating Frequency / Supply Voltage: 24MHz/3.0 to 5.5V, 10MHz/2.7 to 5.5V; Operating Ambient Temperature (°C): -20
	Littelfuse, Inc.

	DN6847 DN6847S DN6847SE DN6847TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100°C, Operating in Alternative Magnetic Field)
Hall IC(Operating Temperature Range Topr = - 40 to -100∑C, Operating in Alternative Magnetic Field)
	Panasonic Semiconductor

	K6R1008C1A- K6R1008C1A-C12 K6R1008C1A-C15 K6R1008C	128K x 8 high speed static RAM, 5V operating, 12ns
128Kx8 High Speed Static RAM5V Operating, Revolutionary Pin out. Operated at Commercial and Industrial Temperature Ranges. 128Kx8高速静态内存（5V工作），旋转引脚输出。在商用和工业温度范围操
128Kx8 High Speed Static RAM5V Operating/ Revolutionary Pin out. Operated at Commercial and Industrial Temperature Ranges.
128K x 8 high speed static RAM, 5V operating, 20ns
128K x 8 high speed static RAM, 5V operating, 15ns
	Samsung Electronic
SAMSUNG[Samsung semiconductor]
SAMSUNG SEMICONDUCTOR CO. LTD.

	MHV2812S MHV2812D MHV2815D MHV2805D MHV2805S MHV28	Operating temperature -55掳 to  125掳C Input voltage range 16 to 50 VDC
Operating temperature -55° to  125°C Input voltage range 16 to 50 VDC
	Interpoint Corporation Company

	FMCE-0328 	Attenuation to 60 db at 500 kHz, typical Operating temperature -55掳 to  125掳C
Attenuation to 60 db at 500 kHz, typical Operating temperature -55° to  125°C
	Interpoint Corporation Company

	KM68257C-12 KM68257CJ-12 KM68257CJ-20 KM68257CL-12	32Kx8 bit high speed static RAM (5V operating), 20ns
32Kx8 bit high speed static RAM (5V operating), 15ns
32Kx8 bit high speed static RAM (5V operating), 12ns
32Kx8 Bit High Speed Static RAM(5V Operating(, Evolutionary Pin out. Operated at Commercial Temperature Range. 32Kx8位高速静态RAM5V的工作（，进化引脚了。在商业温度范围工作
	Samsung Electronic
SAMSUNG[Samsung semiconductor]
Samsung Semiconductor Co., Ltd.

	SLE44C80S-V5-T85-C SLE44C80S-V5-F7-M4 SLE44C80S-V5	Security & Chip Card ICs
Dials / Accessories; Series:DW22; Track Resistance:2kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Resistance Max:2kohm; Temperature Coefficient: /-20ppm/ C RoHS Compliant: Yes
Knob Potentiometer; Series:DC22; Track Resistance:2kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:2kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:10kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:10kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100ohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Resistance Max:100ohm; Temperature Coefficient:20ppm/ C RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Resistance Max:100kohm RoHS Compliant: Yes
Knob Potentiometer; Series:DC22; Track Resistance:5kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:5kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to C; Adjustment Type:Knob; Resistance Max:100kohm RoHS Compliant: Yes 安全
Dials / Accessories; Series:DW22; Track Resistance:1kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:1kohm RoHS Compliant: Yes 安全
Dials / Accessories; Series:DW22; Track Resistance:100ohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to C; Adjustment Type:Knob; Resistance Max:100ohm; Temperature Coefficient:20ppm/ C RoHS Compliant: Yes 安全
Turns Counting Dial; Number of Turns:10; Knob/Dial Style:Round Knurled; Body Material:Plastic; Shaft Size:1/4; Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes 安全
	INFINEON[Infineon Technologies AG]
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