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			PLC-BSC-230UC - 14 mm PLC basic terminal block with screw connection, without relay or solid-state relay, for mounting on DIN rail NS 35/7,5, 2 PDTs, input voltage 230 V AC/DC 



		
			
					
						
						[image: PLC-BSC-230UC_8999623.PDF Datasheet]



					
				
					 		
	Part No.	PLC-BSC-230UC   

	Description	14 mm PLC basic terminal block with screw connection, without relay or solid-state relay, for mounting on DIN rail NS 35/7,5, 2 PDTs, input voltage 230 V AC/DC 
 

	File Size	62.80K  / 
						4 Page	 
	

						Maker	
						[image: ]


						 PHOENIX CONTACT 
  
						










	
						
						




						

	Homepage	
						http://www.phoenixcontact.com
	Download	[ 
						PLC-BSC-230UC  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						PLC-BSC-230UC  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[PLC-BSC-230UC  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for PLC-BSC-230UC ] 


					[ Price & Availability of PLC-BSC-230UC by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : 14 mm PLC basic terminal block with screw connection, without relay or solid-state relay, for mounting on DIN rail NS 35/7,5, 2 PDTs, input voltage 230 V AC/DC   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	PLC-BSC-5DC 	6.2 mm PLC basic terminal block with screw connection, without relay or solid-state relay, for mounting on DIN rail NS 35/7,5, 1 PDT, input voltage 5 V DC
	PHOENIX CONTACT

	Z2.302.0421.0 	Terminal Block Ground Block; No. of Positions:1; Wire Size (AWG):2/0-6; Mounting Type:DIN Rail; Color:Yellow/Green MODULAR TERMINAL BLOCK
	Wieland Electric, Inc.
WIELAND ELECTRIC INC

	1608670000 	Terminal Block; Wire Size (AWG):22-8; Mounting Type:DIN Rail; Color:Green/Yellow; Terminal Block Clamp Type:Tension Clamp MODULAR TERMINAL BLOCK, 1 ROW, 1 DECK
	Weidmuller, Corp.

	25.340.0553.0 	Terminal Block; No. of Positions:5; Pitch Spacing:0.2"; Mounting Type:PC Board; Color:Light Gray; No. of Contacts:5; Terminal Block Clamp Type:Screw Clamp RoHS Compliant: Yes 15 A, STRIP TERMINAL BLOCK, 1 ROW, 1 DECK
	Wieland Electric, Inc.

	2-1546211-0 1-1546211-0 2-1546211-5 	STRIP TERMINAL BLOCK, 1 ROW, 1 DECK
TERMINAL BLOCK HEADER ASSEMBLY, 180 DEGREE , CLOSED ENDS, 5.00mm PITCH
	Tyco Electronics

	25.171.0253.0 25.163.7253.0 25.161.7153.0 25.160.0	Terminal Block; No. of Positions:2; Pitch Spacing:5mm; Wire Size (AWG):12-22; Mounting Type:PC Board 16 A, STRIP TERMINAL BLOCK, 1 ROW, 1 DECK
	Wieland Electric, Inc.
WIELAND ELECTRIC INC

	67600973 	Terminal Block; No. of Positions:16; Pitch Spacing:0.2"; Wire Size (AWG):24-14; Mounting Type:PC Board; Leaded Process Compatible:Yes RoHS Compliant: Yes 16 A, MODULAR TERMINAL BLOCK, 1 ROW, 1 DECK
	Weidmuller, Corp.

	999342 	Terminal Block; No. of Positions:16; Pitch Spacing:0.13"; Wire Size (AWG):24-12; Mounting Type:PC Board; Leaded Process Compatible:Yes RoHS Compliant: Yes 10 A, MODULAR TERMINAL BLOCK, 1 ROW, 1 DECK
	Weidmuller, Corp.

	DL5224 DL5279 DL5267 DL5243 DL5226 DL5242 DL5223 	Terminal Block; Number of Positions:2; Wire Size (AWG):14-2; Number of Contacts:2; Terminal Block Clamp Type:Power Block Splicer
RES 499K-OHM 0.1% 0.25W 25PPM THIN-FILM SMD-1206 TR-7-PA ROHS
surface mount silicon Zener diodes 13 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
RES 49.9K-OHM 0.1% 0.25W 25PPM THIN-FILM SMD-1206 TR-7-PA ROHS 180 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
Terminal Block; Number of Positions:2; Number of Contacts:2; Terminal Block Clamp Type:Power Stud Block
	Micro Commercial Components Corp.
Micro Commercial Components, Corp.

	25.840.3253.0 	Terminal Block; No. of Positions:2; Pitch Spacing:5.08mm; Wire Size (AWG):12; Mounting Type:PC Board; Body Material:Polyamide 6.6; Current Rating:12A; No. of Contacts:2; No. of Rows:1; Terminal Block Clamp Type:Spring Clamp RoHS Compliant: Yes
	WIELAND ELECTRIC INC

	CZRB2350 CZRB2120 CZRB2220 CZRB2320 CZRB2340 CZRB2	Surface Mount Zener Diodes
Terminal Block Wire Size (AWG):22-12; Terminal Block Type:Screw Clamp; Mounting Type:DIN Rail RoHS Compliant: Yes
Low Current Operation at 250 锛?ow Reverse Leakage,Low Noise Zener Diode
	COMCHIP[Comchip Technology]
Comchip Technology Co., Ltd.



				
	 
	 Related keyword From Full Text Search System
	

					
						PLC-BSC-230UC Corp	
						PLC-BSC-230UC Volt	
						PLC-BSC-230UC Flash	
						PLC-BSC-230UC filetype:pdf	
						PLC-BSC-230UC planar
	
						PLC-BSC-230UC ac/dc eurocard	
						PLC-BSC-230UC Microelectronic	
						PLC-BSC-230UC Planar	
						PLC-BSC-230UC frequency	
						PLC-BSC-230UC alldatasheet


				
	 



		 


	
		
Price & Availability of PLC-BSC-230UC 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.11044096946716















