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			PCSFW189-100M - Shielded Power Choke Flat Wire 



		
			
					
						
						



					
				
					 		
	Part No.	PCSFW189-100M PCSFW189-150M PCSFW189-1R9M PCSFW189-220M PCSFW189-4R5M PCSFW189-6R8M PCSFW189-8R2M   

	Description	Shielded Power Choke Flat Wire 
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			 Related Part Number
	
					PART	Description	Maker
	PCSFW530-100M PCSFW530-3R3M PCSFW530-4R7M PCSFW530	SMD Shielded Flat Wire Power Choke
	Allied Components Inter...

	SRU6025-100Y SRU6025-150Y SRU6025-151Y SRU6025-220	CHOKE, POWER, SHIELDED, 10UH; Inductor type:Shielded Power Choke; Inductance:10uH; Tolerance, inductance:30%; Resistance:57mR; Frequency, resonant:25MHz; Case style:SMD Shielded; Q factor:8; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 15UH; Inductor type:Shielded Power Choke; Inductance:15uH; Tolerance, inductance:30%; Resistance:86mR; Frequency, resonant:22MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 150UH; Inductor type:Shielded Power Choke; Inductance:150uH; Tolerance, inductance:30%; Resistance:770mR; Frequency, resonant:5MHz; Case style:SMD Shielded; Q factor:30; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 22UH; Inductor type:Shielded Power Choke; Inductance:22uH; Tolerance, inductance: /-30%; Resistance:130mR; Frequency, resonant:18MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 220UH; Inductor type:Shielded Power Choke; Inductance:220uH; Tolerance, inductance:30%; Resistance:1250mR; Frequency, resonant:4MHz; Case style:SMD Shielded; Q factor:20; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 33UH; Inductor type:Shielded Power Choke; Inductance:33uH; Tolerance, inductance:30%; Resistance:180mR; Frequency, resonant:12MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 4.7UH; Inductor type:Shielded Power Choke; Inductance:4.7uH; Tolerance, inductance: /-30%; Resistance:35mR; Frequency, resonant:42MHz; Case style:SMD Shielded; Q factor:8; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 68UH; Inductor type:Shielded Power Choke; Inductance:68uH; Tolerance, inductance: /-30%; Resistance:365mR; Frequency, resonant:8MHz; Case style:SMD Shielded; Q factor:10; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
	BOURNS INC

	3631B100ML 3631B101LL 3631B331KL 3631B330LL 	CHOKE SMD SHIELDED 10UH
CHOKE SMD SHIELDED 330UH 扼流圈贴片屏30UH
Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset 屏蔽33UH贴片扼流
	BI Technologies, Corp.
NEC, Corp.

	PCXA402 PCXA402-1R0M PCXA402-1R2M PCXA402-1R5M PCX	Shielded High Current Power Choke
	Allied Components Inter...

	SDS680R-474M SDS680R-472M SDS680R-102M SDS680R-152	Surface Mount Shielded Power Choke
	API Delevan

	3659-14 3659-40 USE297148 03F5949 03F5941 03F5947 	   050, Round, Shielded/Jacketed, Flat Cable
Intel® Server Spare ASRLXFANS, BRP to LX Fan Upgrade Kit. Only for SR2500
RIBBON CABLE 37 WAY ROUND/FLAT
RIBBON CABLE 10 WAY ROUND/FLAT 10带状电缆反过
RIBBON CABLE 34 WAY ROUND/FLAT 34带状电缆反过
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit 20带状电缆反过
	Maxim Integrated Products, Inc.
Electronic Theatre Controls, Inc.
3M Company
3M Electronics

	A9860-15 	Flat Wire Power Inductor
	Coilcraft lnc.

	SRU6013-470Y 	SMD SHIELDED POWER CHOKE - RoHS 1 ELEMENT, 47 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
	Bourns, Inc.

	CSMS0612D CSMS0612D-100M CSMS0612D-101M CSMS0612D-	SMD WIRE WOUND POWER INDUCTORS (SHIELDED)
	Frontier Electronics.

	CSS054D101 CSS054D121 CSS054D150 CSS054D100 CSS054	SMD WIRE WOUND POWER INDUCTORS (SHIELDED)
	Frontier Electronics.

	CSS063D220 CSS063D120 CSS063D100 	SMD WIRE WOUND POWER INDUCTORS (SHIELDED)
	Frontier Electronics.
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