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	TXM24S-1AG 	IP65 Rated NEMA 24 Integrated StepSERVO?Motor
	List of Unclassifed Man...

	TXM24Q-3EG 	IP65 Rated NEMA 24 Integrated StepSERVO?Motor w/ Q Programming
	List of Unclassifed Man...

	HW23-601 	IP65 Rated, NEMA 23 High Torque Step Motor
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	TSM17Q-3AG 	NEMA 17 Integrated StepSERVO?Motor w/ Q Programming & Modbus/RTU
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	NEMA5-15P NEMA5-15R 	Heavy-Duty Power Extension Cord, 15A, 14 AWG (NEMA 5-15P to NEMA 5-15R), 25 ft
	Tripp Lite. All Rights ...

	RE030 	1.75V to 2.1V. rated for loads up to 180 mA in full power mode and 5 mA in low power mode. It is designed to be integrated with other analog cells
RE030 is a dual mode Low Drop Out (LDO) voltage regulator macrocell with programmable output voltage ranging from 1.75V to 2.1V, rated for loads up to 180 mA in full power mode and 5 mA in low power mode. It is designed to be integrated wi
	Atmel

	BSS806N 	OptiMOS2 Small-Signal-Transistor Ultra Logic level (1.8V rated) Avalanche rated
	TY Semiconductor Co., Ltd

	B82476-A1684-M B82476-A1103-M B82476-A1104-M B8247	INDUCTOR 100UH 1200MA
Rated inductance 10 to 1000 mH Rated current 300 to 3800 mA
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