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			172322-18 - Subminiature Fuse, 2.3 x 8 mm, Quick-Acting F, IEC, 125 VAC, 125 VDC 



		
			
					
						
						



					
				
					 		
	Part No.	172322-18   

	Description	Subminiature Fuse, 2.3 x 8 mm, Quick-Acting F, IEC, 125 VAC, 125 VDC 
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			 Related Part Number
	
					PART	Description	Maker
	SR-5F-1A-AP SR-5F-3.15A-AP SR-5F-8A-AP SR-5F-6.3A-	PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 1A, 250VAC, 50A (IR), THROUGH HOLE
PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 3.15A, 250VAC, 50A (IR), THROUGH HOLE
PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 8A, 125VAC, 50A (IR), THROUGH HOLE
PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 6.3A, 125VAC, 50A (IR), THROUGH HOLE
PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 2A, 250VAC, 50A (IR), THROUGH HOLE
FAST BLOW ELECTRIC FUSE, 1.6A, 250VAC, 50A (IR), THROUGH HOLE
	Cooper Bussmann, Inc.
COOPER INDUSTRIES

	FRT250F 7100.1159.XX 7100.1068.XX 7100.1058.XX 710	Subminiature Fuse, 11.5 x 5 mm, Flink F
	http://
Schurter Inc.

	20400609 2040.0816 2040.0817 2040.0820 2040.0814 2	Subminiature Fuse, 8.5 mm, Time-Lag T, Telecom
	Schurter Inc.

	AM29LV642DU90RPAI AM29LV642DU12RPAE AM29LV642DU12R	128 Megabit (8 M x 16-Bit) CMOS 3.0 Volt-only Uniform Sector Flash Memory with VersatileI/O Control
PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk
128 Megabit (8 M x 16-Bit) CMOS 3.0 Volt-only Uniform Sector Flash Memory with VersatileI/O  Control
	Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC

	MSU250 2040.0809 2040.0810 2040.0811 2040.0814 204	Subminiature Fuse, 8.5 mm, Time-Lag T, Telecom, 250 VAC, 63 VDC
	Schurter Inc.

	Z80C30-10CME Z85C3008CME Z85C3008/CMB Z85C3010CMB 	FUSEHOLDR 2AG PNL MNT SOLDER QC
Cartridge Fuse; Current Rating:80mA; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5mm; Fuse Terminals:Ferrule; Length:20mm; Series:218XE 通信控制
Communications Controller 通信控制
	ZiLOG, Inc.

	20302.5 203 203.250 203.500 203.750 203001 203002 	MB 39C 37#20 2#16 SKT RECP
Surface Mount Fuses - Subminiature Surface Mount & Dip Types
Surface Mount Fuse - Subminiature Surface Mount & Dip Types
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.

	Z86B0712PEC 	Leaded Cartridge Fuse; Current Rating:250mA; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes 8位微控制
	Pasternack Enterprises, Inc.
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