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	Part No.	R1A   

	Description	Plastic Case Material has UL Flammability Classication Rating 94V-0 
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	Part: R10000
	Maker: N/A
	Pack: N/A
	Stock: 164
	Unit price 
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	1000: 
									$99.69
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						R1A  Datasheet PDF Downlaod from IC-ON-LINE.CN ]

                                                 [ 
						R1A  Datasheet PDF Downlaod from Datasheet.HK ]

						[R1A  Datasheet PDF Downlaod from Maxim4U.com ] :-)


						

						[ View it Online ]
					  [ Search more for R1A ] 


					[ Price & Availability of R1A by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Plastic Case Material has UL Flammability Classication Rating 94V-0   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	SRU6025-100Y SRU6025-150Y SRU6025-151Y SRU6025-220	CHOKE, POWER, SHIELDED, 10UH; Inductor type:Shielded Power Choke; Inductance:10uH; Tolerance, inductance:30%; Resistance:57mR; Frequency, resonant:25MHz; Case style:SMD Shielded; Q factor:8; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 15UH; Inductor type:Shielded Power Choke; Inductance:15uH; Tolerance, inductance:30%; Resistance:86mR; Frequency, resonant:22MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 150UH; Inductor type:Shielded Power Choke; Inductance:150uH; Tolerance, inductance:30%; Resistance:770mR; Frequency, resonant:5MHz; Case style:SMD Shielded; Q factor:30; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 22UH; Inductor type:Shielded Power Choke; Inductance:22uH; Tolerance, inductance: /-30%; Resistance:130mR; Frequency, resonant:18MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 220UH; Inductor type:Shielded Power Choke; Inductance:220uH; Tolerance, inductance:30%; Resistance:1250mR; Frequency, resonant:4MHz; Case style:SMD Shielded; Q factor:20; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 33UH; Inductor type:Shielded Power Choke; Inductance:33uH; Tolerance, inductance:30%; Resistance:180mR; Frequency, resonant:12MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 4.7UH; Inductor type:Shielded Power Choke; Inductance:4.7uH; Tolerance, inductance: /-30%; Resistance:35mR; Frequency, resonant:42MHz; Case style:SMD Shielded; Q factor:8; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 68UH; Inductor type:Shielded Power Choke; Inductance:68uH; Tolerance, inductance: /-30%; Resistance:365mR; Frequency, resonant:8MHz; Case style:SMD Shielded; Q factor:10; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
	BOURNS INC

	BGY887BO BGY887BO_FC1 BGY887BO/FC1 	Optical receiver module
90 Series LCD Case; Enclosure Material:Plastic; External Height:1.25"; External Width:3.6"; External Depth:5.7"; Enclosure Color:Black; Battery Sizes Accepted:9V RoHS Compliant: Yes 光接收模
	PHILIPS[Philips Semiconductors]
NXP Semiconductors N.V.

	1N4981D 1N4973C 1N4955D 1N4957D 1N4957C 1N4964D 1N	Diode Zener Single 91V 1% 5W 2-Pin Case E
Diode Zener Single 43V 2% 5W 2-Pin Case E
Diode Zener Single 7.5V 1% 5W 2-Pin Case E
Diode Zener Single 9.1V 1% 5W 2-Pin Case E
Diode Zener Single 9.1V 2% 5W 2-Pin Case E
Diode Zener Single 18V 1% 5W 2-Pin Case E
Diode Zener Single 10V 2% 5W 2-Pin Case E
Diode Zener Single 12V 1% 5W 2-Pin Case E
Diode Zener Single 51V 1% 5W 2-Pin Case E
Diode Zener Single 36V 2% 5W 2-Pin Case E
Diode Zener Single 15V 1% 5W 2-Pin Case E
Diode Zener Single 20V 1% 5W 2-Pin Case E
Diode Zener Single 75V 1% 5W 2-Pin Case E
Diode Zener Single 100V 2% 5W 2-Pin Case E
Diode Zener Single 100V 1% 5W 2-Pin Case E
Diode Zener Single 11V 1% 5W 2-Pin Case E
Diode Zener Single 75V 2% 5W 2-Pin Case E
Diode Zener Single 56V 1% 5W 2-Pin Case E
Diode Zener Single 24V 1% 5W 2-Pin Case E
Diode Zener Single 24V 2% 5W 2-Pin Case E
Diode Zener Single 10V 1% 5W 2-Pin Case E
Diode Zener Single 13V 2% 5W 2-Pin Case E
Diode Zener Single 30V 1% 5W 2-Pin Case E
Diode Zener Single 39V 1% 5W 2-Pin Case E
	New Jersey Semiconductor

	RMPG06A RMPG06B RMPG06D RMPG06G RMPG06J RMPG06A/50	1 A, 50 V, SILICON, SIGNAL DIODE PLASTIC, CASE MPG06, 2 PIN
Miniature Glass Passivated Fast Switching Plastic Rectifier, Forward Current 1.0A, Reverse Voltage 50 to 600V
	Vishay Beyschlag

	STP2NA50 STP2NA50FI 	Supercapacitor; Capacitance:1.5F; Series:EDL; Voltage Rating:5.5VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:Stacked Coin
Supercapacitor; Capacitance:1F; Series:EDL; Voltage Rating:5.5VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:Stacked Coin
N - CHANNEL ENHANCEMENT MODE POWER MOS TRANSISTOR
	ST Microelectronics
意法半导
STMicroelectronics

	160 	Rugged plastic case
	Cornell Dubilier Electr...

	7427113 	Snap Ferrite Sleeve with plastic case
	Wurth Elektronik GmbH &...

	2N5832 	NPN Transistor Plastic-case Bipolar
	Micro Commercial Compon...
MCC[Micro Commercial Components]

	7427114 	Snap Ferrite Sleeve with plastic case
	Wurth Elektronik GmbH &...

	AQF-30T5312P 	AC/DC Power Module 30W Fully encapsulated Plastic Case
	Minmax Technology Co., Ltd.

	KBU8J-E4 KBU8AE4 	6 A, 600 V, SILICON, BRIDGE RECTIFIER DIODE PLASTIC, CASE KBU, 4 PIN
DIODE 6 A, 50 V, SILICON, BRIDGE RECTIFIER DIODE, LEAD FREE, PLASTIC, CASE KBU, 4 PIN, Bridge Rectifier Diode
	Vishay Beyschlag
Vishay Semiconductors
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