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			 Related Part Number
	
					PART	Description	Maker
	FLA-YCON00002 2074734 	SAFE SERIES CONNECTION
	SICK AG

	FLA-YCON00001 2074733 	SAFE SERIES CONNECTION
	SICK AG

	FLT-TERM00001 	SAFE SERIES CONNECTION
	SICK AG

	0259.062TX913 0259.062MX913 	PICO 259-UL913 Series Intrinsically Safe Fuse for Hazardous Locations
	Littelfuse

	0421016 	Power terminal block, Connection method Screw connection, Load current
	PHOENIX CONTACT

	0424026 	Power terminal block, Connection method Screw connection, Load current
	PHOENIX CONTACT

	0441025 	Ground modular terminal block, Connection method: Screw connection, Cross section
	PHOENIX CONTACT

	0446017 	Ground modular terminal block, Connection method: Screw connection, Cross section
	PHOENIX CONTACT

	0393660000 	PCB terminal, TOP connection, Soldered connection, Clamping range, max.: 2.5 mm2, Pitch: 7.62 mm, No. of poles: 5, 90°, Box
	Weidmuller

	0393360000 	PCB terminal, TOP connection, Soldered connection, Clamping range, max.: 2.5 mm2, Pitch: 7.62 mm, No. of poles: 2, 90°, Box
	Weidmuller

	0708593 	Molded feed-through terminal block, with internal and external screw connection, vertical conductor connection, for 5-10 mm thick housing panels - HDFKV 50-VP-DP
	Phoenix Contact
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