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					PART	Description	Maker
	JHM0624S05 JHM0624D12 JHM0624D15 JHM0624S15 JHM062	International Medical Approvals
	XP Power Limited

	2DI75D-050A 	POWER TRANSISTOR MODULE
FUSE CARRIER, A3 BLACKFUSE CARRIER, A3 BLACK; Fuse size code:A3; Current rating:63A; Approval Bodies:BS771, CEGB approval 29, CEGB class 2; Approval category:Category II; Area, conductor CSA:50mm2; Centres, fixing LxW:6.4mm x 3.2mm;
	http://
FUJI[Fuji Electric]
FUJI ELECTRIC HOLDINGS CO., LTD.

	ETMA480521U 	MEDICAL AC-DC POWER SUPPLY
full medical safety approvals
	CUI INC

	PSRL0402DM PSRL0402DMX-0312 PSRL0402DMX-0324 PSRL0	400 Watt with Airflow Dual Output Medical Approved AC/DC Medical Power Supply with Active PFC
	http://
Wall Industries,Inc.

	L297D L297 1334 	STEPPER MOTOR CONTROLLERS
Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style
	http://
STMICROELECTRONICS[STMicroelectronics]
意法半导

	FT230X FT230XS-XXXX FT230XQ-XXXX DSFT230X FT230XQ-	USB to serial UART interface with optimised pin count for smaller PCB designs
Future Technology Devices International Ltd
Future Technology Devices International Ltd.
(USB to BASIC UART IC)
	Future Technology Devices International Ltd.
List of Unclassifed Manufacturers
List of Unclassifed Manufac...
Future Technology Devices I...

	BT137-500E BT137-600E BT137-800E BT137SERIESE 	Transient Voltage Suppressor Diodes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Triacs sensitive gate
	Philips Semiconductors
NXP

	CS8164YTVA5 CS8164YTHA5 CS8164 CS8164YT5 	8V/5V Low Dropout Dual Regulator with ENABLE
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
	CHERRY[Cherry Semiconductor Corporation]
ZF Electronics Corporation

	BYX133G 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
High-voltage car ignition diode
	NXP Semiconductors N.V.
Philips Semiconductors

	HN27512 HN27512G-25 HN27512G-30 HN27512P-25 HN2751	Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
512K (64K X 8 BIT ) UV AND OTP EPROM 12k4K的8位）的紫外线和OTP存储
	Hitachi Semiconductor
Hitachi,Ltd.

	LTC1318 LTC1318CSW 1318 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061, CSA Type AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
Single 5V RS232/RS422/AppleTalk DCE Transceiver
	Linear Technology Corporation
LINER[Linear Technology]
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