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			 Related Part Number
	
					PART	Description	Maker
	PIC24HJ128GPX02 PIC24HJ128GPX04 PIC24HJ128GP502T-H	High-Performance, 16-bit Microcontrollers
16-BIT, FLASH, 20 MHz, MICROCONTROLLER, PQCC28 6 X 6 MM, 0.90 MM HEIGHT, PLASTIC, QFN-28
16-BIT, FLASH, 20 MHz, MICROCONTROLLER, PDSO28 0.300 INCH, LEAD FREE, PLASTIC, SOIC-28
16-BIT, FLASH, 20 MHz, MICROCONTROLLER, PQCC44 8 X 8 MM, LEAD FREE, PLASTIC, QFN-44
	Microchip Technology

	3KP70CA-HF 3KP70A-HF 3KP45A-HF 3KP36A-HF 3KP36CA-H	Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=70V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=45V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=36V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=58V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=54V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=90V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=48V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=75V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=28V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=80V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=43V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=60V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=33V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=51V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=78V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=350V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=250V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=14V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=64V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=17V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=26V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=19V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=6.5V, Tolerance=5%
	Comchip Technology

	C-2-TYPE31.2000K-APBFREE C-2-TYPE31.2000KA-APBFREE	QUARTZ CRYSTAL RESONATOR, 31.2 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 160 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 0.16 MHz - 0.165 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 0.032 MHz - 0.038 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 307.2 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 0.13 MHz - 0.16 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 0.0312 MHz - 0.04 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 0.038 MHz - 0.06 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 20 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 0.04 MHz - 0.09 MHz
QUARTZ CRYSTAL RESONATOR, 0.02 MHz - 0.0312 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 165 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 40 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 90 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 120 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 60 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 74 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 130 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 33 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 100 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 38 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 0.032768 MHz
QUARTZ CRYSTAL RESONATOR, 0.074 MHz - 0.1 MHz
QUARTZ CRYSTAL RESONATOR, 0.09 MHz - 0.13 MHz
	Epson ToYoCom, Corp.
EPSON TOYOCOM CORP

	LTC2141IUP-14TRPBF LTC2142IUP-14TRPBF LTC2140IUP-1	2-CH 14-BIT PROPRIETARY METHOD ADC, PARALLEL ACCESS, PQCC64 9 X 9 MM, LEAD FREE, PLASTIC, MO-220WNJR-5, QFN-64
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	H13A H13A32 H13A12 H13A-56.448-32-3OT-50/30-EXT-TR	QUARTZ CRYSTAL RESONATOR, 10 MHz
QUARTZ CRYSTAL RESONATOR, 23.04 MHz
QUARTZ CRYSTAL RESONATOR, 44.2368 MHz
QUARTZ CRYSTAL RESONATOR, 90 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 70 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 40 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 40.32 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 100 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 98.304 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 80 MHz LEAD FREE PACKAGE-2
QUARTZ CRYSTAL RESONATOR, 56.448 MHz LEAD FREE PACKAGE-2
SURFACE MOUNT MICROPROCESSOR CRYSTAL
	Raltron Electronics, Corp.
RALTRON[Raltron Electronics Corporation]

	IRF1324STRL-7PP 	24V Single N-Channel HEXFET Power MOSFET in a Lead Free 7-Lead D2-Pak package
	International Rectifier

	M4A3-256/128-7FANI M4A3-256/128-7FANC M4-192/96-14	EE PLD, 7.5 ns, PQFP100 LEAD FREE, TQFP-100
EE PLD, 7.5 ns, PQFP48 1.40 MM HEIGHT, LEAD FREE, TQFP-48
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 12 ns, PQFP44
EE PLD, 10 ns, PBGA256 LEAD FREE, FPBGA-256
EE PLD, 5 ns, PQFP48 1.40 MM HEIGHT, LEAD FREE, TQFP-48
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 7.5 ns, PQFP100
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 7.5 ns, PQFP144
EE PLD, 6 ns, PQFP144 LEAD FREE, TQFP-144
EE PLD, 7.5 ns, PQFP144 LEAD FREE, TQFP-144
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 5 ns, PQCC44
EE PLD, 7.5 ns, PQCC44 LEAD FREE, PLASTIC, LCC-44
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 5 ns, PQFP48
MACH4 ISP EEPLD, SMD, TQFP100, 3.3V; Logic IC family:Programmable; Logic IC function:Programmable ISP; Voltage, supply:3.3V; Case style:TQFP / 100; Base number:4; I/O lines, No. of:64; Logic function number:M4; Macrocells, No. RoHS Compliant: Yes
EE PLD, 12 ns, PQFP100
	Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	020902.5MXEP 0209007MXEP 0209006MXEP 02092.25MXEP 	Axial Lead & Cartridge Fuses
209 Series Lead-Free 2AG, Slo-Blo? (Time-Lag) Fuse
	Littelfuse

	PA7536PI-15L PA7536J-15L PA7536S-15 	EE PLD, 15 ns, PDIP28 0.600 INCH, LEAD FREE, PLASTIC, DIP-28
EE PLD, 15 ns, PQCC28 LEAD FREE, PLASTIC, LCC-28
EE PLD, 15 ns, PDSO28 SOIC-28
	Diodes, Inc.

	SP6655ER-L/TR SP6655EU-L/TR 	2 A SWITCHING REGULATOR, DSO10 3 X 3 MM, LEAD FREE, MO-229VEED-5, DFN-10
2 A SWITCHING REGULATOR, PDSO10 LEAD FREE, MSOP-10
	Exar, Corp.

	5KP58A-HF 5KP58CA-HF 5KP80A-HF 5KP80CA-HF 5KP350A-	Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=58V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=80V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=350V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=250V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=14V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=51V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=48V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=26V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=19V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=85V, Tolerance=5%
	Comchip Technology
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