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			 Related Part Number
	
					PART	Description	Maker
	DN8897SE DN8897TE 	Hall IC(Operating Temperature Range Topr=-40 to  -100C, Operating in Alternative Magnetic Field)
	Panasonic

	DN6848TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100C, Operating in Alternative Magnetic Field)
	Panasonic

	DN6848TE DN6848SE DN6848S DN6848 	Hall IC(Operating Temperature Range Topr = - 40 to -100°C, Operating in Alternative Magnetic Field)
Hall IC(Operating Temperature Range Topr = - 40 to -100C Operating in Alternative Magnetic Field)
Hall IC(Operating Temperature Range Topr = - 40 to -100∑C, Operating in Alternative Magnetic Field)
	http://
PANASONIC[Panasonic Semiconductor]

	SLE44C80S-V5-T85-C SLE44C80S-V5-F7-M4 SLE44C80S-V5	Security & Chip Card ICs
Dials / Accessories; Series:DW22; Track Resistance:2kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Resistance Max:2kohm; Temperature Coefficient: /-20ppm/ C RoHS Compliant: Yes
Knob Potentiometer; Series:DC22; Track Resistance:2kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:2kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:10kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:10kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100ohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Resistance Max:100ohm; Temperature Coefficient:20ppm/ C RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Resistance Max:100kohm RoHS Compliant: Yes
Knob Potentiometer; Series:DC22; Track Resistance:5kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:5kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to C; Adjustment Type:Knob; Resistance Max:100kohm RoHS Compliant: Yes 安全
Dials / Accessories; Series:DW22; Track Resistance:1kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:1kohm RoHS Compliant: Yes 安全
Dials / Accessories; Series:DW22; Track Resistance:100ohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to C; Adjustment Type:Knob; Resistance Max:100ohm; Temperature Coefficient:20ppm/ C RoHS Compliant: Yes 安全
Turns Counting Dial; Number of Turns:10; Knob/Dial Style:Round Knurled; Body Material:Plastic; Shaft Size:1/4; Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes 安全
	INFINEON[Infineon Technologies AG]

	1255AY-270M 	Operating temperature range
	Murata Manufacturing Co...

	HMA72-12R50LF HMA72-12R56LF HM72A-064R7LFTR13 HM72	Operating Temperature Range
	List of Unclassifed Manufacturers
List of Unclassifed Manufac...
List of Unclassifed Man...

	LDECD3680 LDEIC1100 LDEIC1120 LDEIC1150 LDEIC1180 	; Operating Temperature Range:-25 C to  105 C; Capacitance:270uF RoHS Compliant: Yes
LED GREEN CLEAR 1210 DOMED SMD
LED YELLOW CLEAR 1210 DOMED SMD
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:400VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-25 C to  105 C; Capacitance:330uF RoHS Compliant: Yes
PEN-PET H.T 笔聚酯羟色胺
	List of Unclassifed Man...
List of Unclassifed Manufac...
http://
List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	LT3740EDHC-TRPBF LT3740EDHC-PBF LT3740EDHCTRPBF 	Wide Operating Range, Valley Mode, No RSENSE Synchronous Step-Down Controller; Package: DFN; No of Pins: 16; Temperature Range: -40&deg;C to  125&deg;C 0.14 A SWITCHING CONTROLLER, 330 kHz SWITCHING FREQ-MAX, PDSO16
Wide Operating Range, Valley Mode, No RSENSE?/a> Synchronous Step-Down Controller
	Linear Technology, Corp.

	CC-0310-3 	has a wide operating temperature range and is designed to sustain severe shock and vibration environments
	JMK Inc.

	1V5KE8V2CA 1V5KE8V2A 1V5KE36A 1V5KE30CA 1VKE62_CA 	Transient Voltage Suppressors 瞬态电压抑制器
Transient Voltage Suppressors 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-201AE
Thick Film Resistor Network; Series:T914; Resistance:20kohm; Resistance Tolerance: /- 0.1%; Power Rating:0.4W; Operating Temperature Range:0 C to  70 C; Resistor Element Material:Thick Film; Temperature Coefficient:25 ppm RoHS Compliant: Yes
Thick Film Resistor Network; Series:T914; Resistance:10kohm; Resistance Tolerance: /- 0.1%; Power Rating:0.4W; Operating Temperature Range:0 C to  70 C; Resistor Element Material:Thick Film; Temperature Coefficient:25 ppm RoHS Compliant: Yes
TransientVoltageSuppressors
	Fairchild Semiconductor, Corp.
Fairchild Semiconductor Corporation
FairchildSemiconductor
FAIRCHILD[Fairchild Semiconductor]
http://
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