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		 3-Phase Filters
FMBC BOOK STYLE
www.schurter.com/pg80
Compact 2-stage bookform filter
Description
-Verycompactandslimfilterdesign -Veryhighsymmetricalandasymmetricalattenuationloss -Inthefrequencyrangefrom10kHzupto300MHz
Applications
Standards Approvals
-Voltagerating480VACforworldwideacceptance -Especiallydesignedforindustrialapplicationssuchas:FrequencyConverters,StepperMotorDrives,UPS-Systems,Inverters -QualifiedforuseinequipmentaccordingIEC/EN60950
-IEC60939 -EN133200 -VDELicenseNumber:40004666
References Weblinks
GeneralProductInformation Approvals,RoHS,CHINA-RoHS,e-Store,Distributor-Stock-Check
Technical Data
RatedCurrent Ratedvoltage Approvalfor OverloadCurrent LeakageCurrent DielectricStrengthfor480VAC 10-115A@Ta40C 480VAC50/60Hz 10-115A@Ta40C/480VAC;50Hz 1.5xIr industrial200'000hacc.toMIL-HB-217F
NumberofFilterStages Weight Material:Housing SealingCompound
Dimensions Case 58
55 max. (20) (11) 0.6...0.8 Nm 142 max. M5 1) 2...2.5 Nm 2) M5 276 max. (11) (20)
(86)
(117)
305 max. 305 max. 290 -2 30 0.3 6.5 0.3
+1
1) Line 2) Load
EMC Products
FMBC BOOK STYLE
www.schurter.com/pg80 Case 60
355 max. 305 max. (25) 1.5...1.8 Nm M5 150 max. 1) 2...2.5 Nm 2) M5 (25)
3-Phase Filters
60 max. (30)
(30)
(94)
(117)
335 max. 35 0.3 6.5 0.3
320 -2
+1
Case 62
80 max. (40) (38) 375 max. 300 max. 4...4.5 Nm 185 max. M5 1) 3...4 Nm 2) M5 (38) (40)
(107)
(136)
329 max. 314 -2 55 0.3 6.5 0.3
+1
Case 64
90 max. (52) 434 max. 348 max. 6...8 Nm 220 max. M10 1) 10...17 Nm 2) M10
(43)
(43)
(52)
(124)
(169)
6.5 0.3
364 -2
+1
65 0.3
379 max.
1) Line 2) Load
EMC Products
3-Phase Filters
FMBC BOOK STYLE
www.schurter.com/pg80
Case 67
50 max. (20) 226 max. (11) 6...8 Nm 127 max. M5 1) 2.0...2.5 Nm 2) M5 (11) (52)
(74)
(105)
254 max. 254 max. 240 -2 25 0.3 6.5 0.3
+1
Case 58C
55 max. (20)
(11)
276 max.
(300) (9)
0.6...0.8 Nm
142 max.
M5
1) 2...2.5 Nm
(117)
(100)
14 AWG (86) (400) (9)
305 max. 305 max. +1 290 -2 30 0.3 6.5 0.3
Case 60C
60 max. (30) 305 max. (11) 1.5...1.8 Nm
150 max.
M5
1)
2) 10 AWG (94)
+1
(117)
2)
(74)
(105)
(104)
(120)
2...2.5 Nm
346 max. 335 max. 35 0.3 6.5 0.3
320 -2
1) Line 2) Load
EMC Products
(117)
3
FMBC BOOK STYLE
www.schurter.com/pg80 Case 62C
80 max. (40) (38) 300 max. (500) (12)
3-Phase Filters
4...4.5 Nm
185 max.
M5
1) 3...4 Nm
2) (107) AWG 6 (136) (105)
(124)
(142)
353 max. 6.5 0.3 329 max. 314 -2
+1
Case 67C
55 0.3
50 max. (20)
226 max. (11)
(300) (9)
0.6...0.8 Nm
127 max.
(88) (105)
M5
1) 2...2.5 Nm
2) (74) AWG 16
254 max. 254 max. +1 240 -2 25 0.3 6.5 0.3
1) Line 2) Load
Technical data to the filter components
Rated Current [A] 10 115 20 36 66 Terminal Screw-on terminals on line- and loadside Screw-on terminals on line- and loadside Screw-on terminals on line- and loadside Screw-on terminals on line- and loadside Screw-on terminals on line- and loadside L [mH] 3 0.7 1.8 1.5 0.65 L [mH] 1.5 0.2 2 0.5 0.45 C [F] 1.5 2.2 2.2 2.2 2.2 C [F] 1.0 2.2 1.5 2.2 2.2 C3 [nF] 1.5 2.2 2.2 2.2 2.2 C [nF] 100 100 C5 [F] 1.5 2.2 1.5 2.2 2.2 R [M] R [M] R3 [M] 1 1 1 1 1 1 1
Diagrams
1)
1) Power Line
EMC Products
3-Phase Filters
FMBC BOOK STYLE
www.schurter.com/pg80
----differentialmode_____commonmode
Attenuation Loss 10 A
IndustrialVersion
20 A
36 A
66 A
115 A
Variants
Rated Current [A] 10 10 115 20 20 36 36 66 66 Terminal Screw-on terminals on line- and loadside Screw-on terminals on lineside, wires on loadside Screw-on terminals on line- and loadside Screw-on terminals on line- and loadside Screw-on terminals on lineside, wires on loadside Screw-on terminals on line- and loadside Screw-on terminals on lineside, wires on loadside Screw-on terminals on line- and loadside Screw-on terminals on lineside, wires on loadside Tripped Power Dissi9.45 9.45 48 17.5 17.5 25.7 25.7 43 43 Contact Resistance [m] 31.5 31.5 1.33 14.6 14.6 6.6 6.6 3.3 3.3 Weight [kg] 1.9 1.65 7.25 2.15 2.3 2.9 3.1 4.4 4.41 Clamps [mm] 4 4 50 4 4 10 10 25 25 Housing Order Number 67 67C 64 58 58C 60 60C 62 62C FMBC-0967-1010 FMBC-0967-1060 FMBC-0964-H110 FMBC-0958-2010 FMBC-0958-2060 FMBC-0960-3610 FMBC-0960-3660 FMBC-0962-6610 FMBC-0962-6660
Packaging unit
1Pcs
Thespecifications,descriptionsandillustrationsindicatedinthisdocumentarebasedon EMC Products currentinformation.Allcontentissubjecttomodificationsandamendments.
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