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		  Datasheet File OCR Text:


		  6.5 7 8.5 9.5 10 11 12 13 14 16 18 20 1 ~ 25 - - - 26 ~ 40 41 ~ 70 - - - - - - - - - 71 ~ 120 - - - - - - - - - - - - npo 30 ~ 80 - - - 81 ~ 40 141 ~ 240 - - - - - - - - - 241 ~ 400 - - - - - - - - - - - - sl - - - 1 ~ 10 11 ~ 18 - - - - - - 19 ~ 39 - - - 40 ~ 62 - - - 63 ~ 82 - - - - - - npo - - - 20 ~ 33 34 ~ 68 - - - 69 ~ 100 110 ~ 140 - - - 150 ~ 230 - - - 240 ~ 310 - - - - - - sl - - - - - - - - - - - - 1 ~ 16 18 ~ 24 - - - - - - - - - 27 ~ 51 - - - - - - npo - - - - - - - - - - - - 15 ~ 56 62 ~ 82 - - - - - - - - - 91 ~ 160 - - - - - - sl ? (mm) dimensions 6.35 6.35 6.35 6.35 6.35 6.35 9.52 9.52 9.52 9.52 9.52 9.52 ls (mm) 1kv 2kv 3kv - - - - - - - - - 10 12 ~ 15 - - - 18 ~ 22 - - - 33 47 ~ 56 68 ~ 82 100 npo - - - - - - 10 ~ 22 33 47 ~ 56 - - - 68 ~ 100 - - - 120 150 ~ 180 220 330 sl 6kv working voltage (wv); temperature coefficient; capacitance range (pf)  d max. straight formed 6.0 max.  0.5 ls 25.0 min. 2.0 min.  d max. 6.0 max.  0.6 ls 25.0 min. 2.0 min. -4 -20 0 20 temperature (  c) 40 60 80 n750 npo 2 0 +2 +4 c/c (%) npo, n750 -8 -20 0 20 temperature (  c) 40 60 80 -4 0 +4 +8 sl (p350-n1000) xicon passive components  ? arlington, tx 76003  ? www.xicon-passive.com  ? (800) 628-0544 51 high voltage class i ceramic disc capacitors cdr series voltage 1kv 2kv 3kv 6kv 102 202 302 602 code style code straight formed s f temp. coeff. code npo sl n s lead space code 6.35mm 9.52mm 6 9 tolerance 0.25pf 5% 10% c j k tolerance code 20% 0.5pf +80/-20% m d z code dimensions (mm), capacitance ranges (pf), typical temperature characteristics operating temperature range capacitance tolerance (min.) working voltage (wvdc)  insulation resistance test voltage life test humidity test characteristics item -25  c ~ +85  c within the tolerance at 1mhz, 1~3vrms, 25  c 1kwv, 2kwv, 3kwv, or 6kwv 10,000m ? min. or 200m ? x f whichever is the smaller 3 x wvdc at 2 x wvdc @85  c for 1000 hours @ 85  c, capacitors shall meet the following: the capacitance change for  30pf will be   5% or   0.5pf; for >30pf the capacitance change will be   5%. for   30pf q    27.5 = 5/3c; for >30pf q   350 at exposure in the ambient temperature of 40  c, and at 95% rh for 500 hours the capacitors shall meet the follow- ing after 24 hours exposure at room temperature: the capacitance change for   30pf will be   5% or   0.5pf; for >30pf the capacitance change will be   5%. for   30pf q    27.5 = 5/3c; for >30pf q   350 characteristics features    linear temperature coefficient of capacitance  high stability of capacitance  low loss across a wide frequency range part numbering system 1 0 2 voltage c d r series 1 0 1 capacitance (pf) 9- lead space n te m p. coeff. k tolerance s style 1st digit 2nd digit #  's
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