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		  Datasheet File OCR Text:


		  xicon passive components  ? arlington, tx 76003  ? www.xicon-passive.com  ? (800) 628-0544 52 class ii ceramic disc capacitors cdr series style code straight formed s f temp. coeff. code y5p z5u z5v p z q lead space code 2.5mm 5.0mm 9.5mm 2 5 9 tolerance code 0.25pf ?% 10% c j k tolerance code 20% 0.5pf +80/-20% m d z operating temperature range capacitance tolerance (min.) working voltage (wvdc)  insulation resistance test voltage life test humidity test characteristics item -25? ~ +85? within the tolerance at 1mhz, 1~3vrms, 25? 50wv, 100wv, or 500wv 10,000m ? min. or 200m ? ?, whichever is less 2.5 x wvdc at 2 x wvdc @85? for 1000 hours @ 85?, capacitors shall meet the following:  the capacitance change for y5p will be 10%; z5u will be 20%;  z5v will be 30%:  the dissipation factor for y5p and z5u will be   50x10 -3 ; z5v will be   75x10 -3 . at exposure in the ambient temperature of 40?, and at 95% rh for 500 hours:  the capacitance change for y5p will be 10%; z5u will be 20%;  z5v will be 30%:  the dissipation factor for y5p and z5u will be   50x10 -3 ; z5v will be  75x10 -3 . characteristics features ? large capacitance in small sizes  non linear temperature coefficient of capacitance. part numbering system 5 0 voltage actual value d r series 1 0 1 capacitance (pf) p temp. coeff. 2- lead space k tolerance s style c temperature coefficient characteristics temperature coefficient operating temp. range capacitance change y5p -25? ~ +85? 10% z5u +10? ~ +85? +20%, -55% z5v +10? ~ +85? +30%, -80% 1st digit 2nd digit # ?s

 xicon passive components  ? arlington, tx 76003  ? www.xicon-passive.com  ? (800) 628-0544 53 class ii ceramic disc capacitors cdr series dimensions (mm), capacitance ranges (pf)  d max. straight formed 3.0 max.  0.5 ls 25.0 min. 2.0 min.  d max. 3 .0 max.  0.6 ls 25.0 min. 2.0 min. +20 0 -20 -40 -20 0 60 80 y5p c/c (%) z5u c/c (%) -60 -80 -20 0 20 40 60 80 -40 -20 0 +20 z5v c/c (%) -60 -80 -20 0 20 temperature (  c) temperature (  c) temperature (  c) 40 60 80 -40 -20 0 +20 5 6 7.5 8.5 9.5 10.5 14.5 200 ~ 2200 2700 ~ 3000 3300 ~ 3900 4700 ~ 5600 6800 ~ 8200 10000 - - - y5p 1000 ~ 5000 6800 ~ 8200 10000 - - - - - - 20000 ~ 22000 - - - z5u 1000 ~ 10000 - - - 20000 ~ 22000 - - - - - - - - - 33000 ~ 100,000 z5v 150 ~ 270 390 ~ 1200 1500 ~ 2000 2200 ~ 2700 3000 ~ 3300 3900 - - - y5p 1000 ~ 2200 3700 ~ 3900 - - - 4700 ~ 5000 6800 ~ 8200 10000 - - - z5u  d (mm) dimensions 2.5/5.0 2.5/5.0 2.5/5.0 2.5/5.0 5.0 5.0 9.5 ls (mm) 50 and 100 500 working voltage (wv);   temperature coefficient;  capacitance range (pf) typical temperature characteristics
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