

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						ML63611A			A1212			2SC2706			232CB			A24KB1			337M006			TLC221D			FX316LG			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				UP-RW1245P1 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		   40 individual data sheets valve regulated lead-acid batteries dimensions (mm) 13. 8 13. 2 12. 6 12. 0 11. 4 10. 8 10. 2 9. 6 9. 0 8. 4 7. 8 0    1     2          4      6    8  10        20        40    60        100      200 27.0  a 9.0  a 2.25  a duration of dischar g e (minute) 14. 4 80 terminal voltage(v) discharge characteristics (20 c)   (note) 1,500  300 100 30 10 3 1,000 1,200 5 50 500 duration of discharg e (minute) dischar g e current (a) 0.2 0.5 1 3 5 10 30 50 100 40?c 20?c 0?c -15?c duration of discharge vs. discharge current   (note) for standby power supplies. trickle design life: 6 C 9 years at 20 c. UP-RW1245P1 63. 7 151         + - 1.5 0.5 150. 2  0. 3  94          + - 1.5 0.5 7. 5 65.15 64.5        + - 1.5 0.5   48 battery case resin: standard (ul94hb) nominal voltage 12 v nominal capacity (10 minute rate) 45 w/2 v dimensions length 151.0 mm width 64.5 mm height 94.0 mm total height 101.5 mm approx. mass 2.6 kg speci?cations capacity   (note)   (20 c) (9.6 v cutoff) 30 minute rate 15 minute rate 10 minute rate 5 minute rate 108 w 185 w 254 w 389 w internal resistance fully charged  battery (20 c) approx. 21 m  temperature dependency  of capacity (10 hour rate) 40 c 20 c 0 c -15 c 102 % 100 % 85 % 65 % self discharge (20 c) residual capacity after  standing 3 months residual capacity after  standing 6 months residual capacity after  standing 12 months 91 % 83 % 66 % characteristics cutoff discharge runtime at 20 c (unit: watt) 3 min. 5 min. 7 min. 10 min. 15 min. 20 min. 30 min. 9.6 v 503 389 313 254 185 154 108 10.2 v 465 370 299 245 183 151 107 10.8 v 412 313 260 222 171 141 105 watt table (note)  the above characteristics data are average values obtained within     three charge/discharge cycles, not the minimum values.  (note)  this battery is designed for high-rate discharge, therefore we do not     specify 20-hour-rate discharge capacity. (note)  when speci?c conditions are satis?ed, this battery can be used for     main power supplies. please consult panasonic. terminal type: faston 250 with hole
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