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		  Datasheet File OCR Text:


		  2.6 2.8 3.0 3.2 0 0.5 1.0 charging conditon(discharged cell to 2.0v)   load:3kohm   temp.: 23   charging duration : 30hours discharging condition  load : 300kohm  temp.: 23  end voltage : 2.0v 0 50 100 150 200 1.0 1.5 2.0 2.5 3.0 3.5 discharge condition load : 300kohm temp.: 23 after 20days storage at 60 cell type ML414 specifications 1. 0 m a h 3v 0. 00 5m a c o n t in uo us *2 0. 2m a pu l s e *3 0. 6m a d i s c h a r g ing  d e pt h of  5% 30 00 d i s c h a r g ing  d e pt h of  20 % 3 0 0 c o ns t a nt  v o lt ag e c har ge 3 . 1  0 . 1 5 v h i ght  t e m p er at ur e 2 . 950. 1 5 v -2 0  60  0. 07 g d i a m et er ( d ) 4 . 8 m m he i g h t ( h ) 1 . 4 m m di m e n s i o n s c har gin g  m e t hod   no m i n a l  c a p a c i t y *1 n o m i nal v o lt age s t and ar d c h ar ge / d is c h a r g e  c u r r e nt we i g h t c har ge / d is c h a r g e  c y c l e c h ar ac t e r i s t ic s m a x .  d i s c h a r g e c u r r en t t e m p er at ur e r a ng e t y p i ca l charac te r i stic s d i s c h a r ge c h a r act e r i st ics a f te r sto r age   of  ML414 ce l l  vo lta ge(v) duration(h our) di s c ha r g e  ca pa c i t y ( m a h ) charg i ng vo lta ge(v ) t e mpe r atu r e  cha r a c te r i st ics o f  m l414 c h a r g i ng   vo ltage vs.  capa city   of m l414 ce l l  vo lta ge(v) duration(h our) nomi na l cap a city  is determined to a n  e nd v o lt age  of 2.0v  w hen the b a tter y  is al l o w ed to  di sch a rge at a stan dard current l e v e l a t  23 o c. *1 current v a lue  is d e termined so that 50 % of  the nomina l  capa city  is obta i ned  w i th an e nd  v o ltage of 2.0 v  at 2 3   o c. *2 o c o c current v a lue for obtai n i n g  2.0 v  ce l l  volta ge w h e n  15 se c. pul se i s  ap p l ie d at 50% di sch a rge d epth at 23  o c. *3 o c o c 0 50 100 150 200 1.0 1.5 2.0 2.5 3.0 3.5 -20 o c 23 o c 60 o c charging voltage : 3.0v load : 300kohm   d  h   
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