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		  Datasheet File OCR Text:


		  436 s e r u t a e f s c i t s i r e t c a r a h c l a c i r t c e l e d n a s g n i t a r m u m i x a m rating at 25 o c ambient temperature unless otherwise specified. 0 1 l b g u r h t 5 0 0 l b g s r e i f i t c e r e g d i r b e s a h p - e l g n i s d e t a v i s s a p s s a l g e s r e v e rs e r e p m a 0 . 4 t n e r r u c d r a w r o f s t l o v 0 0 0 1 o t 0 5 e g a t l o v r e t e m a r a ps l o b m y s5 0 0 l b g1 0 l b g2 0 l b g4 0 l b g6 0 l b g8 0 l b g0 1 l b gs t i n u e g a t l o v e s r e v e r k a e p e v i t i t e p e r m u m i x a mv m r r 0 50 0 10 0 20 0 40 0 60 0 80 0 0 1s t l o v e g a t l o v s m r m u m i x a mv s m r 5 30 70 4 10 8 20 2 40 6 50 0 7s t l o v e g a t l o v g n i k c o l b c d m u m i x a mv c d 0 50 0 10 0 20 0 40 0 60 0 80 0 0 1s t l o v t u p t u o d e i f i t c e r d r a w r o f e g a r e v a m u m i x a m t a t n e r r u c t c 0 5 = o c t a 0 4 = o c i ) v a ( f 0 . 4 ) 1 ( 0 . 3 ) 2 ( s p m a e v a w - e n i s f l a h e l g n i s s m 3 . 8 , t n e r r u c e g r u s d r a w r o f k a e p d o h t e m c e d e j ( d a o l d e t a r n o d e s o p m i r e p u s) i m s f 0 . 0 5 1s p m a ) s m 3 . 8 < t ( g n i s u f r o f g n i t a ri 2 t3 9a 2 c e s a 0 . 2 t a g e l r e p p o r d e g a t l o v d r a w r o f s u o e n a t n a t s n i m u m i x a mv f 0 . 1s t l o v t n e r r u c e s r e v e r c d m u m i x a m g e l r e p e g a t l o v g n i k c o l b c d d e t a r t a t a 5 2 = o c t a 0 5 1 = o c i r 0 . 0 1 0 0 5 u a z h m 1 , v 0 . 4 t a g e l r e p e c n a t i c a p a c n o i t c n u j l a c i p y tc j 5 90 4 p f g e l r e p e c n a t s i s e r l a m r e h t l a c i p y t r  a j r  l j 2 2 ) 2 ( 5 . 3 ) 1 ( o w / c e g n a r e r u t a r e p m e t e g a r o t s d n a n o i t c n u j g n i t a r e p ot j t , g t s 0 5 1 + o t 5 5 - o c notes: 1. unit mounted on 3.0 x 3.0 x 0.11? thick (7.5 x 7.5 x 0.3 cm) al. plate 2. unit mounted on p.c.b. at 0.375? (9.5 mm) lead length and 0.5 x 0.5" (13 x13 mm) copper pads a t a d l a c i n a h c e m   ideal for printed circuit boards   high surge current capability   typical i r  less than 0.1a   high case dielectric strength   solder dip 260 c, 40 seconds   case: gbl     epoxy meets ul-94v-0 flammability rating   terminals: matte tin plated (e3 suffix) leads, solderable per     j-std-002b and jesd22-b102d   polarity: as marked on body general purpose use in ac-to-dc bridge full wave rectification for monitor, tv, printer, smps, adapter, audio equipment, and home appliances application  typical applications package outline dimensions in inches (millimeters)

 437 s e v r u c c i t s i r e t c a r a h c d n a s g n i t a r (t a  = 25 o c unless otherwise noted)
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