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		  Datasheet File OCR Text:


		           dia code d max. 7.5 9 13.5 17 23 d(0.02) 0.6 0.6 0.8 0.8 1 f(1.0) 5 5 7.5 7.5 10 h max. 11 12 15.5 20.5 28 l min. 25 25 25 25 25 temperature range: -40 : ~+85 : storage temperature: -40 : ~+125 : temperature coefficient of voltage: -0.05%  /  : ? p type lead wire is the standard products.     if you have other requirement, please contact us. dia dia voltage voltage 180k 4 4 4 4 4 301k 6 6 6 6 6 220k 5 5 5 5 5 331k 6 6 6 6 6 270k 5 5 5 5 5 361k 6 6 6 6 6 330k 5 5 5 5 5 391k 6 6 6 6 6 390k 5 5 5 5 5 431k 6 6 6 6 6 470k 5 5 5 5 5 471k 6 6 6 6 6 560k 5 5 5 5 5 511k 6 6 6 6 6 680k 5 5 5 5 5 561k 6 6 6 6 6 820k 5 5 5 5 5 621k 6 6 6 101k 5 5 5 5 5 681k 7 7 7 121k 5 5 5 5 5 751k 7 7 7 151k 5 5 5 5 5 781k 7 7 7 181k 5 5 5 5 5 821k 7 7 7 201k 5 5 5 5 5 911k 7 7 7 221k 5 5 5 5 5 102k 8 8 8 241k 5 5 5 5 5 112k 8 8 8 271k 5 5 5 5 5 182k 10 10 10 10 ? 14 ? 20 ? option: t max. table 5 ? 7 ? 10 ? 14 ? 20 ? 5 ? 7 ? dimension table                         measure:m/m 5 ? 7 ? 10 ? 14 ? 20 ? jnr varistor metal oxide varistor part dimensions - dimension of component  www.datasheet.co.kr  datasheet pdf - http://www..net/

 maximum rated energy typical clamping  wattage 10/100us capacitance voltage (j) 1khz acrms dc v 5a 1 time 2 time (v) (v) (v) (v)max (a) (a) (w) (pf) jnr-5d180k 18 (16-20) 11 14 40 100 50 0.01 0.6 2,400 jnr-5d220k 22 (20-24) 14 18 48 100 50 0.01 0.7 1,800 jnr-5d270k 27 (24-30) 17 22 60 100 50 0.01 0.9 1,500 jnr-5d330k 33 (30-36) 20 26 73 100 50 0.01 1.1 1,200 jnr-5d390k 39 (35-43) 25 31 86 100 50 0.01 1.2 1,000 jnr-5d470k 47 (42-52) 30 38 104 100 50 0.01 1.5 850 jnr-5d560k 56 (50-62) 35 45 123 100 50 0.01 1.8 700 jnr-5d680k 68 (61-75) 40 56 150 100 50 0.01 2.1 560 jnr-5d820k 82 (74-90) 50 65 145 400 200 0.1 2.8 480 jnr-5d101k 100 (90-110) 60 85 175 400 200 0.1 3.5 420 jnr-5d121k 120 (108-132) 75 100 210 400 200 0.1 4 360 jnr-5d151k 150 (135-165) 95 125 260 400 200 0.1 5.5 280 jnr-5d181k 180 (162-198) 115 150 320 400 200 0.1 6.5 200 jnr-5d201k 200 (185-225) 130 170 355 400 200 0.1 7.1 160 jnr-5d221k 220 (198-242) 140 180 380 400 200 0.1 7.8 100 jnr-5d241k 240 216-264) 150 200 415 400 200 0.1 8.4 80 jnr-5d271k 270 247-303) 175 225 475 400 200 0.1 9.9 75 jnr-5d301k 300 (270-330) 195 250 525 400 200 0.1 10.5 66 jnr-5d331k 330 (297-363) 210 275 575 400 200 0.1 11.5 60 jnr-5d361k 360 (324-396) 230 300 620 400 200 0.1 13 55 jnr-5d391k 390 (351-429) 250 320 675 400 200 0.1 15 53 jnr-5d431k 430 (387-473) 275 350 745 400 200 0.1 16.5 50 jnr-5d471k 470 (423-517) 300 385 810 400 200 0.1 17.5 45 jnr-5d511k 510 (459-561) 320 418 842 400 200 0.1 19 42 jnr-5d561k 560 (504-616) 350 460 920 400 200 0.1 20 40 the clamping voltage from 180k to 680k is tested with current 1a part no. v  0.1ma (8/20us) metal oxide varistor specification -     5 ?  jnr varistor  spec. varistor maximum allowable voltage withstanding ul csa voltage surge current  www.datasheet.co.kr  datasheet pdf - http://www..net/

 maximum rated energy typical clamping   wattag 10/100us capacitance voltage (j) 1khz acrms dc v 5a 1 time 2 time (v) (v) (v) (v)max (a) (a) (w) (pf) jnr-7d180k 18 (16-20) 11 14 38 250 125 0.02 1.2 3,500 jnr-7d220k 22 (20-24) 14 18 43 250 125 0.02 1.4 2,800 jnr-7d270k 27 (24-30) 17 22 53 250 125 0.02 1.7 2,200 jnr-7d330k 33 (30-36) 20 26 65 250 125 0.02 2.2 1,800 jnr-7d390k 39 (35-43) 25 31 77 250 125 0.02 2.4 1,450 jnr-7d470k 47 (42-52) 30 38 93 250 125 0.02 3 1,150 jnr-7d560k 56 (50-62) 35 45 110 250 125 0.02 3.5 1,050 jnr-7d680k 68 (61-75) 40 56 135 250 125 0.02 4.3 970 jnr-7d820k 82 (74-90) 50 65 135 1200 600 0.25 5.5 930 jnr-7d101k 100 (90-110) 60 85 165 1200 600 0.25 7 860 jnr-7d121k 120 (108-132) 75 100 200 1200 600 0.25 8 670 jnr-7d151k 150 (135-165) 95 125 250 1200 600 0.25 11 490 jnr-7d181k 180 (162-198) 115 150 300 1200 600 0.25 13 330 jnr-7d201k 200 (185-225) 130 170 340 1200 600 0.25 14.3 240 jnr-7d221k 220 (198-242) 140 180 360 1200 600 0.25 15.5 190 jnr-7d241k 240 (216-264) 150 200 395 1200 600 0.25 16.8 165 jnr-7d271k 270 (247-303) 175 225 455 1200 600 0.25 19.8 150 jnr-7d301k 300 (270-330) 195 250 505 1200 600 0.25 21 135 jnr-7d331k 330 (297-363) 210 275 550 1200 600 0.25 23 130 jnr-7d361k 360 (324-396) 230 300 595 1200 600 0.25 26 125 jnr-7d391k 390 (351-429) 250 320 650 1200 600 0.25 30 105 jnr-7d431k 430 (387-473) 275 350 710 1200 600 0.25 33 100 jnr-7d471k 470 (423-517) 300 385 775 1200 600 0.25 35 90 jnr-7d511k 510 (459-561) 320 418 842 1200 600 0.25 37 80 jnr-7d561k 560 (504-616) 350 460 920 1200 600 0.25 39 75 the clamping voltage from 180k to 680k is tested with current 2.5a part no. v  0.1ma (8/20us) metal oxide varistor specification -     7 ?  jnr varistor  spec. varistor maximum allowable voltage withstanding ul csa voltage surge current  www.datasheet.co.kr  datasheet pdf - http://www..net/

 maximum rated energy typical clamping  wattage 10/100us capacitance voltage (j) 1khz acrms dc v 5a 1 time 2 time (v) (v) (v) (v)max (a) (a) (w) (pf) jnr-10d180k 18 (16-20) 11 14 38 500 250 0.05 2.4 7,500 jnr-10d220k 22 (20-24) 14 18 43 500 250 0.05 2.7 6,000 jnr-10d270k 27 (24-30) 17 22 53 500 250 0.05 3.5 4,800 jnr-10d330k 33 (30-36) 20 26 65 500 250 0.05 4.4 4,200 jnr-10d390k 39 (35-43) 25 31 77 500 250 0.05 4.7 3,700 jnr-10d470k 47 (42-52) 30 38 93 500 250 0.05 6 3,300 jnr-10d560k 56 (50-62) 35 45 110 500 250 0.05 7 2,900 jnr-10d680k 68 (61-75) 40 56 135 500 250 0.05 8.5 2,500 jnr-10d820k 82 (74-90) 50 65 135 2500 1250 0.4 11 2,100 JNR-10D101K 100 (90-110) 60 85 165 2500 1250 0.4 14 1,700 jnr-10d121k 120 (108-132) 75 100 200 2500 1250 0.4 16 1,500 jnr-10d151k 150 (135-165) 95 125 250 2500 1250 0.4 22 1,300 jnr-10d181k 180 (162-198) 115 150 300 2500 1250 0.4 26 470 jnr-10d201k 200 (185-225) 130 170 340 2500 1250 0.4 28.5 430 jnr-10d221k 220 (198-242) 140 180 360 2500 1250 0.4 31 390 jnr-10d241k 240 (216-264) 150 200 395 2500 1250 0.4 33.5 360 jnr-10d271k 270 (247-303) 175 225 455 2500 1250 0.4 39.5 330 jnr-10d301k 300 (270-330) 195 250 505 2500 1250 0.4 42 290 jnr-10d331k 330 (297-363) 210 275 550 2500 1250 0.4 46 280 jnr-10d361k 360 (324-396) 230 300 595 2500 1250 0.4 52 260 jnr-10d391k 390 (351-429) 250 320 650 2500 1250 0.4 60 240 jnr-10d431k 430 (387-473) 275 350 710 2500 1250 0.4 66 220 jnr-10d471k 470 (423-517) 300 385 775 2500 1250 0.4 70 190 jnr-10d511k 510 (459-561) 320 418 842 2500 1250 0.4 74 180 jnr-10d561k 560 (504-616) 350 460 920 2500 1250 0.4 78 180 jnr-10d621k 620 (558-682) 385 505 1,025 2500 1250 0.4 82 160 jnr-10d681k 680 (612-748) 420 560 1,120 2500 1250 0.4 86 140 jnr-10d751k 750 (675-825) 460 615 1,240 2500 1250 0.4 90 130 jnr-10d781k 780 (702-858) 485 640 1,290 2500 1250 0.4 92 130 jnr-10d821k 820 (728-902) 510 670 1,355 2500 1250 0.4 94 130 jnr-10d911k 910 (819-1001) 550 745 1,500 2500 1250 0.4 102 120 jnr-10d102k 1000 (900-1100) 625 825 1,650 2500 1250 0.4 112 100 jnr-10d112k 1100 (990-1210) 680 895 1,815 2500 1250 0.4 124 90 the clamping voltage from 180k to 680k is tested with current 5a part no. v  0.1ma (8/20us) metal oxide varistor specification -     10 ?  jnr varistor  spec. varistor maximum allowable voltage withstanding ul csa voltage surge current  www.datasheet.co.kr  datasheet pdf - http://www..net/

 maximum rated energy typical clamping   wattage 10/100us capacitance voltage (j) 1khz acrms dc v 5a 1 time 2 time (v) (v) (v) (v)max (a) (a) (w) (pf) jnr-14d180k 18 (16-20) 11 14 38 1000 500 0.1 4.7 18,000 jnr-14d220k 22 (20-24) 14 18 43 1000 500 0.1 5.4 15,000 jnr-14d270k 27 (24-30) 17 22 53 1000 500 0.1 6.9 10,000 jnr-14d330k 33 (30-36) 20 26 65 1000 500 0.1 8.8 8,500 jnr-14d390k 39 (35-43) 25 31 77 1000 500 0.1 9.4 7,500 jnr-14d470k 47 (42-52) 30 38 93 1000 500 0.1 12 6,500 jnr-14d560k 56 (50-62) 35 45 110 1000 500 0.1 14 5,600 jnr-14d680k 68 (61-75) 40 56 135 1000 500 0.1 17 4,700 jnr-14d820k 82 (74-90) 50 65 135 4500 2500 0.6 22 3,900 jnr-14d101k 100 (90-110) 60 85 165 4500 2500 0.6 28 3,400 jnr-14d121k 120 (108-132) 75 100 200 4500 2500 0.6 32 3,100 jnr-14d151k 150 (135-165) 95 125 250 4500 2500 0.6 44 3,000 jnr-14d181k 180 (162-198) 115 150 300 4500 2500 0.6 52 1,030 jnr-14d201k 200 (195-225) 130 170 340 4500 2500 0.6 57 970 jnr-14d221k 220 (198-242) 140 180 360 4500 2500 0.6 62 840 jnr-14d241k 240 (216-264) 150 200 395 4500 2500 0.6 67 710 jnr-14d271k 270 (247-303) 175 225 455 4500 2500 0.6 79 650 jnr-14d301k 300 (270-330) 195 250 505 4500 2500 0.6 84 600 jnr-14d331k 330 (297-363) 210 275 550 4500 2500 0.6 92 550 jnr-14d361k 360 (324-396) 230 300 595 4500 2500 0.6 104 500 jnr-14d391k 390 (351-429) 250 320 650 4500 2500 0.6 120 480 jnr-14d431k 430 (387-473) 275 350 710 4500 2500 0.6 132 440 jnr-14d471k 470 (423-517) 300 385 775 4500 2500 0.6 140 420 jnr-14d511k 510 (459-561) 320 418 842 4500 2500 0.6 148 390 jnr-14d561k 560 (504-616) 350 460 920 4500 2500 0.6 156 360 jnr-14d621k 620 (558-682) 385 505 1,025 4500 2500 0.6 164 320 jnr-14d681k 680 (612-748) 420 560 1,120 4500 2500 0.6 172 290 jnr-14d751k 750 (685-825) 460 615 1,240 4500 2500 0.6 180 260 jnr-14d781k 780 (702-858) 485 640 1,290 4500 2500 0.6 184 230 jnr-14d821k 820 (738-902) 510 670 1,355 4500 2500 0.6 188 230 jnr-14d911k 910 (819-1001) 550 745 1,500 4500 2500 0.6 204 200 jnr-14d102k 1000 (900-1100) 625 825 1,650 4500 2500 0.6 224 180 jnr-14d112k 1100 (990-1210) 680 895 1,850 4500 2500 0.6 248 150 jnr-14k182k 1800 (1620-1980) 1000 1465 2,970 4500 2500 0.6 342 120 the clamping voltage from 180k to 680k is tested with current 10a metal oxide varistor specification -     14 ?  jnr varistor  spec. varistor maximum allowable voltage withstanding ul csa voltage surge current part no. v  0.1ma (8/20us)  www.datasheet.co.kr  datasheet pdf - http://www..net/

 maximum rated energy typical clamping  wattage 10/100us capacitance voltage (j) 1khz acrms dc v 5a 1 time 2 time (v) (v) (v) (v)max (a) (a) (w) (pf) jnr-20d180k 18 (16-20) 11 14 38 2,000 1,000 0.2 9.4 39,000 jnr-20d220k 22 (20-24) 11 18 43 2,000 1,000 0.2 10.8 32,000 jnr-20d270k 27 (24-30) 17 22 53 2,000 1,000 0.2 13.8 22,000 jnr-20d330k 33 (30-36) 20 26 65 2,000 1,000 0.2 17.5 18,000 jnr-20d390k 39 (35-43) 25 31 77 2,000 1,000 0.2 18.6 16,000 jnr-20d470k 47 (42-52) 30 38 93 2,000 1,000 0.2 23.5 14,000 jnr-20d560k 56 (50-62) 35 45 110 2,000 1,000 0.2 27 12,000 jnr-20d680k 68 (61-75) 40 56 135 2,000 1,000 0.2 43.2 10,000 jnr-20d820k 82 (74-90) 50 65 135 6,500 4,000 1 44 5,800 jnr-20d101k 100 (90-110) 60 85 165 6,500 4,000 1 56 4,800 jnr-20d121k 120 (108-132) 75 100 200 6,500 4,000 1 64 3,800 jnr-20d151k 150 (135-165) 95 125 250 6,500 4,000 1 88 3,000 jnr-20d181k 180 (162-198) 115 150 300 6,500 4,000 1 104 2,600 jnr-20d201k 200 (185-225) 130 170 340 6,500 4,000 1 114 2,400 jnr-20d221k 220 (198-242) 140 180 360 6,500 4,000 1 124 1,800 jnr-20d241k 240 (216-264) 150 200 395 6,500 4,000 1 134 1,500 jnr-20d271k 270 (247-303) 175 225 455 6,500 4,000 1 155 1,400 jnr-20d301k 300 (270-330) 195 250 505 6,500 4,000 1 168 1,350 jnr-20d331k 330 (297-363) 210 275 550 6,500 4,000 1 184 1,300 jnr-20d361k 360 (324-396) 230 300 595 6,500 4,000 1 208 1,250 jnr-20d391k 390 (351-429) 250 320 650 6,500 4,000 1 240 1,180 jnr-20d431k 430 (387-473) 275 350 710 6,500 4,000 1 364 1,100 jnr-20d471k 470 (423-517) 300 385 775 6,500 4,000 1 280 1,050 jnr-20d511k 510 (459-561) 320 418 842 6,500 4,000 1 296 1,000 jnr-20d561k 560 (504-616) 350 460 920 6,500 4,000 1 312 970 jnr-20d621k 620 (558-682) 385 505 1,025 6,500 4,000 1 328 950 jnr-20d681k 680 (612-748) 420 560 1,120 6,500 4,000 1 344 900 jnr-20d751k 750 (675-825) 460 615 1,240 6,500 4,000 1 360 850 jnr-20d781k 780 (702-858) 485 640 1,290 6,500 4,000 1 368 750 jnr-20d821k 820 (738-902) 510 670 1,355 6,500 4,000 1 376 700 jnr-20d911k 910 (819-1001) 550 745 1,500 6,500 4,000 1 408 600 jnr-20d102k 1000 (900-1100) 625 825 1,650 6,500 4,000 1 448 500 jnr-20d112k 1100 (990-1210) 680 895 1,815 6,500 4,000 1 496 450 jnr-20d182k 1800 (1620-1980) 1,000 1,465 2,970 6,500 4,000 1 682 220 the clamping voltage from 180k to 680k is tested with current 25a part no. v  0.1ma (8/20us) metal oxide varistor specification -     20 ?  jnr varistor  spec. varistor maximum allowable voltage withstanding ul csa voltage surge current  www.datasheet.co.kr  datasheet pdf - http://www..net/

 series bulk reel/ammo 5 200 1000 7 200 1000 10 200 1000 14 200 1000 20 200 inquiry quantity per package unit jnr varistor metal oxide varistor marking and packing  www.datasheet.co.kr  datasheet pdf - http://www..net/

 sb item i cut out length h(y type) height of component h0(y type) height to seating plance h0(p type) height of component from hole center h feont to back devation w carries tape width 18 +1/-0.5 mm 18 +1/-0.5 mm w0 hole down tape width w1 sprocket hole position 9 +0.75/-0.5 mm 9 +0.8/- 0.2 mm w2 adhesive tape position f component lead spacing 5 +0.8/-0.2 mm 7.5 +0.8/- 0.2 mm p pitch of component p0 sprocket hole pitch p1 lead length from hole center to lead p2 length from hole center to disk center d0 sprocket hole diameter d lead wire diameter t disk thickness t1 total thickness t2 total thickness tape with tape 1.6mm max. 1.8mm max. see t max. table see t max. table 0.7   0.2mm 0.7   0.2mm 4.0   0.2mm 4.0   0.2mm 0.6   0.05mm 0.8   0.05mm 3.85   0.7mm 8.95   0.7mm 6.38   1.3mm 12.7   1.3mm 12.7   0.3mm 25.4   0.3mm 12.7   0.3mm 12.7   0.3mm 6.0mm min 6.0mm min 3.0mm max. 3.0mm max. 16.0mm~21.0mm 16.0mm~21.0mm 0   2.0mm 0   2.0mm 20.0mm max. 21.5mm max. 16.0   0.5mm 16.0   0.5mm 5    7    10  14    20  1.1mm max. 1.1mm max. jnr varistor metal oxide varistor dimension of taping product  www.datasheet.co.kr  datasheet pdf - http://www..net/
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