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		  Datasheet File OCR Text:


		      type hx  foot mount  -   steel bracket welded to the     bottom of the   laminations for easy mounting     type gx   panel mount  -   0.179 (4.55 mm) diameter   holes in each corner to allow direct mounting to a panel.     lead wires:  all leads are 18 awg stranded 2/64 (0.794 mm)     insulation thickness. standard parts have 12 (305 mm)    total length with 1/2 (12.7 mm) strip.          type bb   foot mount, pri & sec on same side  -   quick connect terminals  with line and load terminations on the same side of transformer.   type ae  laydown, pri & sec on top side  -   quick connect terminals                with line and load terminations on the top of transformer.    type ab   foot mount, pri & sec on opposite side  -   quick connect terminals                 with line and load terminations on opposite sides of  transformer   terminals:   standard male quick connects  -    0.250 x 0.032 (6.35 x 0.81 mm)           other available quick connects  -   0.187 x 0.032 (4.75 x 0.81 mm)      dimensions (inches)                                                         10va   15va   20va   30va   5va   a   1.660   1.660   1.760    1.790   2.160   b   0.500   0.500   0.625    0.625    1.000    weight (lbs)   0.710   0.740   0.889   0.968   1.260          sales office:       8        300 w factory road, addison il 60101   ?   phone: (630) 628 - 9999   ?   fax: (630) 628 - 9922     ?  www.wabashtransformer.com                   class 2 ul508 5 - 3 transformer   5va  -   30va,  inherently energy limited    series:  cl  -   lead wires & quick - connects     ?   power rating 5va to 30va with lead wires   ?   power rating 10va to 30va with quick - connect terminals    ?   no secondary fusing required      ?   frequency 50/60hz     ?   insulation class f (155c)      agency approvals:     ?   ul/cul 5085 - 3 class 2 recognized (file e49606)   ?   insulation file no. e95662     class 2   *  multi voltage combinations are available  -   consult factory .                                                                                                         any application, any requirement, contact us for our custom designs     type hx  -   foot  mount   type gx  -   panel mount    type ae  -   laydown, pri & sec on top side    type ab  -   foot mount, pri & sec on opposite side   lead wires               quick - connects     type bb  -   foot mount, pri & sec on same side  

   lead wire details:    primary      voltage   secondary  voltage   5 va    size  -   3/4 x 1/2   ul   10 va     size  -   3/4 x 1/2   ul   15va    size  -   3/4 x 1/2   ul   20 va    size  -   3/4 x 5/8   ul   30 va    size  -   3/4" x 1.0   ul   208/230   24vct   cl05x00 - 0ct*      cl10a00 - 000*   -   cl15b00 - 000*   -   cl20c00 - 000*      cl30m00 - 000*      120     24   cl05x01 - 000*      cl10a01 - 000*      cl15b01 - 000*   -   cl20c01 - 000*      cl30m01 - 000*   -   24vct   cl05x01 - 0ct*         -      -      -      -   12   cl05x11 - 000*      cl10a11 - 000*      cl15b11 - 000*      cl20c11 - 000*      cl30m11 - 000**      277    24   cl05x02 - 000*      cl10a02 - 000*   -   cl15b02 - 000*   -   cl20c02 - 000*   -   cl30m02 - 000*   -   24vct   cl05x02 - 0ct*         -      -      -      -   120/208/240    24   cl05x03 - 000*      cl10a03 - 000*   -   cl15b03 - 000*   -   cl20c03 - 000*   -   cl30m03 - 000*   -   24vct   cl05x03 - 0ct*         -      -      -      -   480   24   cl05x04 - 000*   -   cl10a04 - 000*   -   cl15b04 - 000*   -   cl20c04 - 000*   -   cl30m04 - 000*   -   600    24   cl05x06 - 000*      cl10a06 - 000*   -   cl15b06 - 000*   -   cl20c06 - 000*   -   cl30m06 - 000*   -   24vct   cl05x06 - 0ct*         -      -      -      -   120/240    24   cl05x07 - 000*      cl10a07 - 000*   -   cl15b07 - 000*   -   cl20c07 - 000*   -   cl30m07 - 000*   -   24vct   cl05x07 - 0ct*         -      -      -      -   380   24   cl05x09 - 000*   -   cl10a09 - 000*   -      -   cl20c09 - 000*   -   cl30m09 - 000*   -   240    24   cl05x40 - 000*      cl10a40 - 000*   -   cl10b40 - 000*   -   cl20c40 - 000*   -   cl30m40 - 000*   -   24vct   cl05x40 - 0ct*         -      -      -      -   12   cl05x10 - 000*      cl10a10 - 000*      cl15b10 - 000*      cl20c10 - 000*      cl30m10 - 000**      208/240    24   cl05x15 - 000*      cl10a15 - 000*   -   cl15b15 - 000*   -   cl20c15 - 000*   -   cl30m15 - 000*   -   24vct   cl05x15 - 0ct*         -      -      -      -   12   cl05x50 - 000*      cl10a50 - 000*      cl15b50 - 000*      cl20c50 - 000*      cl30m50 - 000**      415   24   cl05x16 - 000*   -   cl10a16 - 000*   -      -   cl20c16 - 000*   -   cl30m16 - 000*   -   380/415   24   cl05x17 - 000*   -   cl10a17 - 000*   -      -   cl20c17 - 000*   -   cl30m17 - 000*   -   575    24   cl05x21 - 000*      cl10a21 - 000*   -   cl15b21 - 000*   -   cl20c21 - 000*   -   cl30m21 - 000*   -   24vct   cl05x21 - 0ct*         -      -      -      -   208/240/277    24   cl05x23 - 000*      cl10a23 - 000*   -      -   cl20c23 - 000*   -   cl30m23 - 000*   -   24vct   cl05x23 - 0ct*         -      -      -      -   240/480   24   cl05x24 - 000*   -   cl10a24 - 000*   -      -   cl20c24 - 000*   -   cl30m24 - 000*   -   380/415/575   24   cl05x27 - 000*   -   cl10a27 - 000*   -      -   cl20c27 - 000*   -   cl30m27 - 000*   -   460   24   cl05x28 - 000*   -   cl10a28 - 000*   -      -   cl20c28 - 000*   -   cl30m28 - 000*   -   200/230    24   cl05x31 - 000*      cl10a31 - 000*   -   cl15b31 - 000*   -   cl20c31 - 000*   -   cl30m31 - 000*   -   24vct   cl05x31 - 0ct*         -      -      -      -          sales office:               300 w factory road, addison il 60101   ?   phone: (630) 628 - 9999   ?   fax: (630) 628 - 9922     ? www.wabashtransformer.com              9   primary voltage   com   110,115,120   200,208,215   220, 230, 240   265, 277   380   400, 415   460, 480   575   600   color   black   white   red   orange   brown   violet   red/white   grey   black/red   black/white   secondary voltage   com   12   24   standard leads: all leads are 12.0  l.o.c (length out of coil) 1/2 strip    color   blue   yellow   blue     any application, any requirement, contact us for our custom designs     * refer to page number 7. must complete part number to specify  voltages, termination, mounting & fusing.   for custom designs 3 digit customer id will be added at the end of the part number.   ** non - inherently energy limited (secondary fusing required).   partial selection guide   class 2 ul508 5 - 3 transformer    5va  -   30va,  inherently energy limited       series:  cl  -   lead wires & quick - connects   class 2   continued...  

   lead wire details:    primary      voltage   secondary  voltage   5 va    size  -   3/4 x 1/2   ul   10 va     size  -   3/4 x 1/2   ul   15va    size  -   3/4 x 1/2   ul   20 va      size  -   3/4 x 5/8   ul   30 va    size  -   3/4" x 1.0   ul   24   cl05x36 - 000*      cl10a36 - 000*   -      -   cl20c36 - 000*   -   cl30m36 - 000*   -   120/208/240/277      24vct   cl05x36 - 0ct*         -      -      -      -   120/277    24   cl05x41 - 000*      cl10a41 - 000*   -   cl15b41 - 000*   -   cl20c41 - 000*   -   cl30m41 - 000*   -   24vct   cl05x41 - 0ct*         -      -      -      -   208/277/480   24   cl05x42 - 000*   -   cl10a42 - 000*   -      -   cl20c42 - 000*   -   cl30m42 - 000*   -   277/380/415   24     cl05x43 - 000*   -   cl10a43 - 000*   -      -   cl20c43 - 000*   -   cl30m43 - 000*   -   208/240/480   24   cl05x44 - 000*   -   cl10a44 - 000*   -   cl15b44 - 000*   -   cl20c44 - 000*   -   cl30m44 - 000*   -   208    24   cl05x45 - 000*      cl10a45 - 000*   -   cl15b45 - 000*   -   cl20c45 - 000*   -   cl30m45 - 000*   -   24vct   cl05x45 - 0ct*         -      -      -      -   100    24   cl05x48 - 000*      cl10a48 - 000*   -   cl15b48 - 000*   -   cl20c48 - 000*   -   cl30m48 - 000*   -   24vct   cl05x48 - 0ct*         -      -      -      -   220    24   cl05x49 - 000*      cl10a49 - 000*   -   cl15b49 - 000*   -   cl20c49 - 000*   -   cl30m49 - 000*   -   24vct   cl05x49 - 000*         -      -      -      -   115     24   cl05x51 - 000*      cl10a51 - 000*   -   cl15b51 - 000*   -   cl20c51 - 000*   -   cl30m51 - 000*   -   24vct   cl05x51 - 0ct*         -      -      -      -   265    24   cl05x52 - 000*      cl10a52 - 000*      cl15b52 - 000*      cl20c52 - 000*      cl30m52 - 000*   -   24vct   cl05x52 - 0ct*      cl10a52 - 0ct*      cl15b52 - 0ct*      cl20c52 - 0ct*         -   346   24   cl05x53 - 000*   -   cl10a53 - 000*   -   cl15b53 - 000*   -   cl20c53 - 000*   -   cl30m53 - 000*   -   208/230/460   24   cl05x54 - 000*   -   cl10a54 - 000*   -   cl15b54 - 000*   -   cl20c54 - 000*   -   cl30m54 - 000*   -   400   24   cl05x55 - 000*   -      -      -      -      -   575/600    24   cl05x56 - 000*      cl10a56 - 000*        -   cl20c56 - 000*   -   cl30m56 - 000*   -   24vct   cl05x56 - 0ct*         -      -      -      -   230/460   24   cl05x59 - 000*   -   cl10a59 - 000*   -      -   cl20c59 - 000*   -   cl30m59 - 000*   -   115/230    24   cl05x62 - 000*      cl10a62 - 000*   -      -   cl20c62 - 000*   -   cl30m62 - 000*   -   24vct   cl05x62 - 0ct*         -      -      -      -   230     24   cl05x63 - 000*      cl10a63 - 000*   -   cl15b63 - 000*   -   cl20c63 - 000*   -   cl30m63 - 000*   -   24vct   cl05x63 - 0ct*         -      -      -      -   240/277/480   24   cl05x64 - 000*   -   cl10a64 - 000*   -      -   cl20c64 - 000*   -   cl30m64 - 000*   -          sales office:       10         300 w factory road, addison il 60101   ?   phone: (630) 628 - 9999   ?   fax: (630) 628 - 9922     ? www.wabashtransformer.com                primary voltage   com   110,115,120   200,208,215   220, 230, 240   265, 277   380   400, 415   460, 480   575   600   color   black   white   red   orange   brown   violet   red/white   grey   black/red   black/white   secondary voltage   com   12   24   standard leads: all leads are 12.0  l.o.c (length out of coil) 1/2 strip    color   blue   yellow   blue     any application, any requirement, contact us for our custom designs     * refer to page number 7. must complete part number to specify  voltages, termination, mounting & fusing.   for custom designs 3 digit customer id will be added at the end of the part number.     partial selection guide  (continued)   class 2 ul508 5 - 3 transformer    5va  -   30va,  inherently energy limited       series:  cl  -   lead wires & quick - connects    class 2  




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of CL10B40-000 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























