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		  Datasheet File OCR Text:


		  cmps/x349 301  west  o  street      ogallala, ne  69153 phone:  (308) 284-3611  e-mail:  sales@ascapacitor.com fax:  (308) 284-8324   web:  www.ascapacitor .com 250vac 250vac cap (mfd) t  0.039" ( 1.0mm) h  0.039" ( 1.0mm) w  0.039" ( 1.0mm) f  0.039" ( 1.0mm) cap (mfd) t  0.039" ( 1.0mm) h  0.039" ( 1.0mm) w  0.039" ( 1.0mm) f  0.039" ( 1.0mm) 1.5* 0.571" (14.5mm) 0.925" (23.5mm) 1.220" (31.0mm) 0.394" (10.0mm) 9.0 0.886" (22.5mm) 1.240" (31.5mm) 1.890" (48.0mm) 0.394" (10.0mm) 2.0* 0.571" (14.5mm) 0.925" (23.5mm) 1.220" (31.0mm) 0.394" (10.0mm) 10.0 0.827" (21.0mm) 1.220" (31.0mm) 2.283" (58.0mm) 0.394" (10.0mm) 2.5 0.669" (17.0mm) 1.063" (27.0mm) 1.220" (31.0mm) 0.394" (10.0mm) 11.0 0.827" (21.0mm) 1.220" (31.0mm) 2.283" (58.0mm) 0.394" (10.0mm) 3.0 0.669" (17.0mm) 1.063" (27.0mm) 1.220" (31.0mm) 0.394" (10.0mm) 12.0 0.866" (22.0mm) 1.378" (35.0mm) 2.283" (58.0mm) 0.394" (10.0mm) 3.5 0.669" (17.0mm) 1.063" (27.0mm) 1.220" (31.0mm) 0.394" (10.0mm) 15.0 0.925" (23.5mm) 1.457" (37.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 4.0 0.709" (18.0mm) 1.063" (27.0mm) 1.457" (37.0mm) 0.394" (10.0mm) 16.0 0.925" (23.5mm) 1.457" (37.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 4.5 0.709" (18.0mm) 1.063" (27.0mm) 1.457" (37.0mm) 0.394" (10.0mm) 18.0 1.142" (29.0mm) 1.614" (41.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 5.0 0.748" (19.0mm) 1.142" (29.0mm) 1.496" (38.0mm) 0.394" (10.0mm) 25.0 1.378" (35.0mm) 1.969" (50.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 5.5 0.827" (21.0mm) 1.220" (31.0mm) 1.496" (38.0mm) 0.394" (10.0mm) 28.0 1.378" (35.0mm) 1.969" (50.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 6.0 0.827" (21.0mm) 1.220" (31.0mm) 1.496" (38.0mm) 0.394" (10.0mm) 30.0 1.378" (35.0mm) 1.969" (50.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 6.5 0.748" (19.0mm) 1.142" (29.0mm) 1.890" (48.0mm) 0.394" (10.0mm) 35.0 1.614" (41.0mm) 2.283" (58.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 7.5 0.827" (21.0mm) 1.220" (31.0mm) 1.890" (48.0mm) 0.394" (10.0mm) 40.0 1.614" (41.0mm) 2.283" (58.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 8.0 0.827" (21.0mm) 1.220" (31.0mm) 1.890" (48.0mm) 0.394" (10.0mm) page 1 of 8 metallized polypropylene box motor run see pages 5 through 8 for additional terminal styles and dimensional details * these items are only available with ul and csa regognition and not vde recognition.  please contact the factory for more information

 cmps/x349 301  west  o  street      ogallala, ne  69153 phone:  (308) 284-3611  e-mail:  sales@ascapacitor.com fax:  (308) 284-8324   web:  ww w.ascapacitor.com 350vac 350vac cap (mfd) t  0.039" ( 1.0mm) h  0.039" ( 1.0mm) w  0.039" ( 1.0mm) f  0.039" ( 1.0mm) cap (mfd) t  0.039" ( 1.0mm) h  0.039" ( 1.0mm) w  0.039" ( 1.0mm) f  0.039" ( 1.0mm) 1.0* 0.571" (14.5mm) 0.925" (23.5mm) 1.220" (31.0mm) 0.394" (10.0mm) 8.0 1.142" (29.0mm) 1.614" (41.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 1.5* 0.669" (17.0mm) 1.063" (27.0mm) 1.220" (31.0mm) 0.394" (10.0mm) 9.0 1.142" (29.0mm) 1.614" (41.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 2.0* 0.709" (18.0mm) 1.063" (27.0mm) 1.457" (37.0mm) 0.394" (10.0mm) 10.0 1.142" (29.0mm) 1.614" (41.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 2.5* 0.748" (19.0mm) 1.142" (29.0mm) 1.496" (38.0mm) 0.394" (10.0mm) 12.5 1.378" (35.0mm) 1.969" (50.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 3.0 0.827" (21.0mm) 1.220" (31.0mm) 1.496" (38.0mm) 0.394" (10.0mm) 15.0 1.378" (35.0mm) 1.969" (50.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 4.0 0.827" (21.0mm) 1.220" (31.0mm) 1.890" (48.0mm) 0.394" (10.0mm) 17.5 1.614" (41.0mm) 2.283" (58.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 5.0 0.827" (21.0mm) 1.220" (31.0mm) 2.283" (58.0mm) 0.394" (10.0mm) 20.0 1.614" (41.0mm) 2.283" (58.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 6.0 0.866" (22.0mm) 1.378" (35.0mm) 2.283" (58.0mm) 0.394" (10.0mm) 22.5 1.614" (41.0mm) 2.283" (58.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 7.0 0.925" (23.5mm) 1.457" (37.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 24.0 1.614" (41.0mm) 2.283" (58.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 7.5 0.925" (23.5mm) 1.457" (37.0mm) 2.283" (58.0mm) 0.591" (15.0mm) page 2 of 8 metallized polypropylene box motor run see pages 5 through 8 for additional terminal styles and dimensional details * these items are only available with ul and csa regognition and not vde recognition.  please contact the factory for more information

 cmps/x349 301  west  o  street      ogallala, ne  69153 phone:  (308) 284-3611  e-mail:  sales@ascapacitor.com fax:  (308) 284-8324   web:  www.ascapacitor.com 400vac cap (mfd) t  0.039" ( 1.0mm) h  0.039" ( 1.0mm) w  0.039" ( 1.0mm) f  0.039" ( 1.0mm) 0.7* 0.571" (14.5mm) 0.925" (23.5mm) 1.220" (31.0mm) 0.394" (10.0mm) 1.0 0.669" (17.0mm) 1.063" (27.0mm) 1.220" (31.0mm) 0.394" (10.0mm) 1.2 0.669" (17.0mm) 1.063" (27.0mm) 1.220" (31.0mm) 0.394" (10.0mm) 1.5 0.709" (18.0mm) 1.063" (27.0mm) 1.457" (37.0mm) 0.394" (10.0mm) 2.0 0.748" (19.0mm) 1.142" (29.0mm) 1.496" (38.0mm) 0.394" (10.0mm) 2.5 0.827" (21.0mm) 1.220" (31.0mm) 1.496" (38.0mm) 0.394" (10.0mm) 3.0 0.827" (21.0mm) 1.220" (31.0mm) 1.890" (48.0mm) 0.394" (10.0mm) 3.5 0.886" (22.5mm) 1.240" (31.5mm) 1.890" (48.0mm) 0.394" (10.0mm) 4.0 0.827" (21.0mm) 1.220" (31.0mm) 2.283" (58.0mm) 0.394" (10.0mm) 4.5 0.866" (22.0mm) 1.378" (35.0mm) 2.283" (58.0mm) 0.394" (10.0mm) 5.0 0.866" (22.0mm) 1.378" (35.0mm) 2.283" (58.0mm) 0.394" (10.0mm) 6.0 0.925" (23.5mm) 1.457" (37.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 7.0 1.142" (29.0mm) 1.614" (41.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 7.5 1.142" (29.0mm) 1.614" (41.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 8.0 1.142" (29.0mm) 1.614" (41.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 9.0* 1.142" (29.0mm) 1.614" (41.0mm) 2.283" (58.0mm) 0.591" (15.0mm) page 3 of 8 metallized polypropylene box motor run see pages 5 through 8 for additional terminal styles and dimensional details * these items are only available with ul and csa regognition and not vde recognition.  please contact the factory for more information

 cmps/x349 301  west  o  street      ogallala, ne  69153 phone:  (308) 284-3611  e-mail:  sales@ascapacitor.com fax:  (308) 284-8324   web:  www.ascapacitor.com 450vac 450vac cap (mfd) t  0.039" ( 1.0mm) h  0.039" ( 1.0mm) w  0.039" ( 1.0mm) f  0.039" ( 1.0mm) cap (mfd) t  0.039" ( 1.0mm) h  0.039" ( 1.0mm) w  0.039" ( 1.0mm) f  0.039" ( 1.0mm) 0.4* 0.571" (14.5mm) 0.925" (23.5mm) 1.220" (31.0mm) 0.394" (10.0mm) 2.5 0.827" (21.0mm) 1.220" (31.0mm) 1.890" (48.0mm) 0.394" (10.0mm) 0.6 0.571" (14.5mm) 0.925" (23.5mm) 1.220" (31.0mm) 0.394" (10.0mm) 3.0 0.827" (21.0mm) 1.220" (31.0mm) 2.283" (58.0mm) 0.394" (10.0mm) 0.8 0.669" (17.0mm) 1.063" (27.0mm) 1.220" (31.0mm) 0.394" (10.0mm) 3.5 0.866" (22.0mm) 1.378" (35.0mm) 2.283" (58.0mm) 0.394" (10.0mm) 0.9 0.669" (17.0mm) 1.063" (27.0mm) 1.220" (31.0mm) 0.394" (10.0mm) 4.0 0.925" (23.5mm) 1.457" (37.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 1.0 0.709" (18.0mm) 1.063" (27.0mm) 1.457" (37.0mm) 0.394" (10.0mm) 4.5 0.925" (23.5mm) 1.457" (37.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 1.2 0.748" (19.0mm) 1.142" (29.0mm) 1.496" (38.0mm) 0.394" (10.0mm) 5.0 1.142" (29.0mm) 1.614" (41.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 1.5 0.827" (21.0mm) 1.220" (31.0mm) 1.496" (38.0mm) 0.394" (10.0mm) 6.0 1.142" (29.0mm) 1.614" (41.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 1.8 0.827" (21.0mm) 1.220" (31.0mm) 1.496" (38.0mm) 0.394" (10.0mm) 7.0 1.378" (35.0mm) 1.969" (50.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 2.0 0.748" (19.0mm) 1.142" (29.0mm) 1.890" (48.0mm) 0.394" (10.0mm) 8.0 1.378" (35.0mm) 1.969" (50.0mm) 2.283" (58.0mm) 0.591" (15.0mm) 2.3 0.827" (21.0mm) 1.220" (31.0mm) 1.890" (48.0mm) 0.394" (10.0mm) page 4 of 8 metallized polypropylene box motor run see pages 5 through 8 for additional terminal styles and dimensional details * these items are only available with ul and csa regognition and not vde recognition.  please contact the factory for more information

 cmps/x349 301  west  o  street      ogallala, ne  69153 phone:  (308) 284-3611  e- mail:  sales@ascapacitor.com fax:  (308) 284-8324   web:  www.ascapacitor.com outline drawings mounting foot styles the following diagrams indicate mounting foot and mounting hole sizes and positions for the given case sizes.  cases may be ordered without a mounting foot by adding "(n)" to the end of the family name.  ( i.e . cmps-f(n)) case size  0.827"x1.220?x2.283" (21mmx31mmx58mm) and below case size 0.866"x1.378"x2.283" (22mmx35mmx58mm) only case size 0.925"x1.457"x2.283" (23.5mmx37mmx58mm) and above page 5 of 8 metallized polypropylene box motor run

 cmps/x349 301  west  o  street      ogallala, ne  69153 phone:  (308) 284-3611  e-mail :  sales@ascapacitor.com fax:  (308) 284-8324   web:  www.ascapacitor.com outline drawings  (cont.) terminal styles the following diagrams indicate terminal sizes and positions for available terminal styles.  style "v" is the default terminal style used by asc.  terminal style must be indicated on orders. terminal style a (amp187) terminal style f (steel wire) terminal style m (amp187) terminal style t (amp250) terminal style u (insulated wire) terminal style v (amp250) page 6 of 8 metallized polypropylene box motor run l s 1.220" (31.0mm) 1.043" (26.5mm) 1.457" (37.0mm) 1.280" (32.5mm) 1.496" (38.0mm) 1.299" (33.0mm) 1.890" (48.0mm) 1.693" (43.0mm) 2.283" (58.0mm) 2.087" (53.0mm) dimension "s"

 cmps/x349 301  west  o  street      ogallala, ne  69153 phone:  (308) 284-3611  e-mail:  sales@ascapacitor.com fax:  (308) 284-8324   web:  www.ascapacitor.com outline drawings  (cont.) terminal styles the following diagrams indicate terminal sizes and positions for available terminal styles.  style "v" is the default terminal style used by asc.  terminal style must be indicated on orders. terminal style w (amp187) terminal style x (amp187) terminal style y (amp187) terminal style 1 (din) terminal style 2 (din) terminal style 8 (tcw wire) maximum case size 0.866"x1.378"x2.283" (22mmx35mmx58mm) page 7 of 8 metallized polypropylene box motor run l s 1.220" (31.0mm) 1.043" (26.5mm) 1.457" (37.0mm) 1.280" (32.5mm) 1.496" (38.0mm) 1.299" (33.0mm) 1.890" (48.0mm) 1.693" (43.0mm) 2.283" (58.0mm) 2.087" (53.0mm) dimension "s"

 cmps/x349 301  west  o  street      ogallala, ne  69153 phone:  (308) 284-3611  e-mail:  sales@ascapacitor.com fax:  (308) 284-8324   web:  www.ascapacitor.com general specifications physical characteristics construction:   non-inductive wound metallized polypropylene. case:   flame retardant preformed case with epoxy fill. lead material:   amp187, amp250, solid wire, din solder tabs, and stranded wire available in various configurations.  see pages 6 and 7 for details on available configurations. dimensions:   as specified in tables.  mounting foot dimensions dependent upon case size.  see page 5 for details on mounting foot dimensions.  all dimensions are measured at the bottom side of the case. electrical characteristics capacitance:   as specified in tables   requested tol erance when measured at or referred to 1000    20  h z  and 25    5  c. tolerance:   5% and 10% available.  vde recognition only available on parts with +10%/-5% tolerance.  other tolerances available upon request. dissipation factor:   shall not be greater than 0.2% when measured at or referred to 60    10  h z  and 25    5  c. dielectric strength:   175% rated voltage for 1  minute at 25     5  c. rated voltage:   250vac, 350vac, 400vac, and 450vac available.  rated for operation at 50/60 h z  only. temperature:   -25 c to +80 c at full rated voltage. additional information ordering information:   parts may be ordered with either the "cmps" or "x349" part number.  regardless of part number ordered, all parts will be marked with the "cmps" part number.  all asc capacitors are ordered by "family cap-tol-volt" designation. terminal style and mounting foot option must also be indicated.  (i.e.  to order a cmps 5f, 10%, 350vac capacitor with style v terminals and no mounting foot, request part number "cmps-v (n) 5-10-350".  to order the same part with a mounting foot, request part number "cmps-v 5-10-350".) agency approvals: recognized for 10,000 afc under the following agencies: ul810, file number  e83671 csa standard c22.2  number 190, file number lr68148 recognized for 30,0 00 hours life expectancy under the following agencies: vde license number s 112847, 112402, 114698, and 114747 warning:   information on this file is subject to change without notice at asc's discretion. last modified:  09/14/01 page 8 of 8 metallized polypropylene box motor run
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