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		  Datasheet File OCR Text:


		  nissei-arcotronics  c95/0-c95/4    mkp series  aluminium case capacitors  with safety device  250vac applications   technical data  c950  c954  reference standard:  en61048 ed. 1993 a.1/1996 ? en 61049  homologation en:  [enec 03]  homologation ul810:  in progress  service:  continuous  temperature range:  -25/100 c  storage:  -25/100  c  nominal voltage vn (ac):  250  450  nominal frequency  (hz):  50  max change voltage/time:  25 v/  s  max admitted voltage:  275 vac  495 vac  nominal rms current (in):  78500 * (cn)  max admitted rms current:  1.3 * (in)  dissipation factor, tg  :  30x10 -4  (50hz-v) (not applicable to push-in  terminals)  safety protection:  ip00  max altitude:  2200m  standard capacitance tolerance:   10%   4%  mounting:  metal bolt m8 threaded (ground)  terminals:  faston 2.8x0.8mm din46244 ? push-in  case:  aluminum  deck:  plastic with self-extinguishing ul v0 rating  filling resin:  polyurethane  safety device  overpressure disconnector  dielectric  metallized polypropylene film  plates  zn  test voltage:    terminal to terminal:    terminal to case:      500 vac  2000 vac      900 vac  2000 vac  electrical clearance in air:    between parts under voltage:    between parts under voltage and metal ones  in the surrounding:    (min. 5mm) std 9mm    min. 6mm  vibration test:  iec 68-2-6   

 nissei-arcotronics  c95/0-c95/4    mkp serie s   alumi n iu m ca se c a pacit o r s   with safety device  250vac applications   c950 for parallel compensation  case  rated  cap.   f  high  runner  codes  d  h  a pprox .   w e ight  g  2     2 5   4 8   2 5   2.5    25  48  25  3     3 0   4 8   3 6   4  *  30  48  36  4 . 5   *   2 5   7 8   4 0   5    25  78  40  5 . 5     2 5   7 8   4 0   6  *  25  78  40  6 . 3     2 5   7 8   4 0   7    25  98  50  8   *   2 5   9 8   5 0   8.4    25  98  50  9     2 5   9 8   5 0   10    30  78  58  1 2   *   3 0   9 8   7 3   12.5    30  98  73  1 3     3 0   9 8   7 3   13.5    30  98  73  1 4   *   3 0   9 8   7 3   15    30  98  73  1 6     3 5   7 8   7 9   18  *  35  98  99  2 0   *   3 5   9 8   9 9   22    35  98  99  2 5   *   3 5   1 3 3   1 3 4   30    35  133  134  3 1 . 5     3 5   1 3 3   1 3 4   32  *  35  133  134  3 5     3 5   1 3 3   1 3 4   36    40  133  175  4 0     4 0   1 3 3   1 7 5   45    40  133  175  5 0     4 5   1 3 3   2 2 2     c954 for series compensation  case  rated  cap.   f  high  runner  codes  d  h  a pprox .   w e ight  g  2 . 5     2 5   7 8   1 6 2   2.7    25  78  162  2 . 8     2 5   7 8   1 6 2   2.85    25  78  162  2 . 9     2 5   7 8   1 6 2   3    25  78  162  3 . 4   *   2 5   7 8   1 6 2   3.5    25  78  162  3 . 6     2 5   7 8   1 6 2   4    30  78  110  4 . 4     3 0   7 8   1 1 0   4.5    30  78  110  5     3 0   7 8   1 1 0   5.3  *  30  78  110  5 . 4     3 0   7 8   1 1 0   5.5    30  78  110  5 . 7     3 0   7 8   1 1 0   5.9    30  78  110  6     3 0   7 8   1 1 0   6.5    35  78  86  6 . 8   *   3 5   7 8   8 6     max oper a ti ng temper ature = 10 0  c.             available executions             

 nissei-arcotronics  c95/0-c95/4    mkp serie s   alumi n iu m ca se c a pacit o r s   with safety device  250vac applications     part numbering sy st em        tolerance:   x=  4%, j=  5%, k=  10 %  diameter of aluminum case:  0:  d=25mm  1:  d=30mm  2:  d=35mm  3:  d=40mm  4: d = 45mm terminals and assembly :   12 th  digit  13 th  digit  description  a  a  nut and washer supplied  separately  z  a  nut and washer mounted  z  b  flanged nut  supplied se parately  z   c   flanged  nut  m o u n t e d   z  d  without nut  and washer  z  e  faston 2.8mm with soldering hole  z  f  nut and washer supplied  separately  plus faston  2.8mm  with soldering ho le  z  g  mounted nut and washer plus faston  2.8mm  with soldering ho le  z  h  flanged nut  supplied se parately plus  faston 2.8mm with soldering hole  z  i  mounted flanged nut plu s  faston  2.8mm  with soldering ho le  z  l  without nut  and washer plus faston  2.8mm with  solderin g  ho le capacitance code in pi co farads (  f)  5  =  number of zeros to be a dded to the  capacitan ce  value  500  =  first 3 figure s  indicat i ng t he capacita n ce value  series  4 th  digit    c95.0:  parallel comp.   c95.4:  series com p .   marking  p = standard  z = s p ecial  case  f = m e tal case  terminals  7 th  digit  kind of terminal  1  faston 2.8mm plus hole   4 p ush-in ter m inal c95  0  p  f  1  5500  a a 4  k . .    
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