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		  Datasheet File OCR Text:


		  21 cwr11 series mil-prf-55365/8 fully qualified to mil-prf-55365/8, the cwr11 is the military version of eia- 535baac, the commercial industry standard. it comprises four case sizes (a through d). this series also offers molded body/compliant termination construction, polarity, capacitance and jan brand marking. the molded construction is compatible with a wide range of smt board assembly processes including wave or reflow solder, conductive epoxy or compression bonding techniques. there are three termination finishes available: fused solder plated  (??per mil-prf-55365), hot solder dipped (?? and gold plated (??. * capacitance tolerance m = ?0% k = ?0% j = ?%  packaging bulk = standard \tr = 7" t&r \tr13 = 13" t&r \w = waffle + surge test option a = 10 cycles, +25? b = 10 cycles, -55? & +85? c = 10 cycles, -55? & +85? before weibull z = none (required for cwr19 & cwr29 only) cwr11 type how to order j voltage code c = 4vdc d = 6vdc f = 10vdc h = 15vdc j = 20vdc k = 25vdc m = 35vdc n = 50vdc b termination finish k = fused solder plated c = hot solder dipped b = gold plated 225 capacitance code pf code:  1st two digits represent significant  figures 3rd digit represents multiplier  (number of zeros to follow) @ reliability grade weibull: b = 0.1%/1000 hrs, 90% conf. c = 0.01%/1000 hrs, 90% conf.  d = 0.001%/1000 hrs, 90% conf. comm: z = non er capacitance rated voltage dc (v r ) to 85? ? code 4v (c) 6v (d) 10v (f) 16v (h) 20v (j) 25v (k) 35v (m) 50v (n) 0.10 104 aa 0.15 154 ab 0.22 224 ab 0.33 334 aab 0.47 474 a a b c 0.68 684 a a b b c 1.0 105 a a a b b c 1.5 155 a a a b b c d 2.2 225 a a a b b c c d 3.3 335 a b b b c c d 4.7 475 a b b b c c d d 6.8 685 b b b c d d 10 106 b b c d 15 156 b c c d d 22 226 c d d 33 336 c d d 47 476 d d 68 686 d d 100 107 d 150 157 220 227 330 337 capacitance and rated voltage, v r (voltage code) range (letter denotes case size)
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