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		  Datasheet File OCR Text:


		  kzg miniature -105  c united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com kzg1 kzg series the kzg series is a new ultra low impedance series from united chemi-con. these capacitors are different from the standard low impedance capacitors, as they use a new low resistivity electrolyte. compared to our kze series that also uses this advanced electrolyte technology, the kzg series has lower esr /impedance ratings, making them ideal for use in computer board circuits where very low impedance capacitors are required. this series offers large capacitance per case size and a rated lifetime of 2,000 hours at  105  c with the rated ripple current applied. if longer life is a prerequisite for low impedance applications, refer to the lxy, lxz, or kze series. the kzg capacitors are available with a standard pvc sleeve or optional pet (polyester) sleeve. the kzg series capacitors are non-solvent proof. refer to the mini-glossary for cleaning guidelines and recommended cleaning agents that are compatible with united chemi-con products.  miniature  ultra low  impedance  low resistivity electrolyte   105  c maximum temperature  radial lead terminals.  capacitance range: 470 to 3,300f.  voltage range: 6.3 to 16vdc.  category temperature range:   40  cto  105  c.  leakage current: 0.01cv or 3a, whichever is greater, after 2 minutes at  20  c.  standard capacitance tolerance:   20%  nominal case size (d  l): 8  11.5mm to 10  25mm.  rated lifetime: 2,000 hours at  105  c with the rated ripple current applied. summary of specifications actual size

 kzg miniature -105  c united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com kzg2 kzg specifications item category temperature range  40 to  105  c rated voltage range 6.3 to 16vdc capacitance range 470 to 3,300  f capacitance tolerance  20% ( m ) at  20  c, 120hz leakage current i   0.01cv or 3  a, whichever is greater, after 2 minutes at  20  c. where i = max. leakage current (  a ), c = nominal capacitance (  f ) and v = rated voltage ( v ) characteristics shelf life the following specifications shall be satisfied when the capacitors are restored to  20  c after exposing them for 1,000 hours at  105  c without voltage applied. the rated voltage shall be applied to the capacitors for a minimum of 30 minutes, at least 24 hours and not more than 48 hours before the measurements. capacitance change:    25% of initial measured value tan   (df) :   200% of initial specified value leakage current :   initial specified value low temperature characteristics at 120hz, impedance ( z ) ratio between the  25  c or  40  c value and  20  c value shall not exceed the values given below. dissipation factor ( tan   )at  20  c, 120hz when nominal capacitance exceeds 1,000  f, add 0.02 to the values above for each 1,000  f increase.  rated voltage ( v ) tan   (df)  6.3 0.22 10 0.19 16 0.16 rated voltage ( v ) z(  25  c) /z(  20  c) z(  40  c) /z(  20  c) 6.3 2 3 10 2 3 16 2 3 impedance at 100khz at 100khz, maximum impedance at  20  c is specified in the ratings tables. rated ripple current multipliers refer to section 4 of the  mini-glossary for explanation of rated ripple current multipliers. frequency (hz ) 120hz 0.50 0.60 0.75 1khz 0.85 0.87 0.90 10khz 0.94 0.95 0.95 100khz 1.00 1.00 1.00 capacitance (  f) 470 - 560  f 680 -1,800  f 2,200 - 3,300  f endurance (load life ) the following specifications shall be satisfied when the capacitors are restored to  20  c after subjecting them to dc voltage for 2,000 hours at  105  c with the rated ripple current applied. the sum of the dc voltage and peak ac voltage must not exceed the full rated voltage of  the capacitors. capacitance change:    25% of initial measured value tan   (df) :   200% of initial specified value leakage current :   initial specified value optional sleeve type: ps = pet sleeve. specify if required. lead length: ll is standard. case code: see case sizes in tables. capacitance tolerance: m =  20% capacitance value: expressed in microfarads. the first two digits are significant figures, and the third digit indicates the number of zeros  for capacitance of 100  f or more. r indicates the decimal point for capacitance less than 100  f (e.g. r12 = .12  f; 1r2 = 1.2  f;  12r = 12  f; 121 = 120  f; 122 = 1,200  f; 123 = 12,000  f). lead configuration: vb = radial lead terminals. dc rated voltage: expressed in volts (e.g. 6.3 = 6.3wvdc). series name: indicates basic capacitor design. part numbering system for kzg series when ordering, always specify complete catalog number for kzg series. kzg 6.3 vb 122 m 8x15 ll ps kzg series

 kzg miniature -105  c united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com kzg3 kzg series vb/radial lead  unit: mm diagram of dimensions 15  min. 4  min. * pvc sleeve d ' d vent l ' l d f for optional lead configurations and tape and ammo packaging, refer to the beginning of the miniature section.  d 8 10  d ' max.  d  0.5  d  0.5 l ' max. l  1.5 l  1.5  d 0.6 0.6 f  0.5 3.5 5.0 rated  voltage (wvdc) capacitance (f) catalog part number nominal case size* d  l ( mm ) rated ripple current ( ma rms) at  105  c, 100khz maximum  impedance ( ? ) at   20  c, 100khz standard voltage ratings - vb/radial lead 820 kzg6.3vb821m8x11ll 8   11.5 0.036 1,140 1,200 kzg6.3vb122m8x15ll 8   15 0.028 1,490 1,500 kzg6.3vb152m10x12ll 10   12.5 0.026 1,540 1,800 kzg6.3vb182m8x20ll 8   20 0.021 1,870 1,800 kzg6.3vb182m10x16ll 10   16 0.019 2,000 2,200 kzg6.3vb222m10x20ll 10   20 0.013 2,550 3,300 kzg6.3vb332m10x25ll 10   25 0.012 2,800 6.3 volts 8 volts surge 680 kzg10vb681m8x11ll 8   11.5 0.036 1,140 1,000 kzg10vb102m8x15ll 8   15 0.028 1,490 1,000 kzg10vb102m10x12ll 10   12.5 0.026 1,540 1,500 kzg10vb152m8x20ll 8   20 0.021 1,870 1,500 kzg10vb152m10x16ll 10   16 0.019 2,000 1,800 kzg10vb182m10x20ll 10   20 0.013 2,550 2,200 kzg10vb222m10x25ll 10   25 0.012 2,800 10 volts 13 volts surge 470 kzg16vb471m8x11ll 8   11.5 0.036 1,140 680 kzg16vb681m8x15ll 8   15 0.028 1,490 680 kzg16vb681m10x12ll 10   12.5 0.026 1,540 1,000 kzg16vb102m8x20ll 8   20 0.021 1,870 1,000 kzg16vb102m10x16ll 10   16 0.019 2,000 1,500 kzg16vb152m10x20ll 10   20 0.013 2,550 1,800 kzg16vb182m10x25ll 10   25 0.012 2,800 16 volts 20 volts surge * the case sizes in table are with no sleeve, refer to diagram for case sizes with sleeve. * optional pet sleeve available upon request.
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