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		  Datasheet File OCR Text:


		  the gx series was developed specifically to address dc blocking issues from ~16khz (-3db roll-off) to 40ghz. most applications will experience resonance-free insertion loss of  additional microwave products avx also manufactures a broad range of slc (single layer ceramic) products utilizing high k gbbl dielectrics especially suitable for space constrained broadband bypass/decoupling applications. a variety of voltage ratings are available and all dielectrics are suitable for operation from -55oc to +125oc. all slc products are rohs compliant. style gh/gb01/06 gh/gb01/06 gh/gb01/06 gh10-55 dielectric  z maxi maxi+ ultra maxi k 2.5k-18k 20k 30k 60k tc x7s x7r x7r x7r cap range 20-4700pf 68-8200pf 330-10000pf 200-6500pf rating 50/100vdc 50vdc 50vdc 25vdc nom mm sq 0.38 / 2.28 0.38 / 2.28 0.38 / 2.28 0.25 / 1.40 sizes inches sq 0.015 / 0.090 0.015 / 0.090 0.015 / 0.090 0.010 / 0.055 a  kyocera group company http://www.avx.com notice: specifications are subject to change without notice. contact your nearest avx sales office for the latest specification s. all statements, information and data given herein are believed to be accurate and reliable, but are presented without guarantee, warranty, or responsibility of any kind,  expressed or implied. statements  or suggestions concerning possible use of our products are made without representation or warranty that any such use is free of  patent infringement and are not  recommendations to infringe any patent. the user should not assume that all safety measures are indicated or that other measure s may not be required. specifications are typical and may not apply to all applications. ? avx corporation s-gx020m1010-c americas avx myrtle beach, sc tel: 843-448-9411 avx northwest, wa tel: 360-699-8746 avx midwest, in tel: 317-861-9184 avx mid/pacific, ca tel: 408-988-4900 avx northeast, ma tel: 617-479-0345 avx southwest, ca tel: 949-859-9509 avx canada tel: 905-238-3151 avx south america tel: +55-11-4688-1960 europe   avx limited, england tel: +44-1252-770000 avx s.a.s., france tel: +33-1-69-18-46-00 avx gmbh, germany tel: +49-8131-9004-0 avx srl, italy tel: +39-02-614-571 avx czech republic tel: +420-57-57-57-521 avx/elco uk tel: +44-1638-675000 elco europe gmbh tel: +49-2741-299-0 avx s.a., spain tel: +34-91-63-97-197 avx benelux tel: +31-187-489-337 asia-pacific avx/kyocera (s) pte ltd., singapore tel: +65-6286-7555 avx/kyocera, asia, ltd., hong kong tel: +852-2363-3303 avx/kyocera yuhan hoesa, south korea tel: +82-2785-6504 avx/kyocera hk ltd.,  taiwan tel: +886-2-2656-0258 avx/kyocera (m) sdn bhd, malaysia tel: +60-4228-1190 avx/kyocera international trading co. ltd., shanghai tel: +86-21-6215-5588 avx/kyocera asia ltd., shenzen tel: +86-755-3336-0615 avx/kyocera international  trading co. ltd., beijing tel: +86-10-6588-3528 avx/kyocera india  liaison office tel: +91-80-6450-0715 asia-ked (kyocera electronic devices) ked hong kong ltd. tel: +852-2305-1080/1223 ked hong kong ltd. shenzen tel: +86-755-3398-9600 ked company ltd. shanghai tel: +86-21-6217-1201 ked hong kong ltd. beijing tel: +86-10-5869-4655 ked taiwan ltd. tel: +886-2-2950-0268 ked korea yuhan hoesa, south korea tel: +82-2-783-3604/6126 ked (s) pte ltd. singapore tel: +65-6509-0328 kyocera corporation japan tel: +81-75-604-3449 gx series ultra broad band capacitor how to order gx style 02 case size 02 = 0402 104 capacitance 104 = 0.1f eia cap code in pf k tolerance k = 10% a failure rate a = std t termination t = ni-sn  (standard) 7 = ni-au 2 packaging 2 = 4000 pcs, 7" t&r 2-500 = 500 pcs, 7" t&r 2-1000 = 1000 pcs, 7" t&r yd voltage/dielectric yd = 16vdc/x5r 10vdc/x7s capacitance 0.1 f  10% voltage rating/operating temperature 16 vdc @ 85c; 10 vdc @ 125c dielectric withstanding voltage 250% wvdc insulation resistance 10,000 meg ohms @ 25c; 1,000 meg ohms @ 125c temperature coefficient 16 vdc x5r ( 15%); 10 vdc x7s ( 22%) electrical specifications
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