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		  Datasheet File OCR Text:


		  smd power inductor | | | | | | | | | | | | | | | aspi-0403 standard specifications: applications: features: pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified abracon is  iso 9001 / qs 9000  ce r tified 303 3 2   e s p e ranza , r a n c ho  s an t a   ma r g ar i ta ,  ca lif o r n i a 926 8 8 t e l  949 - 546 - 800 0 |   f ax  949 - 546 - 80 0 1 |  w w w . abra c on . c o m revised: 12.02.09 visit www.abracon.com for terms & conditions of sale options and part identification:  (left blank if standard) 4.5 x 4.0 x 3.2mm ?  high saturation for surface mount ?  high current rating for high current circuits ?  special lead wire design to prevent open circuit failure ?  excellent terminal strength construction ?  oa equipments ?  pc and notebook ?  lcd tv set ?  power supply p arameters abracon p/n:  operating temperature: storage temperature: aspi-0403 xxxx -40oc to +85oc -40oc to +85oc inductance tol. (h ) (   ) 1. 0 m 1. 4 m 1. 8 m 2. 2 m 2. 7 m 3. 3 m 3. 9 m 4. 7 m 5. 6 m 6. 8 m 8. 2 m 1 0 k 1 2 k 1 5 k 1 8 k 2 2 k 2 7 k 3 3 k 3 9 k 4 7 k 5 6 k 6 8 k note: test frequency is 7.96mhz (1.0  h ~ 8.2h); 2.52mhz(10h ~ 68h) 1.117 0 0.37 1.58 0.108 7 1.15 0.0487 2.52 0.0787 0.086 2 1.44 0.0937 aspi-0403-1r0m aspi-0403-2 r 7 m aspi-0403-15 0 k aspi-0403-3r3m aspi-0403-3 r 9 m aspi-0403-47 0 k aspi-0403- 3 9 0 k part# 0.378 0 0.68 0.5400 7 5 2 1 . 0 m 6 r 5 - 3 0 4 0 - i p s a 4 0 . 1 0 2 8 1 . 0 k 0 0 1 - 3 0 4 0 - i p s a 0.1312 0.99 c d i c d r ( ? ) a ( ) 2.56 2 6 5 0 . 0 m 4 r 1 - 3 0 4 0 - i p s a aspi-0403-4r7m 5 9 . 0 m 8 r 6 - 3 0 4 0 - i p s a 0.235 0 0.85 0.146 2 0.84 aspi-0403-22 0 k aspi-0403-33 0 k 5 9 . 1 7 3 6 0 . 0 m 8 r 1 - 3 0 4 0 - i p s a aspi-0403-2 r 2 m aspi-0403 - 56 0 k aspi-0403 - 8 r 2 m aspi-0403- 1 20k aspi-0403- 1 8 0 k aspi-0403- 2 70k aspi-0403-68 0 k 0.97 0.9370 0.52 0.42 0.522 0 0.62 0.56 0.844 0 0.44 0.5870 1.33 0.071 2 1.75 0.338 0 0.74 0.2100 t % 0 2  m tape & reel k  1 0 % inductance code tolerance code packaging  aspi - 0403 -   -  please refer to the table

 | | | | | | | | | | | | | | |  pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 12.02.09 visit www.abracon.com for terms & conditions of sale tape & reel:     t= tape and reel( reflow profile: dimension : inches (mm) outline dimensions: dimension : mm smd power inductor aspi-0403 4.5 x 4.0 x 3.2mm p a r t #   a   b   c   0 . 1 7 7  0 . 0 1 2   0 . 1 5 7  0 . 0 1 2   0 . 1 2 6  0 . 0 1 2   a s p i - 0 4 0 3 - x x x   ( 4 . 5  0 . 3 )   ( 4 . 0  0 . 3 ) ( 3 . 2  0 . 3 )   p a r t #   d   e   f   0 . 0 7 1   r e f .   0 . 0 5 9   r e f .   0 . 1 7 7   r e f .   a s p i - 0 4 0 3 - x x x ( 1 . 8   r e f . )   ( 1 . 5   r e f . )   ( 4 . 5   r e f . )   p a r t #   a   b   c   d   a s p i - 0 4 0 3 - x x x   1 2 . 5  0 . 5   1 0 0  0 . 5   1 3 . 2  0 . 3   3 3 0  1 . 0     p a r t #   a 0   b 0   k 0   d 1   p 1   f   w   t a s p i - 0 4 0 3 - x x x   4 . 2  0 . 1   4 . 8  0 . 1   3 . 3  0 . 1   0   8 . 0  0 . 1   5 . 5  0 . 1   1 2 . 0  0 . 3   0 . 4  0 . 0 5                                   note: a b r a c on manufa c tu r ed p r o du c ts a r e i n t ended  f or gene r al  c omme r cial and indust r ial us e .    f or appli c a tions  r equi r ing  high  r eliabili t y and/or p r ese n ting  e x t r eme o p e r a ting e n vi r onme n t ,   w r it t en  c onse n t & autho r iz a tion f r om  a b r a c on is  r equi r e d . * the determination, first primarily determines by the size, then determines the altitude. products size 350mm 3 or thickness 2.5mm 6 minutes max. 250 ( +0 / -5    ) 260 ( +0 / -5   ) item time 25  to peak temperature tpeak temperature rise gradient time over 217 t1 peak temperature 70 se c 90 sec 120  180 mark size


		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of ASPI-0403-5R6-M-T 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























