

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						74AVC			EGP20G			SK231			HT47C06L			TA143E			DSOT03C			TA143E			TC1412N			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				CFP8411-0452F Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  22 fpc connectors ec-10 series 1.0mm pitch, easy flip lock type  ( smt )  features 1. the fpc-fixation lever is our original easy flip lock structure, able to lock sliding the cover with the turning lever, provides good operability. 2. provision of a prevention mechanism for an unintentional fpc/ffc disconnection and incomplete insertion. 3. lower contact design. 4. low profile of 3.5mm height when mounted. 5. using the zif structure. 6. supplied in the embossed taping with automatic mounter.  specification 1. rating : 1.0a, 50v ac/dc 2. contact resistance : 30m  ? max., initially 3. insulation resistance : 1000m  ? min. at 500v dc 4. withstanding voltage :  500v ac (for one minute) 5. operating temperature range : ?0?c to +105?c  material and plating  housing :  thermoplastic resin , black, 94v-0  cover : thermoplastic resin, 94v-0  lever : steel use stainless  contact : cu alloy, au plating  hold down : cu alloy, sn-cu plating  applicable fpc/ffc dimension (t=0.3?.05)  cfp84 -0452f a+8.6=b a+2.1=c 8.5 (n-1)x1=a 0.15 0.3 (95?) (6.2) 0.8 3.5 1.2 no1 f 1 no. of pins  p.c. board dimension no. of  pins a b c d 11 18.6 12.1 e 5.7 10.0 16 23.6 17.1 10.7 15.0 25 32.6 26.1 17.7 24.0 12.0 08 15.6 9.1 2.7 7.0 9.0 17.0 20 27.6 21.1 14.7 19.0 21.0 26.0 22 29.6 23.1 14.7 21.0 23.0 f 3.0 3.0 4.0 3.0 3.0 4.0 1 a 0.2 2.6 1.6 0.15 0.4 0.2 no.1 2.6 1.9 2.6 2.7 1 3  fpc plating to recommend : au plating reinforcement reinforce should be overlapped pattern and reinforcement no through holes area 0.3 e 6 0.3 3.3 0.15 min. 4.6 t=0.15 max. a 0.7 1 1 0.7 a d d 0.65 1 no1 no1 4.6 3.1 2.8 0.15 min. r0.2 applicable fpc applicable ffc
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