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		  Datasheet File OCR Text:


		  amphenol introduces a ul recognized, csa approved, 250 volt ac rated barrier strip filtered terminal block. this new terminal block provides excellent emi/rfi filtering of ac and dc power and control lines.  it operates at a steady state voltage of 250 vac and current of 20a.  capacitance values range from 1000 pf to 5000 pf with male or female disconnects or pigtail. application examples include filtering power supplies in telecommunications equipment, metering, industrial controls, instrumentation and edp equipment. these terminal blocks are available in sizes from 2 positions or greater. special electrical/mechanical configurations are available upon request from factory. this new terminal block is ideal for metering equipment, programmable controllers, industrial process control, heavy equipment controls, power supplies and regulators, surge sensing equipment, power factor correction, power distribution equipment, telecommunications, power management, medical instrument applications, atm, etc. ? custom high reliability assemblies with varying cable lengths and terminations integrate with other functional devices to supply a complete turnkey assembly.  ? ul recognized and csa approved. ? filter element provides high insertion loss for emi/rfi filtering of ac and dc power and control lines. ? stress isolated construction provides protection to filtering element; especially useful for repeated changes in wiring or field connections. ? cost-effective solution for industrial interconnection emi filtering problems. ? termination options available; straight lead, spade, male or female disconnects, pigtail (12 awg-22 awg). ? 2 to 12 terminals in a single row available. ? cost effective solution for backplane emi leakage problems. ? 20 amp rating. ? electrical circuit: pi ? operating temperature: -55o c to 125o c ? working voltage: 200vdc ? typical capacitance: 2,500 pf + 100% -0% ? dielectric withstanding voltage: 1700 vdc ? current rating: 20a ? d.c. resistance: .01 ohms max. description applications product specifications features amphenol ? fxt series filter terminal blocks telephone: (416) 291-4401      facsimile: (416) 292-0647      email:  sales@amphenolcanada.com 98179-macrea(amph term)v4/3.3  8/4/99 9:47 pm  page 2

 20 melford drive, scarborough, ontario canada  m1b 2x6 telephone: (416) 291-4401 facsimile: (416) 292-0647 email:  sales@amphenolcanada.com website:  www.amphenol.com catalogue # adt 0010s/99-07 amphenol ? aerospace products ? amphenol canada corp. specifications subject to change without notice. printed in canada 07/99 designed by macrae design inc. ordering information specifications diagrams standard  = 000 deviation code  = any other number 1 = stress isolated 2 = not stress isolated number of poles current rating a = 5 amps b = 15 amps c = 20 amps d = 30 amps e = 45 amps f = 60 amps 6 a p 102 1 -000 1 6 a fxt 1 fxt - -000 termination style 1 = solder tail 2 = male disconnect 3 = female disconnect 4 = pigtail 1 capacitance code 101 = 100 pf 102 = 1000 pf 202 = 2000 pf 502 = 5000 pf etc. (last digit of 3 number code is the number of zeros after first 2 digits) filter type p = pi c = capacitive l = inductor-cap 100 p filter terminal block series electrical typical insertion loss CCdb: in 50 ohm circuit         capacitance code: 252 (2500 pf) 30 mhz . . . . . . . . . . . . 20 300 mhz   . . . . . . . . . . . . . .60 50 mhz . . . . . . . . . . . . 30 500 mhz   . . . . . . . . . . . . . .70 100 mhz. . . . . . . . . . . . . 45 1000 mhz   . . . . . . . . . . . . . .70 mechanical center spacing: .438 (11.1 mm) wire size: awg #12 max for 20a screw size: 20a - #6-32, zinc-plated philslot screws molded material: black, ul rated 94vo thermoplastic tightening torque: 9 in. -lbs. max. terminal: brass, silver plate number of terminals a b c tol. .030 (0.8) tol. .010 (.25) tol. .030 (0.8) 2 1.312 (33.33) .438 (11.11) 1.687 (42.86) 3 1.750 (44.45) .875 (22.22) 2.125 (53.97) 4 2.187 (55.56) 1.312 (33.33) 2.562 (65.08) 5 2.625 (66.68) 1.750 (44.45) 3.000 (76.20) 6 3.062 (77.78) 2.187 (55.56) 3.437 (87.31) 7 3.500 (88.90) 2.625 (66.67) 3.875 (98.42) 8 3.937 (100.01) 3.062 (77.78) 4.312 (109.53) 9 4.375 (111.12) 3.500 (88.90) 4.750 (120.65) 10 4.812 (122.23) 3.937 (100.01) 5.187 (131.76) 11 5.250 (133.35) 4.375 (111.12) 5.625 (142.87) 12 5.687 (144.46) 4.812 (122.23) 6.062 (153.98) 98179-macrea(amph term)v4/3.3  8/4/99 9:47 pm  page 1
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