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		  Datasheet File OCR Text:


		  vg95328 connectors glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 ? 2008 glenair, inc. printed in u.s.a. cage code 06324 30 www.glenair.com    e- mail:  sales@glenair.com vg95328 j  bayonet-lock straight plug connector  with shrinkboot backshell l2 d3 d2 l1 3.5  + 0.2 d1 table i: dimensions shell size d1 max. d2 + 0 - 0.5 d3 + 0 - 0.5 l1 max. l2  0.5 maximum  weight in  grams    8 19.8 15.6 13.3 39 12.2 14 10 23.5 18.4 16.1 39 12.2 16 12 26.5 23.7 21.4 39 12.2 23 14 30.0 24.5 22.2 39 12.2 30 16 33.1 29.8 26.2 39 14.5 43 18 35.3 32.0 28.5 39 14.5 46 20 38.8 36.1 32.5 44 15.8 63 22 42.0 38.5 34.8 44 15.8 78 24 45.1 41.6 37.9 44 14.9 84 vg95328 j 18-11 s n connector style shell size and insert  arrangements s - socket  p  - pin alternate insert  rotation w, x, y or z (n = normal)

 vg95328 connectors glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 ? 2008 glenair, inc. printed in u.s.a. cage code 06324 31 www.glenair.com    e- mail:  sales@glenair.com vg95328 j  bayonet-lock straight plug connector  with shrinkboot backshell contact arrangements arrangement cl. isol. rating dim. contact size 20 16 8 - 3a i 3 10 - 6 i 6 12 - 3 ii 3 12 - 10 i 10 14 - 5 ii 5 14 - 12 i 8 4 14 - 15 i 14 1 14 - 19 i 19 16 - 8 ii 8 16 - 23 i 22 1 16 - 26 i 26 18 - 11 ii 11 18 - 32 i 32 20 - 16 ii 16 20 - 41 i 41 22 - 21 ii 21 22 - 55 i 55 24 - 61 i 61 alternate insert orientations arrangement degrees w x y z 8 - 3a 60 (120) 10 - 6 90 12 - 3 180 12 - 10 60 155 270 295 14 - 5 40 92 184 273 14 - 12 43 90 14 - 15 17 110 155 234 14 - 19 30 165 315 16 - 8 54 152 180 331 16 - 23 158 270 16 - 26 60 275 338 18 - 11 62 119 241 340 18 - 32 85 138 222 265 20 - 16 238 318 333 347 20 - 41 45 126 225 22 - 21 16 135 175 349 22 - 55 30 142 226 314 24 - 61 90 180 270 324   normal  position alternate position  with pin contacts alternate position with  solder contacts materials shells inserts (temperature range) aluminum alloy  iaw qq-a-591 shells high insulation synthetic rubber  (chloroprene): -55c/+125c stainless steel  coupling pins crimp contacts stainless steel spring copper alloy with gold plating over nickel standard finish   (for qq-a-591 aluminum shells) requirements cadmium with olive  drab passivation iaw qq-p-416 thermal shock -55c + 125c salt spray after  thermal shock 500 hour electical conductivity very good abrasion resistance very good
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