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		  Datasheet File OCR Text:


		  for product data sheets, visit www .cooperb ussmann.com/pr oducts/da tasheet.asp 58 electronic ?pcb & small dimension fuses gbb-v (axial leads) gbb specifications description: ver y fast-acting fuse. dimensions: 1  4 ? 1 1  4  (6.4 x 31.7mm). construction: ceramic cartridge with nickel-plated brass endcaps. ratings: volts ?250vac/125vdc amps ?1-30a ir ?200a @ 250vac ?200a (20-30a @ 125vac/dc) ?10,000a (1a -15a @ 125vac/dc) agency information: ce, std. 248- 14, ul recognized, 1-30, 125vdc/250vac, file e56412, guide jfhr2, csa certified, 1-10, 125vdc/250vac, file 53787, class 1422-01. features and benefits ?very fast-acting performance allows protection of highly sensitive  electronic circuitry. typical applications ?electronic circuits catalog numbers (amps) with axial leads gbb-v-1 gbb-v-6 gbb-v-15 gbb-v-1  1  4 gbb-v-7 gbb-v-20 gbb-v-2 gbb-v-8 gbb-v-25 gbb-v-3 gbb-v-9 gbb-v-30 gbb-v-4 gbb-v-10 gbb-v-5 gbb-v-12 without axial leads gbb-1 gbb-6 gbb-15 gbb-1  1  4 gbb-7 gbb-20 gbb-2 gbb-8 gbb-25 gbb-3 gbb-9 gbb-30 gbb-4 gbb-10 gbb-5 gbb-12 data sheet: 2013 abc-v (axial leads) abc specifications description: fast- acting fuse. dimensions: 1  4 ? 1 1  4  (6.4 x 31.7mm). construction: ceramic tube with nickel-plated brass endcaps. ratings: volts ?250vac/125vdc ( 1  4 -20a) ?125vac/125vdc (25-30a) amps ? 1  4 -30a ir** ?35a ( 1  4 -1a @ 250vac) ?10ka ( 1  4 -20a @ 250vdc) ?100a (1 1  2 -3a @ 250vac) ?200a (4-10a @ 250vac) ?750a (15a @ 250vac) ?400a (20a @ 250vac) ?400a (25-30a @ 250vdc) ?1ka (25-30a @ 125vac) **interrupting ratings were measured at 70% ?80% power fac- tor on ac, and at a time constant described in ul 248. agency information: ce, std. 248-14 ul listed, guide jdyx file e19180, 0-15a ul recognized, guide jdyx2, file e19180, 20-25a csa certification, class 1422-01, file 53787, 0-15a, class 1422-30, file 53787, 20-25a. features and benefits ?ceramic body allows for higher amp/volt rating combinations. ?consolidate inventory by replacing agc fuses for reduced sku investment and minimizing potential for misapplying fuse. typical applications ?electronic circuits catalog numbers (amps) with axial leads abc-v- 1  4 abc-v-2 1  2 abc-v-8 abc-v- 1  2 abc-v-3 abc-v-10 abc-v- 3  4 abc-v-4 abc-v-15 abc-v-1 abc-v-5 abc-v-20 abc-v-1 1  2 abc-v-6 abc-v-25 abc-v-2 abc-v-7 abc-v-30 without axial leads abc- 1  4 abc-2 1  2 abc-8 abc- 1  2 abc-3 abc-10 abc- 3  4 abc-4 abc-15 abc-1 abc-5 abc-20 abc-1 1  2 abc-6 abc-25 abc-2 abc-7 abc-30 agc-v (axial leads) agc specifications description: fast-act- ing fuse. dimensions: 1  4 ? 1 1  4  (6.4 x 31.7mm). construction: glass tube with nickel-plated brass endcaps. ratings: volts ?250vac ( 1  20 -10a) ?32vac (11-45a) amps ? 1  20 -30a ir* ?35a ( 1  20 -1a @ 250vac) ?100a (1 1  4 -3a @ 250vac) ?200a (4-10a @ 250vac) ?1000a (15-30a @ 32vac) *interrupting ratings were measured at 70% ?80% power factor on ac, and at a time constant described in ul 248. agency information: ce, std. 248-14, ul listed, guide jdyx, file e19180, 0-10a ul recognized, guide jdyx2, file e19180, 15-30a csa certification, class 1422-01, file 53787. features and benefits ?original electronic glass tube fuse. ?fast-acting for maximum protection. ?wide amp/volt ratings allow versatility of protecting electronic circuits. typical applications ?electronic circuits catalog numbers (amps) with axial leads agc-v- 1  20 agc-v- 1  2 AGC-V-5 agc-v- 1  16 agc-v- 3  4 agc-v-6 agc-v- 1  10 agc-v-1 agc-v-7 agc-v- 1  8 agc-v-1  1  4 agc-v-8 agc-v- 3  16 agc-v-1  1  2 agc-v-9 agc-v- 2  10 agc-v-2 agc-v-10 agc-v- 1  4 agc-v-2  1  4 agc-v-15 agc-v- 3  10 agc-v-2  1  2 agc-v-20 agc-v- 3  8 agc-v-3 agc-v-25 agc-v- 45  100 agc-v-4 agc-v-30 without axial leads agc- 1  20 agc- 1  2 agc-5 agc- 1  16 agc- 3  4 agc-6 agc- 1  10 agc-1 agc-7 agc- 1  8 agc-1  1  4 agc-8 agc- 3  16 agc-1  1  2 agc-9 agc- 2  10 agc-2 agc-10 agc- 1  4 agc-2  1  4 agc-15 agc- 3  10 agc-2  1  2 agc-20 agc- 3  8 agc-3 agc-25 agc- 45  100 agc-4 agc-30 1  4  dia. x 1 1  4  length fast-acting ferrule fuses data sheet: 2000 data sheet: 2001
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