

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						UMB3N			30100			RC207			RFI9620			SY10E			2N3012			HFM102M			42225			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				HBP9C3M Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  patent pending safesite ? series led high bay for indoor and outdoor hazardous locations

 safesite ? series led high bay fixture mechanical information fixture weight: hbc - 30 lbs (13.6kg)  hbd - 17 lbs (7.7kg) hbm - 30 lbs (13.6kg) hbp - 32 lbs (14.5kg) shipping weight: hbc - 35 lbs (16kg)  hbd - 22 lbs (10kg) hbm - 35 lbs (16kg) hbp - 37 lbs (17kg) mounting: (1) 3/4 npt (2) 5/16-18 x .75 unc cabling: 10' (3.5m) soow power cord electrical specifications voltage: universal inputs 100-277v ac, 50/60hz 347-480v ac 50/60hz total system power consumption: see table noise requirements/  emc: fcc title 47, subpart b, section 15, class a  device. rf immunity; 10v/m, 80mhz-1ghz transient protection: 1 kv line to line  2 kv line to ground thd:  0.9 construction housing: powder coated aluminum finish: polyester / epoxy powder coat gray ral  7040 for superior corrosion resistance lens: polycarbonate - ul1598a wet location tempered glass photometric information cri: >70 cct: 6,000k (cool white)  4,300k (neutral white) all values typical unless otherwise stated all lumen values are typical (tolerance +/- 10%) certifications & ratings ? certified to ul 844  ? certified to ul 1598/a  ? certified to c22.2 no.137-m81 ? group b for hydrogen ? nema 4x ? ip66 ? ida dark sky test reports ? lm79 certified ? lm80 features & benefits ? l70 rated for 100,000 hours @ 25c ? 5 year full performance warranty   ? up to 102lm/w   ? low t rating compared to traditional fixtures   ? instant on/off operation  ? universal input (100-277 vac), 50/60hz ? superior color rendition index compared to hps, lps, mv ? mercury free ? resistant to shock and vibration ? temperature compensation technology for longer life ? copper free aluminum ? factory sealed  application the first of its kind, the dialight safesite ? series led high bay luminaire was designed specifically to replace conventional high bay lighting fixtures in hazardous location applications. its low profile light weight design allows for increased mounting versatility and ease of installation.   all of dialights long life led luminaires are designed to meet the most demanding specification criteria while offering maximum energy savings, reduced maintenance costs, and a superior quality of light.   patent pending www.dialight.com dimensions in inches [mm] 16.25 [412,8] 5/16 -18 x .75 threaded hole  (2) 10 [3,05m]  power cord 16.00 [406,40] 3/4 npt threaded 3.9 [98] 1.9 [49] temperature ratings ambient temperature range t4a temperature code ambient temperature range t5 temperature code hbc -40f to +149f (-40c to +65c) -40f to +131f (-40c to +55c) hbm hbp -40f to +149f (-40c to +65c) hbd -40f to +140f (-40c to +60c) -40f to +104f (-40c to +40c) hbf meets buy american for projects requiring buy american certification, consult factory for additional information and details 2

 www.dialight.com safesite ? series led high bay ordering information 3   part number cid1 cid2 ciid1 ciid2 ciiid1 ciiid2 voltage other approvals lens cct lumens wattage lpw class i, div 2 fixtures hbdgcmn  a / b / c / d  f / g  ?? 100-277 vac glass cw 17,500 172 102 hbdgctn a / b / c / d  f / g  ? ? 347-480 vac glass  cw  17,500 172 102 hbdgc4n  a / b / c / d  f / g  ?? 100-277 vac glass  cw  14,500 161 90 hbdgc5n a / b / c / d  f / g  ?? 347-480 vac glass  cw  14,500 161 90 hbd2c4n  a / b / c / d  f / g  ?? 100-277 vac polycarbonate  cw  12,000 153 78 hbd2c5n   a / b / c / d   f / g   ?? 347-480 vac polycarbonate  cw   12,000 153 78 hbf2c4n  a / b / c / d  e / f / g  f / g  ?? 100-277 vac polycarbonate  cw  12,000 153 78 hbf2c5n   a / b / c / d   e / f / g   f / g   ?? 347-480 vac polycarbonate  cw   12,000 153 78 hbd2c4m  a / b / c / d  f / g  ?? 100-277 vac polycarbonate  cw  10,500 146 72 hbd2c5m   a / b / c / d   f / g   ?? 347-480 vac polycarbonate  cw   10,500 146 72 hbf2c4m  a / b / c / d  e / f / g  f / g  ?? 100-277 vac polycarbonate  cw  10,500 142 74 hbf2c5m   a / b / c / d   e / f / g   f / g   ?? 347-480 vac polycarbonate  cw   10,500 146 72 hbf3c4l  a / b / c / d  e / f / g  f / g  ?? 100-277 vac polycarbonate  cw  8,500 123 69 hbf3c5l   a / b / c / d   e / f / g   f / g   ?? 347-480 vac polycarbonate  cw   8,500 123 69 hbd3c4l a / b / c / d  f / g  ?? 100-277 vac polycarbonate  cw  8,500 123 69 hbd3c5l a / b / c / d  f / g  ?? 347-480 vac polycarbonate  cw  8,500 123 69 class i, div 1 fixtures hbc9c3n  c / d  c / d  e / f / g  f / g  100-277 vac glass cw 11,000 162 68 hbc9c6n   c / d   c / d   e / f / g   f / g   347-480 vac glass  cw   11,000 162 68 hbc9c3m  c / d  c / d  e / f / g  f / g  100-277 vac glass  cw  9,500 142 67 hbc9c6m   c / d   c / d   e / f / g   f / g   347-480 vac glass  cw   9,500 142 67 hbm9c3m  c / d  c / d  e / f / g  f / g  100-277 vac paint spray booth  glass cw 9,500 142 67 hbm9c6m   c / d   c / d   e / f / g   f / g   347-480 vac paint spray booth glass cw  9,500 142 67 HBP9C3M b/c/d  e / f / g  100-277 vac group b hydrogen only  glass cw 9,500 142 67 hbp9c6m   b/c/d   e / f / g   347-480 vac group b hydrogen only glass cw  9,500 142 67 hbc8c3g  c / d  c / d  e / f / g  f / g  100-277 vac glass cw 5,500 137 40 hbc8c6g   c / d   c / d   e / f / g   f / g   347-480 vac glass  cw   5,500 137 40 models shown are cool white, for neutral white models replace the 5th character with an n hbdg c mn becomes hbdg n mn

 safesite ? series led high bay mounting options & accessories 11.23 [285.24] dimensions in inches [mm] 16.00 [406.40] 4.06 [103.12] 12.09 [307.09] 3/4" rigid conduit  3" long 7.66 [194.56] 12.66 [321.56] 16.00 [406.40] 16.00 [406.40] 2.00 [50.80] 3.00 [76.20] 10 [3.05m] cord cable gland 5.00 [127.00] mdtfhzchb001_g wall mount ceiling mount 2.57 [65.28] 18.57 [471.68] 16.00 [406.40] 10.57 [268.48] 6.07 [154.18] max tilt mtg. hole dimensions 4.50 [114.30] ?0.27 [6.86] 2.50 [63.50] www.dialight.com dialight reserves the right to make changes at any time in order to supply the best product possible. the most current version  of this document will always be available at: www.dialight.com/assets/brochures_and_catalogs/illumination/mdtfhzchb001.pdf warranty statement: except for the warranty expressly provided for [herein/above/below], dialight disclaims any and all other w arranties, express or plied, including, without limitation, any warranties of merchantability, fitness for a particular purpose, title, and noninfrin gement. part number description kit includes cid2 cid1 no part number pendant mount  (conduit supplied by installer) conduit supplied by installer ?? hbxw1 wall mount  junction box fixture hanger cover rigid pipe sweep ?? hbxw2 swivel bracket and cable gland swivel bracket bracket to fixture hardware cable gland ? hbxc1 ceiling mount  junction box fixture hanger cover 3" rigid pipe  ?? hbxcg cable gland cable gland ? hbxc1 - ceiling mount hbxw1 - wall mount hbxw2 - swivel bracket and cable gland hbxcg - cable gland
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