

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						LTC3409A			RB481			URAM2C23			MK33G			NTE3042			FM93CS06			FCP50SG			0100U			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				F5590-A Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  common mode line chokes f55xx series these common mode line chokes provide the best available combination of low cost and high induc - tance. coilcraft ee style common mode line chokes are available in two series, each with a va - riety of current ratings, sizes and inductance val - ues. the coilcraft bobbin design provides a creepage and clearance spacer that makes these parts compatible with ul, vde, and iec specifications. coilcraft designer?s kit no. p202 contains sam - ples of 8 standard ee and toroidal common mode line chokes. to order, please contact coilcraft. ? vde, iec, csa compatible ? cost effective design ? 3750 vrms isolation between windings high inductance series h70xx series document 142-1 specifications subject to change without notice. document 142-1 revised 2/7/02

 common mode line chokesChigh inductance series part number inductance 1 (mh) current (amps) srf 2 (khz) dcr 3 (ohms) f5585-a 82 1?? 65 3.1 f5586-a 34 3?? 100 1.3 f5587-a 24 1 129 .86 f5588-a 15 1 1?? 170 .54 f5589-a 7.5 1 1?? 206 .30 F5590-A 6.0 2 230 .22 f5591-a 3.3 2 1?? 309 .12 f5592-a 1.6 3 420 .07 f5593-a 1.1 4 560 .04 f55xx series parts in bold type are included in coilcraft designer?s kit no. p202. part number inductance 1 (mh) current (amps) srf2 (khz) dcr 3 (ohms) h7010-a 56 1 62 1.1 h7011-a 34 1 1?? 96 .72 h7012-a 23 1 1?? 104 .47 h7013-a 20 2 128 .35 h7014-a 7.3 2 1?? 190 .16 h7015-a 5.3 3 220 .12 h7016-a 4.0 4 275 .08 h7017-a 2.0 5 370 .05 h7018-a .95 6 556 .03 h7019-a .75 8 640 .02 h70xx series notes: 1. inductance is minimum per winding, tested at .1 vrms, 20 khz. 2. srf is minimum for each winding. 3. dcr is maximum per winding. 4. operating temperature range ?40 c to +85 c. 5. electrical specifications at 25 c. document 142-2 specifications subject to change without notice. document 142-2 revised 9/14/00
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