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		  Datasheet File OCR Text:


		  input min nom max units notes input voltage 9 12 18 vdc 25 vdc max < 100 ms 18 24 36 vdc 50 vdc max < 100 ms 36 48 72 vdc 100 vdc max < 100 ms isolation input-output 500 vdc input-case 500 vdc output-case 500 vdc i/o isolation resistance 300 m ? output min nom max units notes power 10 w voltage setpoint accuracy 1 %vo 2% vo  for 3.3v outputs line regulation 0.2 %vo load regulation 0.5 %vo 1% vo  for 3.3v outputs dynamic response 50-75% load 5 %vo t=25c, di/dt=1a/10s 200 s t=25c, di/dt=1a/10s 50-25% load 5 %vo t=25c, di/dt=1a/10s 200 s t=25c, di/dt=1a/10s temperature regulation 0.02 %v o/c general min nom max units notes mtbf 3,730 k hrs bellcore tr332, 25c case temperature -25 95  c storage temperature -40 105  c switching frequency 330 khz pin solder temperature 260  c wave solder < 15 s hand soldering time 5 s iron temperature 450c weight 24 grams more choices in dc-dc converters am10 avs10 av20 av25 avs25 av30 aw30 avh-s avh-d ave power (w) 10 10 20 25 25 30 30 50-150 75 50-150 inputs (v) 5 5 24, 48 24, 48 48 24, 48 24, 48 48 48 48 outputs 1 1 1, 2 1, 2 3 2, 3 1 1 1 1 isolation no no yes yes yes yes yes yes yes yes size 1?x1? 1?x2? 1.6 x2? 2?x2.56? 2.4?x2.8? 2.5?x3? 2.6?x3.1? 2.28?x2.4? 2.28?x2.4? 2.28?x2.4? 	
	
 common specs  www.datasheet.co.kr  datasheet pdf - http://www..net/

 electrical specifications nominal output output ripple noise efficiency input voltage current (mv rms) (mv pp) (%) (v) (v) (a) typ max typ max min typ AV10-12S03 12 3.3 2.5 7 20 40 75 75 76 av10-12s05 12 5 2 7 20 40 75 77 78 av10 - 12s12 12 12 0.84 10 20 30 75 81 82 av10-12s15 12 15 0.67 10 20 30 75 81 82 av10-24s03 24 3.3 2.5 7 20 40 75 75 76 av10-24s05 24 5 2 7 20 40 75 77 78 av10 - 24s08 24 8 1.2 10 20 30 75 81 82 av10 - 24s12 24 12 0.84 10 20 30 75 81 82 av10-24s15 24 15 0.67 10 20 30 75 81 82 av10-48s03 48 3.3 2.5 7 20 40 75 75 77 av10-48s05 48 5 2 7 20 40 75 77 80 av10-48s08 48 8 1.2 10 20 30 75 81 82 av10-48s12 48 12 0.84 10 20 30 75 81 82 av10-48s15 48 15 0.67 10 20 30 75 81 82 +vin -vin +vo -vo trim(o) cnt(o) remote control function and trim function are available for 12v input module by adding /c for remote control and /t for trim on  the end of part number. no pin for 24v and 48v input and if not ordered for 12v input. 0 20 40 60 80 100 70 60 50 40 30 20 10 0 -10 -20 ambient temperature in degrees c percent maximum output power safe operating area av10 temperature derating 80 90 maximum case temperature 10 0 features 10 watts of output power     industry standard 1? x 2? footprint low profile     2:1 input range     isolated output     overcurrent protection  www.datasheet.co.kr  datasheet pdf - http://www..net/
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