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		  Datasheet File OCR Text:


		  glz2.0a thru glz56    page: 1    frontier electronics corp.  667 e. cochran street, simi valley, ca 93065    tel: (805) 522-9998      fax: (805) 522-9989  e-mail:  frontiersales@frontierusa.com     web:  http://www.frontierusa.com   500mw mini melf zener diode      glz2.0a thru glz56              features                                               z  low cost           z  small size         z  glass sealed                                  mechanical data         z  case: mini melf glass , do-213aa  gl34            dimensions in millimeters                         z  terminals: solderable per mil-std -202, method 208                                            z  polarity: color band denotes cathode                          z  mounting position: any                                                     z  weight: 0.036 grams                                                       maximum ratings and electrical c haracteristics ratings at 25  c ambient temperature unless otherwise specified  single phase, half wave, 60 hz, resistive or inducti ve load. for capacitive load, derate by 20%    electrical characteristics (ta=25  unless otherwise noted) vf=1.0v max, if = 100ma for all types   maximum zener impedance  maximum reverse  leakage current  nominal  zener volts  v z @i zt    volts  z zt  @   i zt  z zk @i zk   jedec  type  min max  test  current  i zt  ma  test  current i zk  ma  ohms ohms  i r   a  @ v r  volts  glz2.0a  glz2.0b  glz2.2a  glz2.2b  glz2.4a  glz2.4b  glz2.7a  glz2.7b  glz3.0a  glz3.0b  glz3.3a  glz3.3b  glz3.6a  glz3.6b  glz3.9a  glz3.9b  glz4.3a  glz4.3b  glz4.3c  glz4.7a  glz4.7b  glz4.7c  glz5.1a  glz5.1b  glz5.1c  1.880  2.020  2.120  2.220  2.330  2.430  2.540  2.690  2.850  3.010  3.160  3.320  3.455  3.600  3.740  3.890  4.040  4.170  4.300  4.440  4.550  4.680  4.481  4.940  5.090  2.100  2.200  2.300  2.410  2.520  2.630  2.750  2.910  3.070  3.220  3.380  3.530  3.695  3.845  4.010  4.160  4.290  4.430  4.570  4.680  4.800  4.930  5.070  5.200  5.370  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  1  1  1  1  1  1  1  1  1  1  1  1  1  1  1  1  1  1  1  1  1  1  1  1  1  140  140  120  120  100  100  100  100  80  80  70  70  60  60  50  50  40  40  40  25  25  25  20  20  20  2000  2000  2000  2000  2000  2000  1000  1000  1000  1000  1000  1000  1000  1000  1000  1000  1000  1000  1000  900  900  900  800  800  800  120  120  120  120  120  120  120  120  50  50  20  20  10  10  5  5  5  5  5  5  5  5  5  5  5  0.5  0.5  0.7  0.7  1.0  1.0  1.0  1.0  1.0  1.0  1.0  1.0  1.0  1.0  1.0  1.0  1.0  1.0  1.0  1.0  1.0  1.0  1.5  1.5  1.5  note  mini melf molded glass        solderable ends   1 . 4 5  0. 1 5     3.5     0.15 

 glz2.0a thru glz56    page: 2  electrical characteristics (ta=25  unless otherwise noted) vf=1.0v max, if = 100ma for all types   maximum zener impedance  maximum reverse  leakage current  nominal  zener volts  v z @i zt    volts  z zt  @   i zt  z zk @i zk   jedec  type  min max  test  current  i zt  ma  test  current i zk  ma  ohms ohms  i r   a  @ v r  volts  glz5.6a  glz5.6b  glz5.6c  glz6.2a  glz6.2b  glz6.2c  glz6.8a  glz6.8b  glz6.8c  glz7.5a  glz7.5b  glz7.5c  glz8.2a  glz8.2b  glz8.2c  glz9.1a  glz9.1b  glz9.1c  glz10a  glz10b  glz10c  glz10d  glz11a  glz11b  glz11c  glz12a  glz12b  glz12c  glz13a  glz13b  glz13c  glz15a  glz15b  glz15c  glz16a  glz16b  glz16c  glz18a  glz18b  glz18c  glz20a  glz20b  glz20c  glz20d  glz22a  glz22b  glz22c  glz22d  5.280  5.450  5.610  5.78  5.96  6.12  6.29  6.49  6.66  6.85  7.07  7.29  7.53  7.78  8.03  8.29  8.57  8.83  9.12  9.41  9.70  9.94  10.18  10.50  10.82  11.13  11.44  11.74  12.11  12.55  12.99  13.44  13.89  14.35  14.80  15.25  15.69  16.22  16.82  17.42  18.02  18.63  19.23  19.27  20.15  20.64  21.08  21.52    5.550  5.730  5.910  6.09  6.27  6.44  6.63  6.83  7.01  7.22  7.45  7.67  7.92  8.19  8.45  8.73  9.01  9.30  9.59  9.90  10.20  10.44  10.71  11.05  11.38  11.71  12.03  12.35  12.75  13.21  13.66  14.13  14.62  15.09  15.57  16.04  16.51  17.06  17.70  18.33  18.96  19.59  20.22  20.72  21.20  21.71  22.17  22.63    20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  20  10  10  10  10  10  10  10  10  10  10  10  10  10  10  10  10  10  10  10  10  10  10  5  5  5  5    1  1  1  1  1  1  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5    13  13  13  10  10  10  8  8  8  8  8  8  8  8  8  8  8  8  8  8  8  8  10  10  10  12  12  12  14  14  14  16  16  16  18  18  18  23  23  23  28  28  28  28  30  30  30  30    500  500  500  300  300  300  150  150  150  120  120  120  120  120  120  120  120  120  120  120  120  120  120  120  120  110  110  110  110  110  110  110  110  110  150  150  150  150  150  150  200  200  200  200  200  200  200  200    5  5  5  5  5  5  2  2  2  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2    2.5  2.5  2.5  3.0  3.0  3.0  3.5  3.5  3.5  4.0  4.0  4.0  5.0  5.0  5.0  6.0  6.0  6.0  7.0  7.0  7.0  7.0  8.0  8.0  8.0  9.0  9.0  9.0  10  10  10  11  11  11  12  12  12  13  13  13  15.0  15.0  15.0  15.0  17.0  17.0  17.0  17.0    note  mini melf molded glass .   

 glz2.0a thru glz56    page: 3  electrical characteristics (ta=25  unless otherwise noted) vf=1.0v max, if = 100ma for all types   maximum zener impedance  maximum reverse  leakage current  nominal  zener volts  v z @i zt    volts  z zt  @   i zt  z zk @i zk   jedec  type  min max  test  current  i zt  ma  test  current i zk  ma  ohms ohms  i r   a  @ v r  volts  glz24a  glz24b  glz24c  glz24d  glz27a  glz27b  glz27c  glz27d  glz30a  glz30b  glz30c  glz30d  glz33a  glz33b  glz33c  glz33d  glz36a  glz36b  glz36c  glz36d  glz39a  glz39b  glz39c  glz39d  glz43  glz47  glz51  glz56    22.05  22.61  23.12  23.63  24.26  24.97  25.63  26.29  26.99  27.70  28.36  29.02  29.68  30.32  30.90  31.49  32.14  32.79  33.40  34.01  34.68  35.36  36.00  36.63  40.00  44.00  48.00  53.00  23.18  23.77  24.31  24.85  25.52  26.26  26.95  27.64  28.39  29.13  29.82  30.51  31.22  31.88  32.50  33.11  33.79  34.49  35.13  35.77  36.47  37.19  37.85  38.52  45.00  49.00  54.00  60.00  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5  0.5              35  35  35  35  45  45  45  45  55  55  55  55  65  65  65  65  75  75  75  75  85  85  85  85  90  90  110  110  200  200  200  200  200  200  200  200  250  250  250  250  250  250  250  250  250  250  250  250  250  250  250  250              0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  0.2  19.0  19.0  19.0  19.0  21.0  21.0  21.0  21.0  23.0  23.0  23.0  23.0  25.0  25.0  25.0  25.0  27.0  27.0  27.0  27.0  30.0  30.0  30.0  30.0  33  36  39  43  note  mini melf molded glass . 

 glz2.0a thru glz56    page: 4    ratings and characteristic curves glz2.0a thru glz56         5v               10v              15v              20v               25v              30v  iz  fig.2- power ,temperature derating curve  500  400  300  200  100   50              100           150              200            300               ta ( o c)  ambient temperature  pd(mw)  power dissipation              vz  fig.1- breakdown characteristics   ma    50        40        30        20        10         0          glz24            glz20          glz15          glz12    glz11      glz9.1      glz6.8  glz6.2  glz5.6  gla5.1  glz4.7  glz4.3  glz3.9  glz2.7  test current iz 20 ma 
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