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		  Datasheet File OCR Text:


		  approved date description rev. revision qualtek electronics corp. wci  division part number: description: tolerance +/- (mm) dim range (mm) 0-1 1-6 6-18 18-50 50-120 120-250 250-500 0.15 0.20 0.30 0.50 0.70 0.90 1.20 drawn / date checked / date approved / date b. grubb 01-25-07 01-25-07 jjh / 01-25-07 no. 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 parts name hdmi/m - contact hdmi/m - insulator hdmi/m - shell pcb   hdmi/m - inner mold hdmi/m - copper foil hdmi/m - outer  mold dvi  (18+1)p/m - contact dvi  (18+1)p/m - insulator dvi  (18+1)p/m - shell  can dvi  (18+1)p/m - cover thumb screw screw-mold cable mini  tie polybag specification standard brass / gold  flash pbt / black  steel / nickel  plated pe natural width:  20mm 60p  pvc / color:  black bronze / gold  flash  solder  type thermoplastic / black  ul94-v0 steel  nickel  plated steel  tin  plated   id:  8.0mm 45p  pvc / color:  black #4-40  2.8x45,  nickel  plated 35p  pvc / color:   black kl03035abk01a pe / black pe / 0.08x260x300mm qty 19 1 1 1 1 1 1 19 1 1 1 1 2 2 1 2 1 remarks 1721019-30 hdmi/m - dvi  (18+1)p/m notes: 1.   cable:  ul20276     [(26awgx1p+dw+foil)x4+28awgx3c+28awgx1p+mylar+foil+bd]x1   outer  pvc  jacket:  black,  od:  8.0   0.2mm   character impedence:   100  ohm   printing:  ?e166307          awm  style 20276  28awg  80 c  30v  vw-1   low  voltage  computer  cable? 2.   hood:   molded  type,  color:  black   copper  foil  must  be  soldered  360   around  the  connector  shell 3.   electrical test:    .100%  open  short  &  miss  wire  test   . insulation  resistance:   dc400v  10m  ohm  min.   . conductor resistance:   1  ohm  max. 4.   packing:   1pc/polybag pin out cn1 front cn1 cn2 tape 9150   200 hdmi/m  molding  type cn2 front dvi  (18+1)p/m ass?y  type 2 18 1 2 1 19 15 13 14 11 12 9 1 9 17 8 8 16 c5 24 3.65  0.3 200  20 17 16 3 1 2 6 4 5 9 7 8 1 2 3 9 10 11 17 18 19 orange white drain black white drain yellow white drain white red drain white yellow red black brown braid 10 12 11 15 16 18 17 19 23 24 22 6 7 14 15 16 shell shell cn1 cn2 3 5 6 4 7 10 rev.  a a 03-12-07 dp changed hdmi/m mold design / changed from crimp terminal to solder terminal
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