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		  Datasheet File OCR Text:


		  www.elektron-bulgin.com 167 indicators indicators indicators  flying lead termination  sealed to ip67  red, green, yellow or blue led options  wide viewing angle  shock and vibration resistant  stainless steel body  flying lead termination  sealed to ip67  red, green, yellow or blue led options  wide viewing angle  shock and vibration resistant  stainless steel body specification DX0507/col/voltage dx0508/col/voltage terminations: flying leads flying leads forward voltage: red 1.85v, green 2.2v, yellow 2.0v, red 1.85v, green 2.2v, yellow 2.0v, blue 3.8v blue 3.8v cont. forward current: red 30ma, green 25ma, red 30ma, green 25ma, (max) yellow 30ma, blue 25ma yellow 30ma, blue 25ma power dissipation: red 100mw, green 105mw, red 100mw, green 105mw yellow 125mw, blue 120mw yellow 125mw, blue 120mw reverse current: red 10a max., green 10a max., red 10a max., green 10a max., (@vr = 5v) yellow 10a max., blue 50a max. yellow 10a max., blue 50a max. led luminous intensity: red 2000mcd, green 100mcd, red 2000mcd, green 100mcd, yellow 400mcd, blue 1600mcd (typ) yellow 400mcd, blue 1600mcd (typ) operating temp. range: C40oc to +80oc C40oc to +80oc storage temperature: C40oc to +85oc C40oc to +85oc sealing (front of panel): protection classification ip67 to protection classification ip67 to bs en60529:1992 bs en60529:1992 materials: body: stainless steel stainless steel lens: polycarbonate ul94v-0 polycarbonate ul94v-0 o ring (external): nitrile nitrile (internal): silicon silicon tightening torque: 0.5nm - 0.9nm (4.4lbf.in. - 8.0lbf.in.) 0.5nm - 0.9nm (4.4lbf.in. - 8.0lbf.in.) thread size: m12 x 1.25-6g m12 x 1.25-6g led colours: /rd (red), /gn (green), /yl (yellow) /rd (red), /gn (green), /yl (yellow) /bl (blue), with colour coded insulator /bl (blue), with colour coded insulator led voltage: /12 (12v d.c.), /24 (24v d.c.) or /12 (12v d.c.), /24 (24v d.c.) or /00 (no ballast resistor) /00 (no ballast resistor) compliant compliant vandal resistant led indicators DX0507 dx0508 proud of panel profile flush panel profile rohs indicatorssection - 2010:indicatorssection - 2010  9/6/10  08:58  page 167
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