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		  Datasheet File OCR Text:


		  mil-dtl   26482  type glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2009 glenair, inc.    e- mail:  sales@glenair.com d-12 d 237-127 mil-dtl-26482 series i type hermetic bayonet coupling solder flange mount receptacle with crimp removable rear sockets (m39029/22 type) series 230 mil-dtl-26482 type 237 - 127 z1 22 - 41 * x shell size connector style 127 = solder mount           receptacle contact type * = pin face, crimp      removable rear      sockets insert arrangement (special) z1 = cres/passivated material/finish alternate insert  arrangement w, x, y or z (omit for normal) ? t n p q r s m a b c d e f g h i j k z a b c d e f g h j k l m n p r s t u v w x y 1.7 9 2/1 . 790 ( 45. 5 2/4 5 .48)   .441 ( 11.2)   .394 ( 10.0)   1.427 (3 6. 25) a 1.4 1 7/1 . 409   6 .0  m ax) . 020  ( 0.5)     x  i nsu l ato r /gr o mmet    ass e mbly   to be e pox i ed  in   pl ace. i nsu l ato r  as sy  is    non - remo vable ? ? 3 45

 mil-dtl 26482  type glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2009 glenair, inc.    e- mail:  sales@glenair.com d-13 d 237-127 mil-dtl-26482 series i type hermetic bayonet coupling solder flange mount receptacle with crimp removable rear sockets (m39029/22 type)   application notes to be identifed with manufacturers name, part number and  1.  date code, space permitting. material/finish: 2.    shell and bayonets:          z1 - cres /passivated.   contacts - nickel-iron alloy/gold plated.   hermetic insulator - full glass/n.a.    socket insulator - rigid dielectric/n.a.   seals and grommet - silicone elastomer/n.a.   removable sockets - copper alloy/gold plated.   socket retention clips - copper alloy/n.a. glenair 237-127 is intermatable with any qpl manufacturers  3.  mil-dtl-26482 plug, shell size 22, arrangement -41 per mil- std-1669, normal position and socket face. connector is supplied with crimp-style removable contacts  4.  per m39029/22. quantity will be suffcient to fully populate  connector plus 1 extra each size. hermetic seal is centered in this fange position. 5.  performance requirements: 6.    hermeticity - 
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