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		  Datasheet File OCR Text:


		  b-50 mx07 b 2.00 to 2.50mm (.079 to .098") pitch pcb and wire connectors www.molex.com/product/spox.htm l 2.50mm (.098") pitch spox ? wire-to-board  header 42267 shrouded, in-line footprint features and benefts  	 polarized 	to	mating	connector	  	 standard 	kinked	pc	tails	for	retention	to	pc	board	 reference information  product	specification:	ps-42219	 packaging:	bag	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 mates	with:	42219	connectors	 designed	in:	millimeters	 electrical  voltage: 	250v	 current:	3.0a	 contact	resistance:	20	milliohms	max.	 dielectric	withstanding	 voltage:	1000v	ac	 insulation	resistance:	1000	megohms	min. mechanical  mating	force:	1.8kg	max.	per	ciruit unmating	force:	0.15kg	min.	per	circuit durability:	25	cycles	 physical  housing:	 polyester,	ul	 94v-0	 contact:	brass	.027"	diameter		 plating:	 tin	 operating	 temperature:	0	to	+75?c	 circuits  order no.  lead-free 	 2	 22-43-802 0 yes 	 3	 22-43-803 0 	 4	 22-43-804 0 	 5	 22-43-805 0 	 6	 22-43-806 0 	 7	 22-43-807 0 	 8	 22-43-808 0 circuits  order no.  lead-free 	 9	 22-43-809 0 yes 10	 22-43-810 0 11	 22-43-811 0 12	 22-43-812 0 13	 22-43-813 0 14	 22-43-814 0 15	 22-43-815 0 2.50mm (.098") pitch  spox ?   wire-to-wire  male crimp terminal  5241 features and benefts  	 rigid 	contact	 reference information  packaging:	reel	or	bag	 mates	with:	5103	terminals	 use	with:	5240	housing designed	in:	millimeters	 electrical  voltage: 	250v	 current: awg 22 24 26 28 3.0a 2.5a 2.0a 1.5a contact	resistance:	20	milliohms	max.	 dielectric	withstanding	 voltage:	1000v	ac/1	min.	 insulation	resistance:	1000	megohms	min.	 physical contact:	brass plating:	 tin	 operating	 temperature:	-40	to	+105?c	 wire	range:	22	to	28	 awg strip	length:	2.6	to	3.2mm	 order no.  terminal  wire gauge awg insulation diameter  contact material  lead-free 08-70-010 2 reel	 22-28		 1.90mm	max.	 tin-plated 	brass	 yes 08-70-010 3 bag recommended	wire	range	assumes	stranded	wire www.molex.com/customer.html?seriesnumber=4226 7
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