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		  Datasheet File OCR Text:


		  54 application-specific extension cords cord & cordset coiled power tool extension cords  and p ower supply cords 2 and 3 conductor ?   type sjt   ?  60?c  ?  300 volts power supply replacement cords with switch 3-conductor grounded   ?  type sj   ?  60?c  ?  300 volts catalog number no.   of cond. awg   size length  of cord  (ft) color    of  jacket power rating nema config. pkg. per ctn. wt. /  unit lbs wt. / ctn. lbs upc code volts amps watts 06610.63.01 3 16 10 black 125 13 1625 5-15p/5-15r 24 0.7 17 079407066100 06625.63.01 3 16 25 black 125 13 1625 5-15p/5-15r 24 1.7 40 079407066254 06911.63.01 3 14 25 black 125 15 1875 5-15p/5-15r 6 2.3 14 079407069118 catalog number no.    of cond. awg   size length  of cord  (ft) color    of  jacket power rating nema config. pkg. per ctn. wt. /  unit lbs wt. / ctn. lbs upc code volts amps watts 06014.60.04 3 16 10 orange 125 13 1625 5-15p/5-15r 10 1.1 11 079407060146 02551.70.01 3 16 12 black 125 15 1875 5-15p 10 1.1 11 079407025510 catalog number no.    of cond. awg   size length  of cord  (ft) color    of    jacket power rating nema config. switch speed pkg. per ctn. wt. /  unit lbs wt. / ctn. lbs upc code volts amps watts 02332.70.01 3 16 10 black 125 10 1250 5-15p 1 speed (on/off) 25 0.9 22 079407023325 02333.70.01 4 16 10 black 125 10 1250 5-15p 2 speed (on/high/low) 25 0.9 22 079407023332 product construction: conductor: ?    16 awg stranded bare copper per    astm b-174 insulation: ?    premium-grade, color-coded pvc jacket: ? pvc; orange or black ? voltage rating: 300 volts product construction: conductor: ?    16 awg through 14 awg stranded  bare copper per astm b-174 insulation: ? premium-grade, color-coded epdm product construction: conductor: ? 16 awg stranded bare copper per     astm b-174 insulation: ? premium-grade, color-coded epdm applications: ? workshop and tool bench use features: ?    coiled cord expands from 3 to  10 or 12 ?    right-angle plug helps prevent  the cord from being pulled from  the socket jacket: ? cpe; black ? temperature: 60?c ? voltage rating: 300 volts applications: ? floor polishers ?    sanders jacket: ? cpe; black applications: ? for replacement use ? for fan replacements features (contd.): ? 06014.60.04 and 02551.70.01      are 3-conductor grounded industry approvals: ? ul listed ? osha acceptable features: ?    general use indoor cord ? 3-conductor grounded industry approvals: ? ul listed ?    osha acceptable for    indoor use features: ? switch ? straight plug ? conductor stripped 5/8 ? jacket removed 2 industry approvals: ? ul listed ? csa pro flex ?  rubber extension cords 3-conductor grounded   ?  type sj   ?  60?c  ?  300 volts
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