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		  Datasheet File OCR Text:


		  specifications reference information packaging: box ul style no: 20706 flame resistance: ul 758 vw-1 rohs: yes halogen free: yes electrical voltage (max.): 60v current (max.):    0.50mm (.020) pitch  .5a    1.00mm (.039) pitch  1.2a    1.25mm (.049) pitch  1.4a conductor resistance:     730 ohms per km. max. insulation resistance:     10 megohms per km. min. dielectric test:     200v ac for 1 minute, no disrupted    discharge choose from custom or standard cable lengths with molexs premo-flex?  flat flexible cable jumpers, available in a variety of pitches plus high-temperature ratings up to +105c, delivering fexible solutions  between pcbs for virtually any industry the complete line of 0.50, 1.00 and 1.25mm (.020, .039 and .049) pitch flat flex  cable (ffc) jumpers offers custom lengths and circuit sizes to accommodate a fexible  interconnect between two pc boards. the flat flex jumpers are terminated to either  zero insertion force (zif) or non-zif ffc connectors, available from molex. molex offers an extensive range of ffc connectors and is able to design  customized ffc connectors due to customer requirements. type a (same-side)  and type d (opposite-side) contact layouts allow for mirrored contacts in top and  bottom mount zif applications. for additional information visit:  www.molex.com/product/product/premofex_ffc-fpc.html. premo-flex?  flat flex cable jumpers 15266     tin, 0.27mm (.011 " )  cable thickness, 0.50mm  (.020 " ) pitch, 105c 15267     tin, 0.27mm (.011 " )  cable thickness, 1.00mm  (.039 " ) pitch, 105c 15268     tin, 0.27mm (.011 " )  cable thickness, 1.25mm  (.049 " ) pitch, 105c 15020    gold, 0.27mm (.011 " )  cable thickness, 0.50mm  (.020 " ) pitch, 105c 15039    gold, 0.27mm (.011 " )  cable thickness, 1.00mm  (.039 " ) pitch, 105c 15049    gold, 0.27mm (.011 " )  cable thickness, 1.25mm  (.049 " ) pitch, 105c 98266     tin, 0.22mm (.009 " )  cable thickness, 0.50mm  (.020 " ) pitch, 105c 98267     tin, 0.22mm (.009 " )  cable thickness, 1.00mm  (.039 " ) pitch, 105c 98268     tin, 0.22mm (.009 " )  cable thickness, 1.25mm  (.049 " ) pitch, 105c 21020     tin, 0.27mm (.011 " )  cable thickness, 0.50mm  (.020 " ) pitch, 80c 21039     tin, 0.27mm (.011 " )  cable thickness, 1.00mm  (.039 " ) pitch, 80c 21049     tin, 0.27mm (.011 " )  cable thickness, 1.25mm  (.049 " ) pitch, 80c premo-flex? flat flex cable jumpers features and benefits ?   available in numerous circuit sizes    (4 to 60) and custom lengths    providing fexible design-in options ?   contact area can be confgured on the  same or opposite sides of the fexible  cable jumper that mirrors signal layout  between pcbs ?   rated up to +105c meets    industry- standard requirements ?   simple assembly process is ideal for  electrical connections between pcbs,  display boards, etc. ?   cable termination thickness      compatible with industry-standard    zif cable thickness requirements with     0.27mm (.011) cable thickness  provides improved ease-of-assembly in  hard-to-reach applications and is easy  to incorporate into current applications  where a lower-temperature part may  have been utilized in previous revisions ?   polyester insulation meets registration  evaluation, authorization and    restriction of chemicals (reach)   requirements physical temperature rating: -40 to +105c heat resistance: 168 hours at +136c moisture resistance:     96 hours at +60c,     95% relative humidity (rh) folding:     specimen to be folded manually at     +180 over a 4.00mm (.157) radius,     min. 20 cycles

 applications ordering information order no. plating temperature rating max. pitch circuits contact type length cable thickness 15020-0051 gold +105c 0.50mm (.020") 6 a 0.03m (1.18") 0.27mm (.011") 15039-0202  1.00mm (.039")  d 15049-0102  1.25mm (.049")  15266-0052 tin 0.50mm (.020") 15267-0202  1.00mm (.039")  15268-0102  1.25mm (.049")  98266-0051  0.50mm (.020") a 0.22mm (.009") 98267-0202  1.00mm (.039")  d 98268-0102  1.25mm (.049")  21020-0051 +80c 0.50mm (.020") a 0.27mm (.011) 21039-0202  1.00mm (.039")  d 21049-0102  1.25mm (.049")  www.molex.com/ product/product/premofex_ffc-fpc.html order no. 987650-5671    printed in usa/kc/2011.03 ? 2011, molex premo-flex?  flat flex cable jumpers ? automotive    - radio, cd, dvd, gps devices    - lcd displays    - keyboards    - moveable units ? consumer    - set top boxes    - camcorders    - plasma displays ? computer    - notebook    - printer    - scanner    - keyboards    - lcd fat panels ? industrial ? medical equipment ? military appliance control panel automotive electronics surgery lamp
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