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		  Datasheet File OCR Text:


		  1.181 30.00 .46 11.7 .312[7.9] hex sma jack qc-sma+ plug isometric view  scale: 2:1 notes: unless otherwise specified      1. qc-sma+ to be used on an sma jack connector having a thread                 length (from end of housing) of .170 to .220      2. for general series specifications, see sd11-0000for qc-sma+ and                sd35-0000 for the sma.      3. materials: center contact, outer contact:  beryllium copper per astm b196 locking sleeve, bodys:  brass per astm b16 dielectric:  ptfe per astm d1710      4. finishes:               center contact:  .000030 min gold per astm b4888 over                              .000080 min nickel per amx-qq-n-290(rohs)               all other metal parts:  .000100 min nickel per ams-qq-n-290 over                              copper flash per astm b734 (rohs)      5. electrical characteristics: (preliminary, subject to change) freq range:  dc to 27 ghz vswr:  1.15 max dc to 12 ghz, 1.22 max 12 to 27 ghz insertion loss:  .06 x   f (ghz)        catalog no:110-351-0000n a   qc-sma+ plug to sma jack adapter (rohs) rev a SD110-351-0000N w inches ? er e lec ? ronics winchester electronics corporation 62 barnes industrial road north wallingford, connecticut  06492 dcam dcam 2/5/09 by date appd release er13487 description a rev 2/3/09 r.larsen date approved 2/3/09 wpm date approved 3/21/06 dcam date approved 3/21/06 dcam date drawn customer/sales drawing per asme y14.5m-1994 unless otherwise specified: dimensions are in inches [mm] tolerances: decimal: .xx [x.x]  .01 [0.3]                   .xxx [x.xx]  .005 [0.13]                   .xxxx [x.xxx]  .xxxx angles:  2                          scale: 4:1       1 sht of 1
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