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		  Datasheet File OCR Text:


		  n e w d a t a s h e e t printed circuit board connectors s l 3 . 8 1 / b l 3 . 8 1 our new 3.81mm (0.15 inch) pitch  connector system complements our comprehensive 3.5mm pitch system and allows the customer to choose from a wide variety of high density connection products from w e i d m u l l e r .  the 3.81 mm pitch pin headers are o f fered in 90?(horizontal) and 180 (vertical) orientations. the socket blocks, with clamping yoke connection, are available with three different cable- entry angle possibilities: 180? 90?& 270? the pin headers and socket blocks are also offered with or without integrated screw flanges for added s e c u r i t y . the new weidmuller pcb connectors are layout compatible with the current 3.81mm connectors in the market. united states weidmuller inc. 821 southlake blvd. richmond, virginia 23236 telephone: (800) 849-9343 facsimile: (804) 379-2593 email: info@weidmuller.com website: www.weidmuller.com canada weidmuller ltd. 10 spy court markham, ontario l3r-5h6 telephone: (800) 268-4080 facsimile: (905) 475-2798 email: info1@weidmuller.ca website: www.weidmuller.ca mexico weidmuller, s.a. de c.v. 5 sur no. 4311 col. huexotitla 72534 puebla, pue. mexico telephone: (22) 37 2549 facsimile: (22) 43 1981 email: weidmull@acnet.net

 2 technical data / derating curve sl 3.81/bl 3.81 materials insulation material color temperature range ? flammability class. ul94 system characteristic values pitch mm connection method soldering pin length mm pcb hole diameter mm insulation striping length mm flange screw insulation resistance m w through resistance m w torque nm wire sizes clamping range  mm 2 ??solid  h05(07) v-u mm 2 ?f ?lexible  h05(07) v-k mm 2 ?f ?ith ferrule according to din 46228/1 mm 2 ?with plastic collar according to din 46228/4 mm 2 awg conductor gauge according to en 60999 mm  vde 0110 4.97 rated data rated cross section according to en 60999 mm 2 rated current   3) a overvoltage category / pollution severity rated voltage v impulse voltage kv ul1059 class b rated voltage rated voltage v~ rated current a wire size (field wiring) awg csarated data rated voltage v~ rated current a wire size (field wiring) awg application notes 3) referred to 20? ambient temperature,  rated cross-section and number of poles pa66  black, green -20?100 v-0 3.81 clamping yoke (screw) 3.5 1.3 +0.1 6.5 m2.5 3  5   5 0.2?.3 0.08?.9 0.5?.5 0.5?.5 0.5?.5 0.5?.5 30?4 2.4 x 1.5 ( 1.6) 1.5 8 iii/3 iii/2 ii/2 160 250 250 2.5 4 2.5 300 8 30?6 300 5 22?4 for the mounting of pcbs, it should be noted that the rated data given in the datasheet relate only to the connection elements.  the necessary creepage and clearance paths must be observed in connection with the respective applicant in accordance to  vde 0110. the current-carrying capacity is to be determined according to din iec 326 part 3. weidmuller connectors are tested according to the din vde 0627 standard, and are valid for its field of applications. provided that the connectors are used for the intended purpose, all requirements with respect to the occurrence of electrical, mechanical, thermic and corrosive stress will be satisfied. conductor h07v-k 1.5 mm 2 2 poles 16 poles ambient temperature t(?)

 3 sl 3.81/bl 3.81 3.81 mm pitch pin headers sl 3.81/90g pin headers sl3.81/90f technical data vde ul csa rated voltage v 125*  300 300 rated current a 8 8 5 clamping range max. mm 2 /awg ?  ? *overvoltage category iii / pollution severity 3  soldering pin length 3.5 mm color  black green poles type part no. part no. qty. 2 sl3.81/2/90g 1793130000 1793240000 50 3 sl3.81/3/90g 1793140000 1793250000 50 4 sl3.81/4/90g 1793150000 1793260000 50 5 sl3.81/5/90g 1793160000 1793270000 50 6 sl3.81/6/90g 1793170000 1793280000 50 8 sl3.81/8/90g 1793180000 1793290000 50 10 sl3.81/10/90g 1793190000 1793300000 50 12 sl3.81/12/90g 1793200000 1793310000 50 16 sl3.81/16/90g 1793210000 1793320000 50 additional pole numbers on request.  minimum order quantities may apply. technical data vde ul csa rated voltage v 125*  300 300 rated current a 8 8 5 clamping range max. mm 2 /awg ?  ? *overvoltage category iii / pollution severity 3  soldering pin length 3.5 mm color  black green poles type part no. part no. qty. 2 sl3.81/2/90f 1793330000 1793420000 50 3 sl3.81/3/90f 1793340000 1793430000 50 4 sl3.81/4/90f 1793350000 1793440000 50 5 sl3.81/5/90f 1793360000 1793450000 50 6 sl3.81/6/90f 1793370000 1793460000 50 8 sl3.81/8/90f 1793380000 1793470000 50 10 sl3.81/10/90f 1793390000 1793480000 50 12 sl3.81/12/90f 1793400000 1793490000 50 16 sl3.81/16/90f 1793410000 1793500000 50 additional pole numbers on request.  minimum order quantities may apply. accessories  direct printing  on request coding element on request accessories  direct printing  on request coding element on request

 4 sl 3.81/bl 3.81 3.81 mm pitch pin headers sl 3.81/180g pin headers sl 3.81/180f technical data vde ul csa rated voltage v 125*  300 300 rated current a 8 8 5 clamping range max. mm 2 /awg ?  ? *overvoltage category iii / pollution severity 3  soldering pin length 3.5 mm color  black green poles type part no. part no. qty. 2 sl3.81/2/180g 1793520000 1793610000 50 3 sl3.81/3/180g 1793530000 1793620000 50 4 sl3.81/4/180g 1793540000 1793630000 50 5 sl3.81/5/180g 1793550000 1793640000 50 6 sl3.81/6/180g 1793560000 1793650000 50 8 sl3.81/8/180g 1793570000 1793660000 50 10 sl3.81/10/180g 1793580000 1793670000 50 12 sl3.81/12/180g 1793590000 1793680000 50 16 sl3.81/16/180g 1793600000 1793690000 50 additional pole numbers on request.  minimum order quantities may apply. technical data vde ul csa rated voltage v 125*  300 300 rated current a 8 8 5 clamping range max. mm 2 /awg ?  ? *overvoltage category iii / pollution severity 3  soldering pin length 3.5 mm color  black green poles type part no. part no. qty. 2 sl3.81/2/180f 1793700000 1793790000 50 3 sl3.81/3/180f 1793710000 1793800000 50 4 sl3.81/4/180f 1793720000 1793810000 50 5 sl3.81/5/180f 1793730000 1793820000 50 6 sl3.81/6/180f 1793740000 1793830000 50 8 sl3.81/8/180f 1793750000 1793840000 50 10 sl3.81/10/180f 1793760000 1793850000 50 12 sl3.81/12/180f 1793770000 1793860000 50 16 sl3.81/16/180f 1793780000 1793870000 50 additional pole numbers on request.  minimum order quantities may apply. accessories  direct printing  on request coding element on request accessories   direct printing  on request coding element on request

 5 sl 3.81/bl 3.81 3.81 mm pitch socket blocks bl3.81 socket blocks bl 3.81f technical data vde ul csa rated voltage v 125* 300 300 rated current a 8 8 5 clamping range max. mm 2 /awg 1.5  30...16 22...14  *overvoltage category iii / pollution severity 3  technical data vde ul csa rated voltage v 125* 300 300 rated current a 8 8 5 clamping range max. mm 2 /awg 1.5  30...16 22...14  *overvoltage category iii / pollution severity 3  color  black green poles type part no. part no. qty. 2 bl3.81/2 1792770000 1792860000 50 3 bl3.81/3 1792780000 1792870000 50 4 bl3.81/4 1792790000 1792880000 50 5 bl3.81/5 1792800000 1792890000 50 6 bl3.81/6 1792810000 1792900000 50 8 bl3.81/8 1792820000 1792910000 50 10 bl3.81/10 1792830000 1792920000 50 12 bl3.81/12 1792840000 1792930000 50 16 bl3.81/16 1792850000 1792940000 50 additional pole numbers on request.  minimum order quantities may apply. color  black green poles type part no. part no. qty. 2 bl3.81/2f 1792950000 1793040000 50 3 bl3.81/3f 1792960000 1793050000 50 4 bl3.81/4f 1792970000 1793060000 50 5 bl3.81/5f 1792980000 1793070000 50 6 bl3.81/6f 1792990000 1793080000 50 8 bl3.81/8f 1793000000 1793090000 50 10 bl3.81/10f 1793010000 1793100000 50 12 bl3.81/12f 1793020000 1793110000 50 16 bl3.81/16f 1793030000 1793120000 50 additional pole numbers on request.  minimum order quantities may apply. accessories   direct printing  on request accessories   direct printing  on request

 6 sl 3.81/bl 3.81 3.81 mm pitch socket blocks bl 3.81/90 technical data vde ul csa rated voltage v 125* 300 300 rated current a 8 8 5 clamping range max. mm 2 /awg 1.5  30...16 22...14  *overvoltage category iii / pollution severity 3  color  black green poles type part no. part no. qty. 2 bl3.81/2/90 1798500000 1798680000 50 3 bl3.81/3/90 1798120000 1798690000 50 4 bl3.81/4/90 1798550000 1798710000 50 5 bl3.81/5/90 1798570000 1798720000 50 6 bl3.81/6/90 1798590000 1798730000 50 8 bl3.81/8/90 1798130000 1798740000 50 10 bl3.81/10/90 1798610000 1798750000 50 12 bl3.81/12/90 1798630000 1798760000  50 16 bl3.81/16/90 1798660000 1798770000 50 additional pole numbers on request.  minimum order quantities may apply. accessories   direct printing  on request socket blocks bl 3.81/90f technical data vde ul csa rated voltage v 125* 300 300 rated current a 8 8 5 clamping range max. mm 2 /awg 1.5  30...16 22...14  *overvoltage category iii / pollution severity 3  color  black green poles type part no. part no. qty. 2 bl3.81/2/90f 1798780000 1798850000 50 3 bl3.81/3/90f 1798140000 1798860000  50 4 bl3.81/4/90f 1798790000 1798870000  50 5 bl3.81/5/90f 1798800000 1798880000  50 6 bl3.81/6/90f 1798810000 1798890000 50 8 bl3.81/8/90f 1798150000 1798900000 50 10 bl3.81/10/90f 1798820000 1798910000 50 12 bl3.81/12/90f 1798830000 1798920000 50 16 bl3.81/16/90f 1798840000 1798930000 50 additional pole numbers on request.  minimum order quantities may apply. accessories  direct printing  on request

 7 sl 3.81/bl 3.81 3.81 mm pitch socket blocks bl 3.81/270 technical data vde ul csa rated voltage v 125* 300 300 rated current a 8 8 5 clamping range max. mm 2 /awg 1.5  30...16 22...14  *overvoltage category iii / pollution severity 3  color  black green poles type part no. part no. qty. 2 bl3.81/2/270 1798940000 1799010000 50 3 bl3.81/3/270 1798160000 1799020000 50 4 bl3.81/4/270 1798950000 1799030000 50 5 bl3.81/5/270 1798960000 1799040000 50 6 bl3.81/6/270 1798970000 1799050000 50 8 bl3.81/8/270 1798170000 1799060000 50 10 bl3.81/10/270 1798980000 1799070000 50 12 bl3.81/12/270 1798990000 1799080000 50 16 bl3.81/16/270 1799000000 1799090000 50 additional pole numbers on request accessories  direct printing  on request socket blocks bl 3.81/270f technical data vde ul csa rated voltage v 125* 300 300 rated current a 8 8 5 clamping range max. mm 2 /awg 1.5  30...16 22...14  *overvoltage category iii / pollution severity 3  color  black green poles type part no. part no. qty. 2 bl3.81/2/270f 1799100000 1799170000 50 3 bl3.81/3/270f 1798180000 1799180000 50 4 bl3.81/4/270f 1799110000 1799190000 50 5 bl3.81/5/270f 1799120000 1799200000 50 6 bl3.81/6/270f 1799130000 1799210000 50 8 bl3.81/8/270f 1798190000 1799220000 50 10 bl3.81/10/270f 1799140000 1799230000 50 12 bl3.81/12/270f 1799150000 1799240000 50 16 bl3.81/16/270f 1799160000 1799250000 50 additional pole numbers on request accessories   direct printing  on request
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