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		  Datasheet File OCR Text:


		  ruggedized led    panel mount indicator cnx 480 and 482 series offer a robust anodized aluminum  body delivering nema 4 protection from the elements key features dimensions applications cnx480 without moisture-seal cnx482 with moisture seal  www.vcclite.com 1.800.522.5546 engineered to light up your design ?	 instrument panels ?	 disinfection and sterilization environments ?	 transportation dashboards ?	 safety applications ?	 outdoor signage ?	 aircraft and military ?	 industrial machinery ?	 electrical control panels ?	 vending and gaming machines ?	 designed for harsh and outdoor environments ?	 wide angle viewable ?	 low 	 profle	 for	 anti-vandalism ?	 direct sunlight visibility ?	 resistant to shock and vibration ?	 esd protection ?	 custom leds, lens and body colors available ?	 rohs compliant

 product specifcations ordering data www.vcclite.com 1.800.522.5546 engineered to light up your design led output led color** typ intensity,  mcd forward voltage,    v (typ) red 245-345 1.8 green 345-485 1.9 white 3500-4900 2.8 blue 950-1300 3.0 yellow 280-380 1.9 materials socket body aluminum alloy lens polycarbonate, ul rating 94-v2 washer steel, zinc plated, ul rating  94-v0 retaining nut aluminum alloy wire 24 awg 1007/1569 red = anode(+) black = cathode (-) moisture seal epdm installation specifcation mounting hole .399.004 (10.1mm.1) panel  thickness .059(1.5mm) min to .320 (8.1mm) max operating parameters operating  temperature -40  f (-40c) to 176f (80c) led output current 20ma **led color same as the lens color. example: red led comes with a red lens. lens color** rtp red transparent gtp green transparent ctp clear transparent btp blue transparent ytp yellow transparent socket body anodized fnish 1 black 2 clear wire length code 12 12.0 305mm 24 24.0 610mm cnx 480/482 cable assembly ordering code (example) cnx 48 x    x    xxx    xx cnx480 std-no/seal cnx482 moisture sealed
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