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		  Datasheet File OCR Text:


		    * all the specifications and photos are  subjected to be changed without notice.      www.axiomtek.com   headquarters  axiomtek co., ltd.  tel: +886-2-2917-4550  fax: +886-2-2917-3200  e-mail: info@axiomtek.com.tw  usa  axiomtek inc.  tel: +1-626-581-3232  fax: +1-626-581-3552  e-mail: info@axiomtek.com  germany  axiomtek deutschland gmbh  tel: +49-2173-399360    fax: +49-2173-3993636  e-mail: sales@axiomtek.de  france  axiomtek s.a.s.  tel: +33 (0) 146-491-591  fax: +33 (0) 146-491-590  e-mail: info@axiomtek.fr  mainland china  axiomtek shanghai  tel: +86-21-5426-0435  fax: +86-21-5426-0125  e-mail:axcn@axiomtek.com.cn                                                                                                                                                                                                                introduction   axiomtek?s fsd (flash sata dom) series is designed into serial ata ii protocol  type with compatible serial ata standard interface based on flash memory  technology. this flash module is offered with various capacities ranging from  128mb up to 32gb and can operate under industrial temperature range goes  from -40c~85c in the harsh operating environments. the features of  reliability, high performance, cost-effective and easy-to-integrate designs make  fsd series a perfect solution over traditional storage devices.        specifications   general specification  capacity 128mb~32gb  interface  serial ata standard ii (3gb/s)  flash type  slc  connector 7pin  form factor  vertical/high-profile and  vertical/low-profile  sustained speed rate  (max)  128mb ~16gb :  read:68mb/sec.; write:62mb/sec.  32gb:  read:130mb/sec.; write:125mb/sec.  environmental specification  operating temperature      0 ? c~70 ? c (0f ~158f) (standard temp.)  -40 ? c~85 ? c (-40 f ~185f) (industrial temp.)  storage temperature  -55 ? c~95 ? c (-67f ~203f)  humidity 10%~95% non-condensing  vibration 5g(7~2000hz)  shock 50g/10ms      features  ?   serial ata  ii standard interface     ?   capacity: 128mb to 32gb  ?   suitable for high demanding applications  ?   well performed under harsh operating environment and industrial  temperatures  ?   anti-vibration & shock resistance  ?   data integrity with error detect ion code/error correction code  (edc/ecc)  ?   perfect replacement of hard drive, compatible with serial ata    ?   high operating reliability & durability  ?   low power consumption  ?   fully compatible with devices and os  ?   intelligent system for error recovery    ?   excellent data transfer speed          system reliability  ecc technology  high reliability base d on the internal ecc function  mtbf >3,000,000 hours  r/w endurance  2,000,000 times  wear-leveling support  power requirment  dc input voltage  5v single power supply operation  power mode  auto stand-by and sleep mode  power consumption  360ma(max.)  read: 170 ma, write: 200 ma, idle: 110 ma  380ma(max.) only for 32gb  read: 180 ma, write: 200 ma, idle: 110 ma  physical specification  enclosure material  pc mechanical cover and ul-94  dimensions  (w x l x h)    standard: 20.9mmx32.8mmx7.9mm    low profile: 32. 9 mmx22.8 mm x8.0mm   standard 32gb:25.2mmx*3 2 . 8 mmx6.8mm      standard/vertical type   fsd series  flash sata dom  standard/vertical type only for 32gb   low-profile /vertical type  

   * all the specifications and photos are  subjected to be changed without notice.      www.axiomtek.com   headquarters  axiomtek co., ltd.  tel: +886-2-2917-4550  fax: +886-2-2917-3200  e-mail: info@axiomtek.com.tw  usa  axiomtek inc.  tel: +1-626-581-3232  fax: +1-626-581-3552  e-mail: info@axiomtek.com  germany  axiomtek deutschland gmbh  tel: +49-2173-399360    fax: +49-2173-3993636  e-mail: sales@axiomtek.de  france  axiomtek s.a.s.  tel: +33 (0) 146-491-591  fax: +33 (0) 146-491-590  e-mail: info@axiomtek.fr  mainland china  axiomtek shanghai  tel: +86-21-5426-0435  fax: +86-21-5426-0125  e-mail:axcn@axiomtek.com.cn          ordering information   models  (standard temp.)  models  (industrial temp.)  form factor  capacity   fsdvc128-s fsdvw128-s standard/sata 128mb   fsdvc256-s  fsdvw256-s  standard/sata  256mb   fsdvc512-s fsdvw512-s standard/sata 512mb   fsdvc01g-s  fsdvw01g-s  standard/sata  1gb  fsdvc02g-s fsdvw02g-s standard/sata 2gb  fsdvc04g-s  fsdvw04g-s  standard/sata  4gb  fsdvc08g-s fsdvw08g-s standard/sata 8gb  fsdvc16g-s  fsdvw16g-s  standard/sata  16gb  fsdlc128-s fsdlw128-s low-profile/sata   128mb   fsdlc256-s  fsdlw256-s  low-profile/sata   256mb   fsdlc512-s fsdlw512-s low-profile/sata   512mb   FSDLC01G-S  fsdlw01g-s  low-profile/sata   1gb  fsdlc02g-s fsdlw02g-s low-profile/sata   2gb  fsdlc04g-s  fsdlw04g-s  low-profile/sata   4gb  fsdlc08g-s  fsdlw08g-s  low-profile/sata   8gb  fsdlc16g-s  fsdlw16g-s  low-profile/sata   16gb  fsdvc32g-q fsdvw32g-q standard/sata 32gb   
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